
—
Color-Keyed® compression system

WIRE SIZE

BO
LT

SI
ZE

CAT. NO. D
IE

C
O

D
E

COLOUR 
CODECODE FLEX

#14-10 AWG —

#8 256-30695-1351

N/A N/A
1/4 256-30695-1352

1/4 256-30695-263

1/4 54101

#8 AWG 
23 Navy
#8 Weld

37/24 = 14.9 kcmil

#10 54104

21 RED

1/4 54130

5/16 54131

3/8 54132

1/2 256-30695-424

#6 AWG

30 Navy
#6 Weld

133/.014
61/24

#12 256-30695-1361

24 BLUE

#10 54134

1/4 54105

5/16 54135

3/8 54136

3/8 256-30695-282

1/2 256-30695-422

 #4 AWG

40-50 Navy
91/24 = 36.7 kcmil

133/.0177
49/.029

#12 256-30695-1362

29 GREY

#10 54138

1/4 54106

5/16 54139

3/8 54140

3/8 256-30695-233  

1/2 256-30695-264

#2 AWG
60 Navy

125/24 = 50.5 kcmil
#4 Weld

1/4 54107

33 BROWN
5/16 54142-TB

3/8 54143-TB

1/2 54145-TB 

#1 AWG

75 Navy, #2 Weld 
150/24 = 60.5 kcmil
175/24 = 70.6 kcmil

133/.0223

1/4 54108

37 GREEN
5/16 54147

3/8 54148

1/2 54150

1/0 AWG

100 Navy
#1 Weld

225/24 = 90.8 kcmil
133/.0254

1/4 54152-TB

42 PINK

5/16 54153-TB

3/8 54109

1/2 54155-TB

5/8 256-30695-1383

2/0 AWG

125 Navy
1/0 Weld

275/24 = 111 kcmil
427/.0155
133/.0282

1/4 54157

45 BLACK

5/16 54158

3/8 54110

1/2 54160

5/8 256-30695-131

3/0 AWG

150 Navy, 2/0 Weld
325/24 = 131 kcmil

133/.0316, 259/.0227
427/.0177

1/4 54162-TB

50 ORANGE
5/16 54163-TB 

3/8 54111

1/2 54165-TB

4/0 AWG

200 Navy
3/0 Weld

450/24 = 182 kcmil
703/.0154

1/4 54167

54 PURPLE

5/16 54168

3/8 54112

1/2 54170

3/4 256-30695-1174

 
Material: High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

—
Standard Barrel for Copper Conductors

WIRE SIZE

BO
LT

SI
ZE

CAT. NO. D
IE

C
O

D
E

COLOUR 
CODECODE FLEX

—

4/0 Weld
550/24 = 222 kcmil

133/.0399
259/.0286
 637/.0183

1/4 58161

62 YELLOW

5/16 58162

3/8 58163

1/2 58165

5/8 58166

 250 kcmil 250 Navy

1/4 54172-TB

62 YELLOW
5/16 54173

3/8 54174

1/2 54113

—
250 Weld

650/24 = 262 kcmil
259/.0311, 703/.0189

1/2 58168 66 WHITE

300 kcmil 300 Navy

5/16 54178

66 WHITE
3/8 54179

1/2 54114

5/8 54181

—
300 Weld, 259/.034,

427/.0265, 889/.0183
775/24 = 313 kcmil

1/2 58171 71 RED

350 kcmil 350 Navy

3/8 256-30695-112

71 RED1/2 54115

5/8 54183

—
350 Weld, 259/.0368,

427/.0285, 703/.0224, 
889/.0201

1/2 58174 76 BLUE

400 kcmil 400 Navy
1/2 54116

76 BLUE
5/8 54185

—

400 Weld
925/24 = 373 kcmil

259/.0393  
427/.0306

3/8 256-30695-1403
80 N/A

1/2 58177

500 kcmil 500 Navy

3/8 256-30695-339

87 BROWN1/2 54118

5/8 54187

—

1100/24 = 444 kcmil
500 Weld, 259/.0417

427/.0325
703/.0253

5/8 58180 94 GREEN

 600 kcmil —
1/2 256-30695-1370

94 GREEN
5/8 54120

700 kcmil — 5/8 54122-TB 99 PINK

— 1325/24 = 535 kcmil
427/.0342

3/8 256-30695-1404

99 PINK
1/2 256-30695-1405

1/2 256-30695-840

5/8 58182

—
1/2 256-30695-193

106 BLACK
750 kcmil 5/8 54123-TB

1600/24 = 646 kcmil 5/8 58184 106 BLACK

800 kcmil 800 Navy 5/8 54124-TB 107 ORANGE

900 kcmil 1925/24 = 777 kcmil
1/2 256-30695-843

115 YELLOW
5/8 54126

1000 kcmil 1000 Navy 5/8 54128 125 N/A

•  Narrow-width tongue and barrel, engineered for  
dimensional consistency the entire length of the lug

• Perfect for connections in limited space applications
• High-conductivity copper alloy construction
•  Chamfered barrel eases insertion of wire
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—
Narrow-Tongue Lugs 
One-Hole and Two-Hole,
Standard Barrel

WIRE SIZE
BOLT
SIZE CAT. NO.

DIE
CODE

COLOUR 
CODECODE FLEX

One-Hole Narrow-Tongue Lugs

#4 AWG 91/24 #10 54138NT  29 GREY

#2-3 AWG 125/24 1/4 54107NT 33 BROWN

#1 AWG 150,175/24 1/4 54108NT 37 GREEN

1/0 AWG 225/24 1/4 54152NT 42 PINK

2/0 AWG 275/24 1/4 54157NT 45 BLACK

3/0 AWG 325/24 1/4 54162NT 50 ORANGE

4/0 AWG 450/24 1/4 54167NT 54 PURPLE

250 kcmil — 1/4 54172NT 62 YELLOW

300 kcmil — 1/4 54178NT04 66 WHITE

350 kcmil — 1/2 54115NT 71 RED

350 kcmil — 3/8 54115NT06 71 RED

350 kcmil — 3/8 54115NT06 71 RED

500 kcmil — 1/2 54118NT 87 BROWN

750 kcmil — 1/2 54123NT08 106 BLACK

750 kcmil — 5/8 54123NT 106 BLACK

750 kcmil 1325/24 = 535 kcmil 3/8 54879NT 106 BLACK

900 kcmil 1925/24 = 777 kcmil 3/8 58825NT 115 YELLOW

900 kcmil 1925/24 = 777 kcmil 1/2 58825NT0828 115 YELLOW

Two-Hole Narrow-Tongue Lugs

#4 AWG 91/24 #10 54206NT0310 29 GREY

#2-3 AWG 125/24 1/4 54207NT 33 BROWN

#2-3 AWG 125/24 1/4 54207NT0412 33 BROWN

#2-3 AWG 125/24 1/4 54207NT0416 33 BROWN

#1 AWG 150, 175/24 1/4 54208NT 37 GREEN

#1 AWG 150, 175/24 5/16 54208NT0516 37 GREEN

1/0 AWG 225/24 5/16 54255NT 42 PINK

2/0 AWG 275/24 5/16 54261NT 45 BLACK

2/0 AWG 275/24 3/8 54210NT 45 BLACK

3/0 AWG 325/24 5/16 54266NT 50 ORANGE

4/0 AWG 450/24 3/8 54212NT 54 PURPLE

250 MCM 550/24 3/8 54213NT 62 YELLOW

250 MCM 550/24 3/8 54275NT 62 YELLOW

350 MCM — 1/2 54282NT 71H RED

500 MCM 925/24 3/8 54218NT 87 BROWN

500 MCM 925/24 1/2 54286NT 87 BROWN

600 MCM — 1/2 54878BENTPH 94 GREEN

750 MCM 1325/24 3/8 54223NT0628 106H BLACK

750 MCM 1325/24 1/2 54223NT 106H BLACK

— 1600/24 1/2 58884BENTPH 106H BLACK

WIRE SIZE

BO
LT

SI
ZE

CAT. NO. D
IE

C
O

D
E

COLOUR 
CODECODE FLEX

#14-10 AWG — 1/4 54901BE N/A N/A

#8 AWG 37/24 = 14.9 kcmil
#10 54929BE

21 RED
1/4 54930BE

#6 AWG 61/24 = 24.6 kcmil
#10 54904BE

24 BLUE
1/4 54905BE

 #4 AWG 91/24 = 36.7 kcmil
#10 54908BE 29

GREY
1/4 54906BE 29

#2-3 AWG 125/24 = 50.4 kcmil
#10 54933BE

33 BROWN
5/16 54942BE

#1 AWG 150/24 = 60.5 kcmil
#10 54945BE

37 GREEN
5/16 54947BE

1/0 AWG 225/24 = 90.8 kcmil

#10 54946BE

42 PINK
5/16 54949BE

3/8 54909BE

1/2 54950BE

2/0 AWG 275/24 = 111 kcmil
3/8 54910BE

45 BLACK
1/2 54951BE

3/0 AWG 325/24 = 131 kcmil 1/2 54965BE 50 ORANGE

4/0 AWG 3/0 Weld 
450/24 = 182 kcmil

1/4 256-30695-1252

54 PURPLE3/8 256-30695-1253

1/2 54970BE

250 kcmil 4/0 Weld 
550/24 = 222 kcmil 1/2 54913BE 62 YELLOW

300 kcmil — 1/2 54914BE 66 WHITE

350 kcmil 650/24 = 262 kcmil 1/2 54915BE 71 RED

400 kcmil 775/24 = 313 kcmil
1/2 54916BE

76 BLUE
5/8 54917BE

500 kcmil 925/24 = 373 kcmil
1/2 54918BE

87 BROWN
5/8 54919BE

600 kcmil 1100/24 = 444 kcmil
1/2 54921BE

94 GREEN
5/8 54920BE

700 kcmil 1325/24 1/2 54979BE 99 PINK

750 kcmil 1325/24 = 535 kcmil
1/2 54922BE

106 BLACK
5/8 54923BE

— 1600/24 = 646 kcmil 5/8 58984BE 106 BLACK

900 kcmil 1925/24 = 777 kcmil 5/8 58926BE 115 YELLOW

1000 kcmil —
5/8 54928BE

125 N/A
7/8 256-30695-918

Applicable warranty: Refer to www.tnb.ca for warranty terms.

Material: High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

—
Long Barrel for 
Copper Conductors

WIRE SIZE

BO
LT

SI
ZE

BO
LT

C
TR

.

CAT. NO. D
IE

C
O

D
E

COLOUR 
CODECODE FLEX

#14-10 AWG —

1/4 5/8 54801BE

ER
G

40
0

2 

N/A

#10 5/8 256-31426-3
YELLOW

#10 5/8    -   3/4 256-31426-3SPH

1/4 5/8 256-30695-1298
BLUE

1/4 5/8    -   3/4 256-30695-1730

#8 AWG #8 Weld 
37/24 = 14.9 kcmil

1/4 5/8 54850BE

21 RED1/4 3/4 54851BE

3/8 1 256-30695-1157

#6 AWG #6 Weld 
61/24 = 24.6 kcmil

1/4 5/8 54852BE

24 BLUE

1/4 1 256-30695-1014

1/4 3/4 256-30695-1225

3/8 1 256-30695-1158

1/2 1 3/4 256-30695-868

 #4 AWG #4 Weld 
91/24 = 36.7 kcmil

1/4 5/8 54854BE

29 GREY

1/2 1 3/4 54854BE0828

1/4 3/4 256-30695-1246

1/4 1 256-30695-1015

5/16 1 256-30695-1337

3/8 1 256-30695-1159

1/2 1 3/4 256-30695-733

#2-3 AWG #3 Weld 
125/24

1/4 1 256-30695-1016

33 BROWN

1/4 5/8 54855BE

1/4 3/4 256-30695-1300

5/16 3/4 54856BE

3/8 1 3/4 54810BE

3/8 1 256-30695-1160

1/2 1 3/4 256-30695-869

1/2 1 3/4 54811BE

#1 AWG

#2 Weld 
150/24 = 60.5 

kcmil
175/24 = 70.6 kcmil

1/4 5/8 54809BE

37 GREEN

1/4 3/4 54812BE

5/16 7/8 54858BE

3/8 1 256-30695-1161

1/2 1 3/4 54857BE

1/0 AWG
#1 Weld 

225/24 = 90.8 
kcmil

1/4 1 256-30695-1018

42 PINK

1/4 1 256-30695-1018P

1/4 5/8 54859BE

1/4 3/4 54813BE

5/16 7/8 54860BE

3/8 1 256-30695-1162P

3/8 1 256-30695-1162

1/2 1 3/4 256-30695-593

2/0 AWG 1/0 Weld 
275/24 = 111 kcmil

1/4 5/8 54814BE

45 BLACK

1/4 3/4 256-30695-1299

3/8 1 256-30695-1116

3/8 1 256-30695-1116P

1/2 1 3/4 54862BE

3/0 AWG 2/0 Weld 
325/24 = 131 kcmil

1/4 3/4 54815BE

50 ORANGE3/8 1 54816BE

1/2 1 3/4 54864BE

4/0 AWG 3/0 Weld 
450/24 = 182 kcmil

1/4 3/4 54817BE

54 PURPLE

3/8 1 3/4 54818BE

3/8 1 256-30695-1117

3/8 1 256-30695-1117P

1/2 1 3/4 54866BE

250 kcmil 4/0 Weld 
550/24 = 222 kcmil

3/8 1 256-30695-1245

62 YELLOW3/8 1 256-30695-1245P

1/2 1 3/4 54868BE

Material: High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

—
Long Barrel for Copper Conductors

CALIBRE DE
CÂBLE AL/CU B

O
LT

SI
ZE

CAT. NO. D
IE

C
O

D
E

COLOUR 
CODE

1/0 AWG 3/8 60230 50 TAN

2/0 AWG
3/8 60236

54 OLIVE
1/2 60238

3/0 AWG
3/8 60242

60 RUBY
1/2 60244

4/0 AWG
3/8 60248

66 WHITE
1/2 60250

250 kcmil
3/8 60254

71 RED
1/2 60256

300 kcmil
3/8 60260

76 BLUE
1/2 60262

350 kcmil
3/8 60265

87 BROWN
1/2 60267

400 kcmil
3/8 60268

94 GREEN
1/2 60269

500 kcmil
3/8 60271

99 PINK
1/2 60273

600 kcmil
3/8 60274

106 BLACK
1/2 60275

700 kcmil
3/8 60276

112 PURPLE
1/2 60277

750 kcmil 1/2 60278 115 YELLOW

1000 kcmil 1/2 60284 140 N/A

Material: High-Conductivity Wrought Aluminum
Finish: Electro-Tin Plated
Filled with high-temperature oxide-inhibitor
compound

—
Standard Barrel for Copper 
and Aluminium Conductors

WIRE SIZE

CAT. NO.
DIE

CODE
COLOUR 

CODECODE FLEX

#8 AWG #8 Weld 
37/24 = 14.9 kcmil 54504 21 RED

#6 AWG #6 Weld, 133/.014 
61/24 = 24.6 kcmil 54505 24 BLUE

 #4 AWG 91/24 = 36.7 kcmil
 133/.0177, 49/.029 54506 29 GREY

#2 AWG #4 Weld 
125/24 = 50.4 kcmil 54507 33 BROWN

#1 AWG
#2 Weld, 133/.0223 

150/24 = 60.5 kcmil 
175/24 = 70.6 kcmil

54508 37 GREEN

1/0 AWG #1 Weld, 133/.0254 
225/24 = 90.8 kcmil 54509 42 PINK

2/0 AWG
275/24 = 111 kcmil

1/0 Weld, 427/.0155 
133/.0282

54510 45 BLACK

3/0 AWG
325/24 = 179 kcmil

2/0 Weld, 133/.0316
259/.0227, 427/.0199

54511 50 ORANGE

—
375/24 = 179 kcmil

133/.0355, 259/.0255 
427/.0199

53962 50 ORANGE

4/0 AWG 3/0 Weld, 703/.0154 
450/24 = 182 kcmil 54512 54 PURPLE

250 kcmil — 54513 62 YELLOW

—
550/24 = 222 kcmil

4/0 Weld, 133/.0399 
259/.0286, 637/.0183

53964 62 YELLOW

300 kcmil — 54514 66 WHITE

350 kcmil — 54515 71 RED

400 kcmil — 54516 76 BLUE

—
1100/24 = 444 kcmil 
500 Weld, 259/.0417 

427/.0325, 703/.0253
53968 87 BROWN

500 kcmil — 54518 87 BROWN

600 kcmil — 54520 94 GREEN

700 kcmil — 54522-TB 99 PINK

700 kcmil 1325/24 = 535 kcmil 
427/.0342 53969 99 PINK

750 kcmil — 54523-TB 106 BLACK

1000 kcmil — 54528 125 N/A

Material: High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

—
Standard Barrel for 
Copper Conductors

CABLE SIZE
AL-CU

BOLT
SIZE CAT. NO.

DIE
CODE

COLOUR 
CODE

#10

#10 60096

21 RED1/4 60097

3/8 60099

#8 

#10 60101-TB

24 BLUE
1/4 60102-TB

5/16 60103-TB

3/8 60104-TB

#6

#10 60106-TB

29 GREY
1/4 60107-TB

5/16 60108-TB

3/8 60109-TB

 #4

1/4 60112-TB

37 GREEN5/16 60113-TB

3/8 60114-TB

#2

1/4 60116-TB

42 PINK
5/16 60117-TB

3/8 60118-TB

1/2 60120

#1

1/4 60122

42 GOLD
5/16 60123

3/8 60124

1/2 60126

1/0

1/4 60128

50 TAN
5/16 60129

3/8 60130

1/2 60132

2/0

1/4 60134

54 OLIVE
5/16 60135

3/8 60136

1/2 60138

3/0

1/4 60140

60 RUBY
5/16 60141

3/8 60142

1/2 60144

4/0

5/16 60147

60 WHITE
3/8 60148

1/2 60150

5/8 60151

250 kcmil

3/8 60154

71 RED1/2 60156

5/8 60157

300 kcmil

5/16 60159

76 BLUE3/8 60160

1/2 60162

350 kcmil
1/2 60165

87 BROWN
5/8 60166

400 kcmil 1/2 60168 94 GREEN

500 kcmil
1/2 60171

99 PINK
5/8 60172

 600 kcmil 5/8 60174 106 BLACK

700 kcmil 5/8 60176 112 PURPLE

750 kcmil 5/8 60178 115 YELLOW

1000 kcmil 5/8 60184 140 N/A

Material: High-Conductivity Wrought Aluminum
Filled with high-temperature oxide-inhibitor
compound
Finish: Electro-Tin Plated

—
Standard Barrel for Copper 
and Aluminium Conductors

WIRE SIZE

CAT. NO.
DIE

CODE COLOUR CODECODE FLEX

#8 AWG  37/24 = 14.9 kcmil 54804 21 RED

#6 AWG 61/24 = 24.6 kcmil 54805 24 BLUE

 #4 AWG 91/24 = 36.7 kcmil 54806 29 GREY

#2 AWG 125/24 = 50.4 kcmil 54807 33 BROWN

#1 AWG 150/24 = 60.5 kcmil
175/24 = 70.6 kcmil 54808 37 GREEN

1/0 AWG 225/24 = 90.8 kcmil 54809 42 PINK

2/0 AWG 275/24 = 111 kcmil 54810 45 BLACK

3/0 AWG 325/24 = 131 kcmil 54811 50 ORANGE

4/0 AWG 450/24 = 182 kcmil 54812 54 PURPLE

250 kcmil 550/24 = 222 kcmil 54813 62 YELLOW

300 kcmil — 54814 66 WHITE

350 kcmil 650/24 = 262 kcmil 54815 71 RED

400 kcmil 775/24 = 313 kcmil 54816 76 BLUE

500 kcmil 925/24 = 373 kcmil 54818 87 BROWN

600 kcmil 1100/24 = 444 kcmil 54820 94 GREEN

700 kcmil 1325/24 54821 99 PINK

750 kcmil 1325/24 = 535 kcmil 54823 106 BLACK

— 1600/24 = 646 kcmil 58524 106 BLACK

900 kcmil 1925/24 = 777 kcmil 58526 115 YELLOW

1000 kcmil — 54828 125 N/A

Material: High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

—
Long Barrel for 
Copper Conductors

CABLE SIZE CAT. NO. DIE CODE
COLOUR 

CODE

10 Str. 60500-TB 21 RED

8 Str. 60501-TB 24 BLUE

6 Str. 60507-TB 29 GREY

4 Str. 60512 37 GREEN

2 Str./3 Str. 60516 42 PINK

1 Str. 60522-TB 45 GOLD

1/0 60530-TB 50 TAN

2/0 60536 54 OLIVE

3/0 60542 60 RUBY

4/0 60548 66 WHITE

250 kcmil 60554 71 RED

300 kcmil 60560 76 BLUE

350 kcmil 60565 87 BROWN

400 kcmil 60568 94 GREEN

500 kcmil 60571 99 PINK

600 kcmil 60574 106 BLACK

700 kcmil 60576 112 PURPLE

750 kcmil 60578 115 YELLOW

1000 kcmil 60584 140 N/A

Material: High-Conductivity Wrought Aluminum
Finish: Electro-Tin Plated
Filled with high-temperature oxide-inhibitor
compound

—
Connectors for aluminum and 
copper code conductors

•  Quick connections: eliminates nuts, bolts and washers
• Reliable insulation: no more “miles” of insulating tape
• Labour savings: fast snap-together assembly
•  Quick disconnect: no cutting through a melted mass of tape

CAT. NO.

BOLT
SIZE

BODY
SIZE

INSULATING
BOOT

CAT. NO.
COLOUR 

CODE
FEMALE
DISCONNECT

MALE
DISCONNECT

MD1614F-0 MD1614M-0
16-14 AWG

0 MDBOOT-0
BLUE

MD1614F-1 MD1614M-1 1 MDBOOT-1

MD1210F-1 MD1210M-1
12-10 AWG

1 MDBOOT-1
YELLOW

MD1210F-2 MD1210M-2 2 MDBOOT-2

MD8F-1 MD8M-1
8 AWG

1 MDBOOT-1
RED

MD8F-2 MD8M-2 2 MDBOOT-2

MD6F-1 MD6M-1
6 AWG

1 MDBOOT-1
BLUE

MD6F-2 MD6M-2 2 MDBOOT-2

MD4F-2 MD4M-2 4 AWG 2 MDBOOT-2 GREY

MD2F-2 MD2M-2
2 AWG

2 MDBOOT-2
BROWN

MD2F-3 MD2M-3 3 MDBOOT-3

MD1F-2 MD1M-2
1 AWG

2 MDBOOT-2
GREEN

MD1F-3 MD1M-3 3 MDBOOT-3

MD10F-3 MD10M-3 1/0  AWG 3 MDBOOT-3 PINK

MD20F-3 MD20M-3 2/0  AWG 3 MDBOOT-3 BLACK

MD30F-3 MD30M-3 3/0  AWG 3 MDBOOT-3 ORANGE

MD40F-3 MD40M-3
4/0  AWG

3 MDBOOT-3
PURPLE

MD40F-4 MD40M-4 4 MDBOOT-4

MD250F-4 MD250M-4 250 kcmil 4 MDBOOT-4 YELLOW

MD350F-4 MD350M-4 350 kcmil 4 MDBOOT-4 RED

MD500F-4 MD500M-4 500 kcmil 4 MDBOOT-4 BROWN

—
Motor Pigtail
Connectors

WIRE SIZE

BO
LT

SI
ZE

BO
LT

C
TR

.

CAT. NO. D
IE

C
O

D
E

COLOUR 
CODECODE FLEX

300 kcmil 250 kcmil
650/24=262 kcmil

3/8 1 54819BE
66 WHITE

1/2 1 3/4 54870BE

350 kcmil 650/24 = 262 kcmil

1/4 3/4 54820BE

71 RED
3/8 1 256-30695-1118

3/8 1 256-30695-1118P

1/2 1 3/4 54872BE

400 kcmil 775/24 = 313 kcmil

1/4 3/4 54822BE

76 BLUE3/8 1 54821BE

1/2 1 3/4 54874BE

500 kcmil 925/24 = 373 kcmil

1/4 3/4 54823BE

87 BROWN
3/8 1 256-30695-1119

3/8 1 256-30695-1119P

1/2 1 3/4 54876BE

— 1100/24 = 444 
kcmil

3/8 1 54824BE
94 GREEN

1/2 1 3/4 54878BE

700 kcmil 1325/24 = 535 kcmil 1/2 1 3/4 54879BE 99 PINK

750 kcmil 1325/24 = 535 
kcmil

3/8 1 256-30695-1222

106 BLACK3/8 1 256-30695-1222P

1/2 1 3/4 54880BE

— 1600/24 = 646 kcmil 1/2 1 3/4 58884BE 106 BLACK

900 kcmil 1925/24 = 777 kcmil 1/2 1 3/4 58826BE 115 YELLOW

1000 kcmil —
3/8 1 54826BE

125 N/A
1/2 1 3/4 54882BE

MATRICE  
CAT. NO. COPPER (CU) ALUMINUM (AL)

COLOUR 
CODE

15528SS 2 AWG — BROWN

15513SS 1 AWG 4 AWG GREEN

15508SS 1/0 AWG 2 AWG PINK

15526SS 2/0 AWG 1 AWG (gold) BLACK

15530SS 3/0 AWG 1/0 AWG (tan) ORANGE

15511SS 4/0 AWG 2/0 AWG (olive) PURPLE

15510SS 250 kcmil — YELLOW

15534SS 300 kcmil 4/0 AWG WHITE

15514SS 350 kcmil 250 kcmil RED

15506SS 500 kcmil 350 kcmil BROWN

15515SS 750 kcmil 650 kcmil BLACK

15G121R 250-500 kcmil • #2-250 kcmil — —

15G86R #2-250 kcmil — —

15501A #6 - #2 AWG — —

15G126R 250-500 kcmil — —

—
EZ-CK SS DieKit

• Installing range:    
- Up to 900 kcmil copper lugs and splices  
- Up to 750 kcmil aluminum lugs and splices

• 15XXX series dies and adaptor sold separately
• CAT. NO. : TBM14CR-LI

• Designed for one-handed control ram   
advancement and retraction

• Rotating head allows maximum flexibility   
for crimping

• Rapid advance feature decreases crimp time
• Approx. 350 crimps per full battery charge  

(based on 3/0 AWG cable)
• NO DE CAT. : TBM62PCR-LI
• Stainless steel hex die-kit in for 6-ton tool ranging 

from #8 AWG-600 kcmil     
CAT. NO. : TBM6HD1SS

• Die adaptor for 15-Ton tools when using die series 
155XX and 15GXX

• CAT. NO. : 15500-TB

• Cuts Cu and Al cable up to 750 kcmil,  
max. O.D 1-1/2 in. including insulation

• CAT. NO. : CSR750

• Cuts cable up to 1-1/2 in. O.D. for Cu, Al and ACSR
• Cuts steel ground rods and rebar up to 5/8 in.
• Cuts wire rope up to 3/4 in. 
• CAT. NO. : TBM58PCTS-LI

One-Hole Lugs certified to 600 V and recommended up to 35 kV

Two-Hole Lugs certified to 600 V and recommended up to 35 kV Two-way splice connectors certified to 600 V and recommended up to 35 kV Special application certified to 600 V Tooling

Creates diamond-style crimp

Creates diamond-style crimp

• Wide range of #8 to #2 for copper lugs and #10 to #6 
for aluminum lugs

• Each die has die code embossing
• Shure Stake mechanism ensures a properly completed 

crimp each time
• Colour-coded die wheel rotates into position for 

proper die nest adjustment
• Also installs up to green colour-coded C-Taps and MD2 

series motor disconnects
• Requires Creates diamond-style crimp two crimps per 

connector
• CAT. NO. : TBM45S

• Wide range of #8 to 4/0 for copper connectors and 
splices

• Installs lugs and splices series 54000 and 58000
• 8-position colour-coded rotatable die
• Comfort hand grip
• Die index embossed for permanent inspectability
• Overall length: 233/4 in.
• Handle length: 161/2 in.
• Weight: 8.8 lb
• CAT. NO. : TBM840

• Install coded copper lugs and connectors #8 through 
500 kcmil

• Install aluminum lugs and connectors #10 through 
350 kcmil

• Shure Stake mechanism ensures positive 
compression (only in TBM8S)

• Included dies are colour-coded and provide
• die-code embossing for easy installation and 

inspection
• Install all coded copper compression joints and a 

selection of small C-Taps
• Complete with installing dies and wire brush in 

plastic carrying case
• CAT. NO. : TBM8 and TBM8S

—
Manual compression tool 
TBM45S crimp tool

—
Manual compression tool  
TBM840 crimp tool

—
Manual compression tools 
TBM8 and TBM8S crimp tools

—
Li 14-ton open crimp tool

—
Li 6-ton open crimp tool

—
Li 6-ton closed crimp tool

—
Manual cable cutter

—
15-Ton Tool Die Adaptors

—
Cutter Lithium-ion Battery Tool

Material: High-Conductivity Wrought Copper
Finish: Electro-Tin Plated 
Contact material; Beryllium copper

Material: High-Conductivity Wrought Copper
Finish: Electro-Tin Plated

•  Die Kit for 14 and 15-Ton 
Crimp Tools

Creates diamond-style crimp

B1 copy starts here

B2 copy starts here

B3 copy starts here

B1 copy starts here

B2 copy starts here

B3 copy starts here

Die code Colored 
bands

 Colour
code

Die code engraving

Die code selection

• Designed for one-handed control ram   
advancement and retraction

• Open yoke design with rotating head allows  
for maximum crimping flexibility

• Protective rubber boot on head
• Rapid advance feature decreases crimp time
• Approx. 350 crimps per full battery charge  

(based on 3/0 AWG cable)
• NO DE CAT. : TBM6PCR-LI
• Stainless steel hex die-kit in for 6-ton tool ranging 

from #8 AWG-600 kcmil    
CAT. NO. : TBM6HD1SS

Creates hex-style crimp

—
15-Ton Lithium-ion Battery Crimp Tool

—
14-Ton Manual Hydraulic Crimp Tool

• Installs connectors up to 900 kcmil Cu and  
750 kcmil Al

• 15XXX series dies sold separately
• CAT. NO. : TBM14M

• Installing range:    
- Up to 1500 kcmil copper lugs and splices  
- Up to 1250 kcmil aluminum lugs and splices

• 15XXX series dies and adaptor sold separately
• CAT. NO. : TBM15CR-LI

Creates hex-style crimp Creates hex-style crimp


