




FB SS V
6,406 20.0 4.7 17.9

SDS (g) z / h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)
2.00 1.0 1.5 3.20 2.40  -  - 
2.50 0.0 1.5  -  - 1.67 0.67

Note: The unit was full of contents during testing and remained fuctional before and after the ICC-ES AC156 test. The unit 
maintained structural integrity during and after the ICC-ES AC156 Test.

54.0 81.0 90.0
SEISMIC TEST PARAMETERS

Building Code / Test Criteria

CBC 2019 / ICC-ES AC156

UUT PROPERTIES

Weight (lb) Dimensions (inches) Natural Fequency (Hz)
Width Depth Height

Product Line: Vertical Bypass Switch
Component: ZBTS-B0-4000
UUT Function: Manual/Automatic power switching from utility power to emergency power.

UUT Description: 4000A 4-Pole Vertical Bypass Switch with 4000A ZBTS-B0 Power Panel, MX250 
Controller, and NEMA 3R,4,12 Frame Size 65B enclosure.

Test Date: September 2019Test Location: Clark Testing, PA - Report JID 19-01143-1

Manufacturer: ABB INC. (formerly GE)

UUTz-6
(65B-4000A)

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Mounting Details: Rigid floor mounted with 8 - 1/2'' diameter grade 5 bolts
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FB SS V
1,334 9.0 8.9 >33.3

SDS (g) z / h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)
2.00 1.0 1.5 3.20 2.40 1.34 0.54

Note: The unit was full of contents during testing and remained fuctional before and after the ICC-ES AC156 test. The unit 
maintained structural integrity during and after the ICC-ES AC156 Test.

42.0 36.0 80.0
SEISMIC TEST PARAMETERS

Building Code / Test Criteria

CBC 2019 / ICC-ES AC156

UUT PROPERTIES

Weight (lb) Dimensions (inches) Natural Fequency (Hz)
Width Depth Height

Product Line: Horizontal Bypass Switch
Component: ZBTS-B1-1200
UUT Function: Manual/Automatic power switching from utility power to emergency power.

UUT Description: 1200A 3-Pole Horizontal Bypass Switch with 1200A ZBTS-B1 Power Panel, MX250 
Controller, and NEMA 1 Frame Size 64B enclosure.

Test Date: May 2010Test Location: Clark Testing, PA - Report #T4761

Manufacturer: ABB INC. (formerly GE)

UUTx-5
(64B-1200A)

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Mounting Details: Rigid floor mounted with 4 - 1/2'' diameter grade 5 bolts
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FB SS V
5,747 17.2 15.5 24.1

SDS (g) z / h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)
2.00 1.0 1.5 3.20 2.40 1.34 0.54

Note: The unit was full of contents during testing and remained fuctional before and after the ICC-ES AC156 test. The unit 
maintained structural integrity during and after the ICC-ES AC156 Test.

46.1 64.6 80.0
SEISMIC TEST PARAMETERS

Building Code / Test Criteria

CBC 2019 / ICC-ES AC156

UUT PROPERTIES

Weight (lb) Dimensions (inches) Natural Fequency (Hz)
Width Depth Height

Product Line: Horizontal Bypass Switch
Component: ZBTS-B1-3000
UUT Function: Manual/Automatic power switching from utility power to emergency power.

UUT Description: 3000A 4-Pole Horizontal Bypass Switch with 3000A ZBTS-B1 Power Panel, MX250 
Controller, and NEMA 1 Frame Size 65B enclosure.

Test Date: May 2010Test Location: Clark Testing, PA - Report #T4761

Manufacturer: ABB INC. (formerly GE)

UUTx-6
(65B-3000A)

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Mounting Details: Rigid floor mounted with 4 - 1/2'' diameter grade 5 bolts and 3x7x0.5'' A36 plate 
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