TU582-S Terminal unit

One standard terminal unit for connecting all AC500-S safety I/O modules (DI581-S, DX581-S and AI581-S on both I/O Bus and remote bus (PROFINET/PROFIsafe).

Features

- Easy to use: Interference free spring-type (40 points) terminal unit
- Extreme condition (XC) version for harsh environments
- Plug and play: Module replacement does not interfere with I/O wiring
- Simple installation: Mounted on a DIN rail or on a wall with 2 screws and accessories
- Ruggedness: Solid, flexible with IP20 protection class.

<table>
<thead>
<tr>
<th>Order Codes</th>
<th>Product Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1SAP 281 200 R0001</td>
<td>Standard TU582-S</td>
</tr>
<tr>
<td>1SAP 481 200 R0001</td>
<td>Extreme condition TU582-S-XC unit</td>
</tr>
</tbody>
</table>

ABB Automation Products GmbH
Wallstadter Str. 59
68526 Ladenburg, Germany
Phone: +49 (0) 6221 701-1444
Fax: +49 (0) 6221 701-1382
Email: plc.sales@de.abb.com
www.abb.com/plc
www.abb.com/drives

Note:
We reserve the right to make technical changes or modify the contents of this document without prior notice. With regard to purchase orders, the agreed particulars shall prevail. ABB AG does not accept any responsibility whatsoever for potential errors or possible lack of information in this document.

We reserve all rights in this document and in the subject matter and illustrations contained therein. Any reproduction, disclosure to third parties or utilization of its contents – in whole or in parts – is forbidden without prior written consent of ABB AG.

Copyright© 2013 ABB - All rights reserved