TYPICAL WIRING DIAGRAM
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CUZAL — ENCLOSED PANELBOARD
WIRE i C—1555
\ Service Barrier Cat. No.

MBSB Installed

N\

ENCLOSED PANELBOARD

wooe vo. M281C1B6H

200 AMPS 120/240 VOLTS A—-C
TYPE 3R ENCLOSURE

SUITABLE ONLY FOR USE AS
SERVICE EQUIPMENT.

USE ONLY 75 DEG.C (167 DEG.Fy CONDUCTORS
OM ALL FIELD INSTALLED LINE. LOAD AND
NLUITTIAL TLEINTINATIONSG . USL b0 DLG.G (140
PO0EG B ) CAPNITOIG DOMES (NN HIREAMCED s
RATED 110A OR LESS.

I
[ !
A . BOMEEE WHEN CRBINET HAS PROVIS:ONS FOR A CONDUIT
|3 S g 2l NCUTRAL HUB, SELECT FROM THE CHRART BELOH.
Iee cC "\ EQUIP. CROU
CONDUITLOSURE [, e bz | 2 |l we
SPAGE FOR ) SINGLE POLE. (2) DOUBLE POLE. OR (1) s cAR
DOULLL MOLL AHD (2) SINGLL POLL G.L. TYPL THHOL/TIIOL, CAT.NO, Bt Bo7 |B1n B12 B15 |(B23 =5
HL/SIEMENS TYPL Q. SQUARL D HOMLLUINL, CUTLER HAMMLR/ABRYANT
WESTINGHOUSE TYPE BR BREAKERS.
IDIAL LOAD AMPPS NOT 10 LXCLLD 200 ANPS. DAN G E R
THE KMAaXImMuUura sHORT CIRCUINT RATING OF THIS DEVICE 1S 22 .000
AME SYMMETRICAL AMPERES AT A MAXIMTMUM OF 120/240
VAG TIIF MAXIPMUM SHONT CINGINT NATING OF THIS DOVIGE 15 HAZARD OF FLEGTRICGAL
10 _NNNNMS SYMrArTNICAI AMPEIrNrs AT A RMAYIMIUIEE Or 1207240
VAG WHEN UHLIZING LIE/SILMENS 1Y0E ) SavarE D POWER BEFORE WORKING | |
BR BRANCH BREAKERS IN SERIES WITH THE &.E. MAIN BREAKER. INSIDE THIS EQUIPIMENT.
REPLACEMENT CIRCUIT BREAKERS SHALL BE OF THE SAIME
MANUFACTURER AND TYFPE DESIGHATION AND SHALL HAVE AM
EQUAL OF GREATER SHORT CIRCUIT RATING WATT —HOUR
PAFTEN 15 HOT INGEUIDEN 1N SUONT CIRCINT NATING LU3 T:GHTEN:NG TORGUE C(LB-IND
WARNING: TO AVOID ACCIDENTAL CONTACT WITH LIVE LRI VPRI WiR: s ZE T0RA.E
FARTS.CLOSE ALL DMENINGS WITH EREAKENRS 0N FILLENR FLATES. 1--@ =a-3c
CAT NI ZGHASODIEIPT TR DNE —POLL TIRLTH PLAIL TIH e 2-x
265A5003P2 TOR TWO —POLL MILLER PLATC. ST € 25-ce
B-¢ 3
OVER CURRENT PROTECTION " =
3-ze 15-32
IF BRFAKER TRIFS. HANDIF WIL1 RE IN INTERMFNIATE PASITION T0
RESTORE SERVICE; 1. [A0VE HANDLE TO "0FF" POSITION. 2. THEN To I HTERH AL JIE AZ0%E FLATS -e3-2a
“ON” POSITION. HEX LAt AZI0RE FLATE .Ba-202
S/1E AZR083 FLAS 243-275
JALUTAINUIA TERMINATIONS: TO HELF GUARD N&EAINST OVERHEATING

WHEHNH CONNECTING ALUMINUM WIRE 1IN CU/L LUG., REMOVE OXIDE
FILK FROM WIRE AND PROTECT IT WITH OXIDE INHIBITING COMPFOUND.

kIRE RRAMGE
COPPER ALLA . NUA
CONMECTOR

80LID E£TRD BOLID 5TRD
LINE-CHETER SOCKET) -- -8 - E-1/8
LOAD-(BABE LUCS) -- -4/ - -4/8
NEUTRAL "A’ -- _=1/8 - L=
NEUTRALA/GROUND "B’ -- B-Z/a - B-z/a
HEUTRAL/GROUMD 'C’ ~4-8 44 .2-8 L2-4
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MIDWEST ELECTRIC PRODUCTS
41 Woodford Ave

Plainville, CT 06062
WWW.MIDWESTELECTRIC.COM

PLANT SAL MADE IN MEXICO
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