NOTES:
1. INSTALLATION SHALL COMPLY WITH ALL APPLICABLE NATIONAL, STATE, AND LOCAL CODES.
2. REFER TO PRODUCT DOCUMENTATION FOR ADDITIONAL DETAILS PRIOR TO SITE PREPARATION OR INSTALLATION.
3. OPERATING TEMPERATURE RANGE: 0°C TO 40°C.
4. SYSTEM COOLING REQUIREMENTS: EXHAUST AIR COOLED.
5. SYSTEM WEIGHT: = 6560 LBS (2982 kg)
6. SYSTEM VENTILATION: WINOW AIR INTAKE, EXHAUST AIR EXHAUST
7. ALARM RELAYS
8. ETHERNET
9. MODBUS
10. USER INPUTS
11. REMOTE EPO
12. SYSTEM DESIGNED FOR CABLE SIZES UP TO 6X 750 MCM PER PHASE.

1. INSTALLATION SHALL COMPLY WITH ALL APPLICABLE NATIONAL, STATE, AND LOCAL CODES.
2. REFER TO PRODUCT DOCUMENTATION FOR ADDITIONAL DETAILS PRIOR TO SITE PREPARATION OR INSTALLATION.
3. OPERATING TEMPERATURE RANGE: 0°C TO 40°C.
4. SYSTEM COOLING REQUIREMENTS: EXHAUST AIR COOLED.
5. SYSTEM WEIGHT: = 6560 LBS (2982 kg)
6. SYSTEM VENTILATION: WINOW AIR INTAKE, EXHAUST AIR EXHAUST
7. ALARM RELAYS
8. ETHERNET
9. MODBUS
10. USER INPUTS
11. REMOTE EPO
12. SYSTEM DESIGNED FOR CABLE SIZES UP TO 6X 750 MCM PER PHASE.