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Safety instructions

1 Safety instructions

A robot is heavy and extremely powerful regardless of its speed. A stoppage or
longer stop can be followed by rapid, dangerous movements. Even if the robot's
pattern of movement is predetermined, an external signal can affect the movement
sequence, resulting in unanticipated movement.

It is therefore important that all safety instructions are observed when entering a
safety supervised area.

1.1 Description

Safety instructions can be found under tab 1 in the AW system manual for all steps
that involve risk for personal injury or material damage. In addition, they are
included in the instructions for each step.

General warnings, where the intention is to avoid problems, are only included in the
pertinent instructions.

All personnel working with the welding robot system must have full understanding of the
applicable safety instructions.

Reference document

Document Described in:

Related safety instructions. AW System manual, chapter introduction and safety
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Safety instructions

Warning symbols (signals)

1.2 Warning symbols (signals)

Symbol
explanations

The different types of warnings are set out in the following chapters according to the
table below:

Symbol Name

el = AN >

Danger

Warning

Electric shock

Caution

Static
electricity ESD

Note

Tips

Meaning

Warning that serious or life-threatening personal injury and/or
serious damage to the product will occur if the instructions are
not followed.

Warns of the risk of personal injury or serious damage to the
product. Always follow the instructions that accompany this
symbol.

Warns of possible electric shock that can cause life-threatening
or serious personal injury. Always follow the instructions that
accompany this symbol.

Draws your attention to the fact that damage to the product may
occur if an action is not performed or is performed incorrectly.

The ESD symbol indicates a risk of static electricity that may
cause serious damage to the product.

Information about important parts.

This symbol refers to an instruction providing further information
on a particular step.
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Safety instructions
DANGER - Ensure that the main power switch is turned off.

1.2.1 DANGER - Ensure that the main power switch is turned off.

Description
Work with high voltage entails a potential lethal hazard. Persons subjected to high
voltages can suffer heart failure, burns or other serious injuries. To avoid such
injuries, never begin a job without first eliminating the risks to safety. These are
descried below.
Elimination
Action Info/lllustration
1. Turn off the main power switch at the
control module. i

The main power switch on the
control module switches off the
control voltage to all the drive
modules.

: - 2 ﬁ '
2. Turn off the main power switch (work \
switch) on the respective drive ‘
module to switch off the feed
voltage.

dﬁ)o@
=)

"
Kige

3. Single robot stations All voltage is lost when the main switch on
the drive module (DM1) is switched off.
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Safety instructions

WARNING — The unit is sensitive to ESD.

1.2.2 WARNING - The unit is sensitive to ESD.

ESD (electrostatic discharge) is the transfer of electrostatic charges between two
objects with varying charges, either through direct contact or through an electrical

The discharge contains very little electricity and is therefore not hazardous to
humans, however, electronics can be damaged by the high voltages.

Description
field.
Elimination
1.
2.
3.

Action Info/lllustration

Use an ESD bracelet. The bracelet must be regularly tested to
ensure that it is undamaged and functions
properly.

Use an ESD-protected floor mat. The mat must be grounded through a voltage

regulating resistor.

Use an ESD-protected table mat. The mat shall produce a controlled discharge

of static electricity and must be grounded.

Location of attachment point for ESD bracelet

Button (A/B) for the ESD bracelet is located on the computer unit in the control
module/drive module. The location is shown in the following figure.

Figure 1 Location of attachment point for ESD bracelet

Item

@)

S

®lo

xx0400001061

d ZAa)
e °
nd

]

Name

A

Attachment point for ESD bracelet in the control module.

B

Attachment point for ESD bracelet in the drive module.
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Calibrating the robot and the additional axes
Updating the revolution counter

2 Calibrating the robot and the additional axes

This chapter describes how you update the revolution counter, make manual settings
for calibration values and recalibrate the axes.

2.1 Updating the revolution counter

This measure is necessary when you have entered the calibration values manually
or for some reason need to update one or more of the axes' revolution counters
(resolver) against the synchronization position.

Usually the programmed positions are not affected by an update. If this happens the
entered values may be incorrect or the axis has been updated before programming
at an incorrect position i.e. not by the synchronization markings.

Action Info/lllustration

1. Move the robot's and positioner's axes to their respective zero positions (synchroni-
zation marking).

2. Tap ABB, to open the service window.

)

s (€3]

a Tnpuls ard Calpuls b Backup ard Restore
(3) ’; 1:mlrm I .

3. Tap Calibration.

B Production Window 7 control panel
P-_ Program Data %‘ Event Log
} Program Editor 3 Lok Screen
[ robotware Arc “'iﬁ Operator Window
\.a-_ System Info
__] Logout L'a Restart
4. Tap on the mechanical unit to be cali- CC— .o
brated. | ABB|™ P =
When the unit concerned is not e R el e e W M
visible in the window, use the scroll —
bar arrows, in the lower part of the v e
window. (4)

[ Joowm k)
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Calibrating the robot and the additional axes

Updating the revolution counter

Action Info/lllustration
5. Tap Revolution Counters. O mi
ARB[™ S ot 5) X
6. Tap Update Rev. Counters. (5) l_.y.-m-l- ..... Jx|

N ——

Close

N e

7. The system awaits a response: | i
. ABB|™™ ey ot |
» Tap YES if you want to proceed. T i~ i .

% A Updating the revolution counters may
m-v.cm' change programmed positions.

7 ‘ Are you sure you want to proceed?
( ) Calib, Pard
|- 0= =
[ & 7w )
8. Select, by tapping, the axes to be - - .
updated. (ABB[™ S X]
« Tap Select All to include all the it ST

T upate, select soes and bag Update,

mechanical unit's axes.

Solect All Clear All i Close
(= Jom @)
9. Tap Update. Lo
|ABB| ™™ S (19 %]

7 Caltwation - ST1 - Rev. Counters

Update Revobution Counters
Mechandcal unit: STNI

T gt ekt anes. ard b Upsdati

i Gtatus n..|..||]

(9) M woct Revaltlon Counters Updated |
Select Al Clear All Updste | Close

[ Jo o L)
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Calibrating the robot and the additional axes
Manual setting of the calibration values

Action Info/lllustration

10. The system awaits a response:
» Tap Update, to confirm selected axes.

The revalution counters for the selected —
axes will be updated. This operation [rea]
cannot be undone.

Tap Update to continue, Cancel to leave
counters unchanged.

Update | | Cancsl |

11. When the system has updated the axles,
go back by tapping Close to end this
session.

Updating process started!

Please Wait!

2.2 Manual setting of the calibration values

The measure is only necessary if the system has lost the calibration values (resolver
values).

The chapter describes the procedure for all robot and positioner axes where there are
calibration values are available.

Action Info/lllustration

1. Tap ABB, to open the service window.

=" (65
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Calibrating the robot and the additional axes

Manual setting of the calibration values

Action Info/lllustration

2. Tap Calibration.

(2)—_ |2 moutsendoutputs W) Backup and Restore
S Production Window #  control Panel
2— Program Data %‘ Ewent Log
\— Program Editor 3i—~ Lock Screen
I.'; RobotWare Arc '% Dperator Window
CQ- System Info
2 Logout () restart
Tap on the mechanical unit to be calibra- Lipix
ted. |ABB/™™ ot Bt Ix]

When the unit concerned is not visible in
the window, use the scroll bar arrows, in

In order to use the system all mechanical units must be calibrated,

bt el 4y v 1 ol

Mol Ut

the lower part of the window.

noB_3

®3)

INTERCH

4. Tap Calibration Parameters.
5. Tap Edit Motor Calibration.

6. The system awaits a response:
» Tap Yes to proceed.

Editing calibration offset values may
change programmed positions.

(G)ﬁ Are you sure you want to proceed?

R, r.ml

o | | o |
._| I.
e )
7. Tap on the axis where the value is to be Lot
modified. [AII E= T T X
« Enter the new value with the help of @) 3 _
the keypad. s[5 [«
1|23 |
0 |+
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Calibrating the robot and the additional axes
Manual setting of the calibration values

Action Info/lllustration

8. Confirm the value by tapping OK. = i
IAlli“'"' Syt 0131 | X

¢ Callration - 5TN1 - Callh, Parsmeters

Edit Motor Calibration Offset

Mechanical unit: SINL
Kt sk from 62001 45 6.0 ared tags (K, 7lels |e
A | Ottt vk | Vald

(8 mitcl 1.234567 Yos 4156 |

9. The system awaits a response: gt
* Tap Yes to restart.

B New calibration offset values have been
pos saved in the system parameters. To reflect
(9) mitel these values you must restart the
controlier.

Do you want to restart the controller now?
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Calibrating the robot and the additional axes

Recalibrating the axes

2.3 Recalibrating the axes

This measure is necessary when the external axes lack calibration values or you
wish to recalibrate the axes.

H This procedure should not be used if calibration values already exist for the axis in ques-
tion.

You should be aware that the programmed positions can change depending on
whether the new calibrated position differs from the previous position.
The chapter describes the procedure for the positioner, not for the robot. (Specialist
know-how, which is not described here, and equipment are required to calibrate the
robot's axes.)
Calibration of the external axes is performed in different ways depending on the
type of positioner in question.

2.3.1 Positioners of the types A, L and MTC

Action Info/lllustration
1. Move the positioner's axes (axis) to respective zero positions (synchronization mar-
king).
» Be precise when adjusting the position of the axis so that it lies in the centre of
marking.

The marking is made up of a machined groove or a machined notch on the gearbox
respective faceplates.

2. Tap ABB, to open the service window. C— i
|ABB " I J
@) '
/
i (D)

3. Tap Calibration.

(3) a Irguts ard Outputs %I\ Backup and Roestore

¥
=5 Jogging

8= Production window &7 control Panel

P Program Data * Event Log
W Program Editor 8 Lodk Screen
3'-} RobolWare Arc -\Q Operator Window
QL system Info
Logout L‘j Restart
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Calibrating the robot and the additional axes

Action

Tap on the mechanical unit to be calibra-
ted.

When the unit concerned is not visible in
the window, use the scroll bar arrows, in
the lower part of the window.

Positioners of the types A, L and MTC

Info/lllustration

lABli““" eanda | X]
o Callr ation

In order to use the system all machanical units must be calibrated

Seect. the mecharical i you want (o calieate.
Maecharical it T stanm T

o6 3 Calibratod

(4)

. I
= ||_ e

(D]

PRl
IA_lli_"'_“_ e 1X]
o

6. Tap Fine Calibration. o o

5. Tap Calibration Parameters.

Closa:

[, [z (65 ]

7. The system awaits a response: i
|ABB[" s l

« Tap Yes to proceed.

£ Collbr ation - STN1

E A\ Fine Calibration

Rev. Cex) = Use external equipment to put the robat in
| the calibration position, see manual for
a detailed information. Changing calibration

may change
[positions.

(7) |calib.

Are you sure you want to proceed?

8. Select one or more axes, to be recalibra- e
ted. g et 3 X]

on
Mechanical unit: STNL

®)

Ta callwate, seloct ans and top Calbwate.
A

 stati e boll]

Sabect All

Cloar All

i

| e |7 o

PRl
r r
(ABB|™  EoRas 1]

9. Tap Calibrate.

&7 Calltratien - 5IN1 - € ks P et

Firwe Calibration
“echanical unit: 5TML

T callrate, weinct s and L Coltate.

Ay, | satm
@ oy ==

Caliteated

©)

Sabect Al Clear All Callbrate Closa
iy | 7 Cakbnn_ |
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Calibrating the robot and the additional axes

Positioners of the types A, L and MTC

Action

10. The system awaits a response:

» Tap Calibrate, to confirm
recalibration.

11. Tap Close.

Info/lllustration

Gusard Stop
Stopped {3 of 5)

=101 )

Fine Calibration
Calibration for the selected axes will be
changed. This operation cannot be Liniely
(10) undone.
Tap Calibrate to continue, Cancel to leave
parameters unchanged.
Calibrate | | Cancel |
T Solect T T Al RS
[ Joeme E:3)
=k
Manual Griard Stop
I A"l Stopped (% of 5) X
7 Callratiom - TN - Calls. Parsmmrtirs
Fine Calibration
Machanical undt: STm1
T calwate, select anes and tap Caltwate,
(11) 0 e Calibeated

12
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Definition of the tool data (tload)
Definition of the tool data (tload)

3 Definition of the tool data (tload)

3.1 Definition of the tool data (tload)

These are the movement related data that should be defined first. All movement is
dependent on this definition.

When using the Collision Detection functionality it is most important to have the right tool
load in your tool data.

Recommended data components for the tool:

robhold true

tframe 5-point TCP&Z is normally used with weaving
during MIG/MAG welding.

Without weaving 4-point TCP is sufficient.
TCP is defined according to User’s Guide BW
0S 4.0

tload Values for the supplied standard welding guns
and guns with a swan neck.

3.1.1 Welding gun with swan neck:

Welding gun type Swan neck Weight /kg Xmm Ymm Zmm
ESAB PSF 315R 22 grader 3,3 -60 0 57
ESAB PSF 500R 22 grader 3,3 -60 0 57
Dinse PKI 500 22 grader 3,3 -35 0 90
Binzel WH 455 22 grader 3,3 -35 0 55
Dinse PP Alu. 22 grader 4,4 -20 0 120

The five standard welding gun types above are predefined with the right tload in the
module Tooldata.sys.

» Always use one of these tools when you are using a standard welding gun.

 Duplicate and change the name of the tool data if you want to make your own
tool.

* If you use a non-standard welding gun it is necessary to run the load_identify
service routine.

3HEA 801233-001 Rev.- 2005-08 13



Definition of the tool data (tload)

Setup welding gun without BullsEye®

3.2 Setup welding gun without BullsEye®

The position of the robot and its movements are always related to its tool coordinate
system, i.e. the TCP and tool orientation. To get the best performance, it is important
to define the tool coordinate system as correctly as possible.

For more information, see the User’s guide, Chapter "7 Defining Tools"

14 3HEA 801233-001 Rev.- 2005-08



Speed data for external axes

4 Speed data for external axes

Use the following max. speed data for IRBP-axis:

IRBP-positioner

MTC 250 180 degreels
MTC 750 150 degreels
MTC 2000 90 degree/s
MTC 5000 39 degree/s
MIC 1.1 90 degreels
MIC 1.2 90 degreels
MIC 2.1 90 degree/s
MIC 2.2 90 degreels

3HEA 801233-001 Rev.- 2005-08
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Speed data for external axes
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Drivers

5 Drivers

Safe position

General Before start using the station for production you should run the following setups.

5.1 Safe position

This should be a position where the robot is free from the IRBP positioner working

area.

The first time that you start the program execution you will be asked to setup the

safe position for the robots.

Action
1. Start

2. Tap OK.

First, the Robot Safe Position is teached.
The driver requires this position to safely
perform a station interchange.

3. Move the robot to a safe position for
positioners work area.

e Tap Start.

Info/lllustration

el EIE AAK

| IRBP_Drivers{SELAX-L-0000041)  Stopped (4 of 4) (Speed 100%)

Event Log

Operator Window |

B Production Window

T_ROB1

1_ROB2

T_POS1

T_MAIN

< <No program: In T_RORL/ GoSatelsr] SatSatePos

TPWrite "3. Restart program.";
TPReadFK nAnswer /", nn e ww e
Stop\NoRegain;

TPErase;

'! jog to safe position
jsafe:=CJointT () ;

! initiate defined safepos
HomeJointSafeDef HomeJointIndex,jSafe
biafeMutex :=FALSE;

ENDPROC

PROC SetParkPos(
num HemeJointIndes)

Load

ram... Main

Move PP to =

Debug

4. To update the safe position or if you want to do it manually you can move PP to the
procedure SetSafePos. Use “Move PP to routine” in “Debug”-menu

3HEA 801233-001 Rev.- 2005-08
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Drivers

Safe position

Action Info/lllustration
W8P _Drivers =EE B8P _orivers
LA"I :;:u:}mrqﬁmx-l-wn m"; of 4) [ﬁmglfn!]“l x_] I :.:l':n'l‘ﬂwr-!ﬂ"ﬂ L-D000041) :nl:::t: ol 4) t%—gﬁﬂ)
<o programs in T_ROU1/gMain/ main T Move PP 1 Routine
Tasks and Programs W | Modubes - Routines -/ [

7 PROC main () Sirvn B0 b bake ||| Micem B9 b o, Selected routine: SelSalePosl

: Move PP to Rou, || Move Carsor to. Sehect 3 routine from the ist.

' ENDFROC Mar | Type | Module 11 1o 16 of 16

:2|ENDMODULE Mook Progstn2 Procedure ModuleR152
RecoveryMenu Procedure awBase

Procedurs
VIL_OnPowerOn Procedure VIL_LOAD
VR_OnReStart Procedure VR_LOAD
VIL_OnStart Procedure VIL_LOAD
-
- Debug :::sldlt‘l‘;n E‘m ©:s el
W & r R E:3)
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Drivers

5.2 IRBP positioner Interchange calibration

5.2.1 IRBP positioner with mechanical stops

IRBP positioner Interchange calibration

If your IRBP positioner is of type B, C, D, K or R and has mechanical stop.
In order to get the right torque against the stop you must calibrate the positions for

side 1 and side 2.

The first time that you start production you will be asked to do an interchange cali-

bration.

Action

1. Tap “F1” to start production.

2. Press “OP-Ready” on your Operator
Panel

3. Tap OK to start the calibration

4. Warn user before indexing positioner.
The station interchange might now
move.

Make sure that you keep your safety dis-
tance.

e Tap OK to continue.

Info/lllustration

Event Log

Operator Window

Please tap a button to continue program execy sthon.

[ n

Event Log

Operator Window

Please tap a button to continue program execution.,

Operator Window

Operator Window

3HEA 801233-001 Rev.- 2005-08
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Drivers

IRBP positioner with mechanical stops

Action

5. Tap OK

Move the robot to a safe position for the
calibration.

¢ Press Start.

6. The interchange calibration is finished.
e Tap OK.

Info/lllustration

Event Log Operator Window

Plisaser Lap  button b contime program execution,

| oK

| Event Log Operator Window

Plaace tap 3 button to continus program axecution.

OK

20
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Drivers

5.3 IRBP positioner without mechanical stops

IRBP positioner of type C-index.

IRBP positioner without mechanical stops

In order to get the right position you must calibrate the position for side one.

The first time that you start production you will be asked to do an interchange cali-

bration.

Action

1. Tap F1 to start production.

2. Press OP-Ready on your operator
panel.

3. Tap OK to start the calibration.

4. Warn user before indexing positioner.
The station interchange might now
move.

Make sure that you keep your safety dis-
tance.

e Tap OK to continue.

Info/lllustration

| Event Log Operator Window
Please tap a bubton to continuse program execution.

| F1

| Event Log Operator Window
Please tap a button to continue program execution.

| F1

| Event Log Operator Window

| Cancel 0K

| Event Log Opaerator Window
Please tap & bubton ke continue progeam execution,

0K

3HEA 801233-001 Rev.- 2005-08
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Drivers

IRBP positioner without mechanical stops

Action Info/lllustration

Tap OK.

Move the robot to a safe position for the
calibration.

¢ Press Start.

The interchange calibration is finished.
* Tap OK.

Event Log Operator Windew

Plaacs tap 3 button to continue program axecy sticn.

Event Log Oparator Window

22
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Drivers
Working positions

5.4 Working positions

These positions will speed up and simplify your process.
You will be guided through a setup of load position, process position and service
position for each one of your mechanical units.

5.4.1 Load position

A load position is the position the side towards the operator will be in after the
interchange. Program it in a good position for the operator to load/unload parts.

Action Info/lllustration

1. To update the service position or if you want to do it manually you can move the PP
to the procedure SetLoadPosStnX.

| 1REP _Drivers. =IoEd| | B8P _Detvers e
[5.\“ ==l :;:‘;mn(sm\x-t-wwn m‘)&ﬂ 1) :Spe;ggm‘;;“] X_] [i“‘==l ::‘::n':m"(m“ L-D000041) :‘:;::;:ﬂ 1 (Mmlslﬂf]““m
<o program> i T_POS1/ gMain/ main T Move PP to Routine
Tasks and Programs | Modules -/ Routines -
PROC main () e o | Py Selected routine: SetloadPosStnl
MainLoop; P | ——— Selact 3 routine from the list. ‘
ENDFROC Nasme Mandube 22 to 37 of 32
1o |ENDMODULE (o fon MoveProcPosStn2 Trbp1Pre
ProgStni ModuleP151
ProgStn2 ModuleP152
Recove ryMenu awllase
SetLoadPosStnl Procedure IrbpiPrc
SetLoadPosstng Procedurs Irbp1Prc
oK Cancel

5.4.2 Process position

A process position is the position the side towards the robot will be in after the
interchange. Program it to be in a good starting position for the first weld to reduce
cycle time.

Action Info/lllustration

1. To update the service position or if you want to do it manually you can move the PP
to the procedure SetProcPosStnX.

[1REP_Deteers =IoE| | =88 privers BE=]
[:'u:a] s oomon) oot oo B X LY 1 W 3
<No program> in T_POS1/ gMain/ main ¥ Move PP to Routine
Tasks and Programs ¥ Modules - Routines -
PROC main () e | ey Selected routine: SetProcPosSind
e e Select a routine from the list,
ENDPROC Name | Type | Meotdube #3to 28 of 32
1o |ENDMODULE L ] Progstnl Procedure ModuleP151
Progstn2 Procedure ModuleP152
RecoveryMenu Procedure awBase
SatLoadPosstnl Procedure Irbp1Prc
SetLoadPosStn2 Procedure Irbp1Pre
SetProcPosStnl
m]nd:mdlon S Em T e [T Declarations o =
v & v (&3]
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Drivers

Process position

24
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Identification of load data for positioners IRBP
Load Identification for IRBP L /C

6 ldentification of load data for positioners IRBP

Since the data of the different loads that can be mounted on the external positioner
can be quite difficult to compute, there is a load identification procedure which com-
putes the necessary load data by moving the positioner. Here we will describe which
parameters are identified with the load identificationL.

If you run the load identification for the first time on a specific type of positioner, it is rec-
ommended that you first run the procedure in slow test mode to prevent any collisions.

6.1 Load Identification for IRBP L /C

A simplified view of positioner IRBP L is shown in Figure 2.
Load identification can be performed in any position for this positioner.

“)_% axis 1

Figure 2. Simplified view of positioner IRBP_L.

R

=

axis 1

Figure 3. Simplified view of positioner IRBP_C.
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Identification of load data for positioners IRBP

Parameters and movements

6.1.1 Parameters and movements

Parameters

Movements

The parameters that are identified are: centre of gravity in a plane perpendicular to
the axis, and moments of inertia around the axis, see Figure 4.

Note that the mass of the load must be known in advance. The mass data is entered when
performing the load identification.

Together with the identified parameters, a measurement accuracy is also given, indi-
cating how successful the identification was.

Al
\

Figure 4. The parameters that can be identified on an IRBP L positioner.

To perform the identification the positioner moves the load and computes the
parameters.

The movements for the axis are performed around two configuration points as
described in Figure 5. At each configuration, the maximum motion for the axis is
approximately 30 degrees up and 30 degrees down. The optimum value for the Con-
figuration angle is 90 degrees.

Confluration 2

e /

3

- Conflgnration angle
Configuration 1 {siart position) E "

Figure 5. Motion interval for the axis.
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6.2 Load Identification for IRBP K

A simplified view of positioner IRBP K is shown in Figure 6. Load identification is
allowed on axes 2 and 3 for this positioner.

Load identification can only be performed when axis 1 is in one of its end positions.
This is checked by the load identification procedure.

IRBP_K

+ axis |
Figure 6. Simplified view of positioner IRBP K.

The identified parameters and movements for each axis are the same as for the IRBP
L positioner. See ““Parameters and movements™ on page 26.
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6.3 Load Identification for IRBP R

A simplified view of the IRBP R positioner is shown in Figure 7. The parameters
that are identified are: centre of gravity in a plane perpendicular to the axis, and three
moments of inertia at the centre of gravity. Note that both the mass of the load and
the distance z to the centre of gravity must be known in advance.

These data are entered when performing the load identification.

Figure 7. Simplified view of positioner IRBP R.

One part of the identification movements for one axis are the same as for the IRBP
L positioner. To find the extra moments of inertia we also move the interchange axis
with the load to two different positions.

The movements for the interchange axis are the movements described in Figure 7.
but only at one configuration point. It is important to remember that the identifica-
tion on one axis will be correct only if there is no load mounted on the other axis.
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6.4 Load Identification for IRBP A, B and D

A simplified view of positioner IRBP A/ B/ D is shown in Figure 8. When the iden-
tification is performed, the positioner must be positioned so that the z-axis is hori-
zontal.

This is checked by the load identification procedure. If axis 1 is too far from this

position the load identification procedure will suggest which angle it should be
moved to.

[x Iy

=t

Lz

{ ':p' i

Figure 8. Simplified view of positioner IRBP A.

The parameters that are identified are: centre of gravity and three moments of inertia
at the centre of gravity, see Figure 8.

The mass of the load must be known in advance and it is entered when performing the load
indentification.

The motion for each axis is, in principal, the same as for the IRBP L positioner, see
Figure 5. However, axis 1 only performs its movements around one configuration
point.

3HEA 801233-001 Rev.- 2005-08 29



Identification of load data for positioners IRBP

Load ldentification for IRBP A, B and D
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7 MechUnitLoad Defines a payload for a mechanical unit

Example

MechUnitLoad is used to define a payload for an external mechanical unit. (The
payload for the robot is defined with instruction GripLoad)

When using the drivers MechUnitLoad is built in.

This instruction should be used for all mechanical units with dynamic model in
servo to achieve the best motion performance.

The MechUnitLoad instruction should always be executed after execution of the
instruction ActUnit.

The axis closest to the payload should be selected in the MechUnitLoad instruction.
When execution of ActUnit INTERCH should one MechUnitLoad for both axis 2
and axis 3 be executed.

IRBP_L

Figure 9. A mechanical unit named IRBP_L of type IRBP L.

ActUnit STN1;
MechUnitLoad STN1, 1, loadO;

Activate mechanical unit STN1 and define the payload loadO corresponding to no
load (at all) mounted on axis 1.

ActUnit STN1;
MechUnitLoad STN1, 1, fixturel;

Activate mechanical unit STN1 and define the payload fixturel corresponding to
fixture fixturel mounted on axis 1.

ActUnit STN1;
MechUnitLoad STN1, 1, workpiecel;

Activate mechanical unit STN1 and define the payload workpiecel corresponding
to fixture and work piece named workpiecel mounted on axis 1.
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Arguments

7.1 Arguments

MechUnitLoad MechUnit AxisNo Load

MechUnit (Mechanical Unit) Data type: mecunit
The name of the mechanical unit.

AxisNo (Axis Number) Data type: num
The axis number, within the mechanical unit, that holds the load.

Load Data type: loaddata
The load data that describes the current payload to be defined.

7.2 Program execution

After execution of MechUnitLoad, when the robot and external axes have come to
a standstill, the specified load is defined for the specified mechanical unit and axis.
This means that the payload is controlled and monitored by the control system.
The default payload at cold start-up, for a certain mechanical unit type, is the pre-
defined maximal payload for this mechanical unit type.

When some other payload is used, the actual payload for the mechanical unit and

axis should be redefined with this instruction. This should always be done after
activation of the mechanical unit.

Fixture

‘X

End-effector coordinate system
for the mechanical unit

Z

Work piece

\ The centre of gravity for the payload (fixture + work piece)
Yy Mechanical unit

Figure 10. Payload mounted on the end-effector of a mechanical unit.
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Limitations

Example

[RBP_K

% axis 2

—E axis |

Figure 11. A mechanical unit named IRBP_K of type IRBP K with three axes.

MoveL homesidel, v1000, fine, gunl;

ActUnit INTERCH;
The whole mechanical unit INTERCH_K is activated.

MechUnitLoad INTERCH, 2, workpiecel,;
Defines payload workpiecel on the mechanical unit INTERCH axis 2.

MechUnitLoad INTERCH, 3, workpiece2;
Defines payload workpiece2 on the mechanical unit INTERCH axis 3.

MoveL homeside2, v1000, fine, gunl

The axes of the mechanical unit INTERCH move to the switch position homeside2
with mounted payload on both axes 2 and 3.

7.3 Limitations

The movement instruction previous to this instruction should be terminated with a

stop point in order to make a restart in this instruction possible following a power
failure.

7.4 Syntax

MechUnitLoad
[MechUnit’:=] < variable (VAR) of mecunit>’,
[AxisNo “:="] <expression (IN) of num *,’
[ Load’:="] < persistent (PERS) of loaddata >’;’
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Related information

7.5 Related information

Identification of payload for external
mechanical units

Mechanical units
Definition of load data Data

Definition of payload for the robot

Described in:

LoadID&CollDetect
» Program muloadid.prg

Data Types- mecunit
Types - loaddata

Instructions - GripLoad
Data Types - tooldata
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