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TECH N I C A L DATA S H EE T

Type KESPS
Liquid resistant flexible metallic conduit

KESPS galvanized steel 
interlocked flexible conduit with 
PVC waterproof jacket

Certifications / Standards:

Features & benefits:
•	 Liquid resistant covered steel
•	 UV resistant
•	 Medium flexability
•	 Self-extinguishing PVC

Temperature range:
•	 Static applications: -20oC to +80oC 

Material / Materials / Finishes:
•	 Galvanised Steel
•	 Self extinguishing PVC

Conforms to:
•	 CE marked to Low Voltage Directive 2014/35/EU

Degree of mechanical protection:
•	 Medium flexibility & medium fatigue life

Ingress protection:
•	 Upto IP66 (Fitting dependant)

Applications
•	 CCTV
•	 PAGA Systems
•	 Lighting
•	 Construction - Cable Protection
•	 Machine Tools

— 
Mechanical properties

Conduit size Dimensions (mm) Reel Length

Part No. US Trade Size Metric Outside Dia. (A) Inside Dia. (B) Bend radi (C) (ft)

KESPS0430 1/2" 20 21.1 16.1 93 100

KESPS0530 3/4" 25 26.0 21.1 118 100

KESPS0630 1" 32 33.1 26.8 175 100

KESPS0715 1 1/4" 40 41.8 35.4 213 50

KESPS0815 1 1/2" 50 47.7 40.3 239 50

KESPS0908 2" 63 59.9 51.6 293 25
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Type KESP Conduit – Part numbers and dimensions 

Test type Standard Requirement Status

Tensile strength IEC61386-1 Tensile Hold 500N
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We reserve the right to make technical changes or modify 
the contents of this document without prior notice. With  
regard to purchase orders, the agreed  particulars shall pre-
vail. ABB Cable Management Products Ltd. does  not accept 
any responsibility whatsoever for potential errors or possi-
ble lack of information in this document.

We reserve all rights in this document  
and in the subject matter and illustrations contained therein. 
Any reproduction, disclosure to third parties or utilisation of 
its contents – in whole or in parts – is forbidden without prior 
written consent of ABB Cable Management Products Ltd. 
Copyright© 2023 ABB.  All rights reserved
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