OT3200-4000
Installation instruction

1. **Handle: OHB274J12**
   - 1.2 Nm
   - 11 lb.in

2. **OT3200-4000E01-04**
   - OXP_

3. **OT3200-4000E11-22**
   - OXP_.SS

- **M8 5/16**
- **TORX T40**
  - 4 Nm
  - 35 lb.in
Type for package of 6 barriers is OTB4000/6.

Barriers CXBY69470 or shrouds must be used on all types at upper side.
9 OEA28

1. 0.4 Nm
   3.5 lb.in

2. 1...8 pcs
   OA1G10 (NO)
   OA3G01 (NC)

3. CLICK!

4. 0.4 Nm
   3.5 lb.in

5. KA00075

6. Main
   NO
   NC

0 1 0 0 Test 0

Note: Use protection against direct contact.
For example:

OTV3200EK

1. 1.2 Nm
   11 lb.in

2. Tx20
   1.2 Nm
   11 lb.in

3. Ø5...Ø10 mm

4. 274 10.79
   90 3.54
   106 4.18
   15 0.59

5. Ø5...Ø10 mm

6. Note: Use protection against direct contact.
   For example:
Control wiring

OTZT4

1. The cable is not included in the delivery

2. Flat connection 6.3-0.8 (DIN46244)

3. 4 Nm 35 lb.in Torx 20

4. Ø8 mm 0.32 in

5. Handle: OHB274J12

NOTE:

- min. 92 mm 0.4 in
Main contact
Test contact (NO)
Test indication contact (NO)
Test contact (NC)
Test indication contact (NC)

NO: OA1G10
NC: OA3G01

Early operation test contact
Test indication contact

0 1 0 0
Main contact
Test contact (NO)
Test indication contact (NO)
Test contact (NC)
Test indication contact (NC)

Remove

10°

4 Nm 35 lb.in
For more information please contact:

ABB Oy, Protection and Connection
P.O. Box 622, FI-65101 Vaasa, Finland
new.abb.com/low-voltage

Power and productivity for a better world™