Bushing Data:
- Rated Voltage: 52 kV
- Phase to Ground Voltage: 52 kV
- Dry lightning impulse 1.2/50μs: 250 kV
- Wet power frequency AC: 105 kV
- Routine test in dry 50Hz: 120 kV
- Rated Current: 1250 A
- Creepage Distance: 1500±50 mm
- Creepage Distance Protected: 580 mm
- Mass: 31 kg

Ordering Data:

BUSHING
- LF123017-H: BROWN
- LF123017-L: LIGHT GREY
- LF123017-HK: BROWN Horizontal 45°-90°
- LF123017-HL: LIGHT GREY Horizontal 45°-90°

OUTER TERMINAL
- Material: Cu
- Outer diameter: Ø 50.125
- Length: 126.1 or 147.2
- Material: Cu
- Length: N/A for All 2

INNER TERMINAL FOR STRANDED CABLE
- For bonding: Conducting area: Ø 29 mm
- Length: LF170 002-B: up to 285 mm
- Length: LF170 001-B: Undrilled with pilot hole Ø 5
- Length: LF170 052-A: for All 1: Cu
- Length: N/A for All 2

1) M12 (For Earthing)
2) Ø 4 Oil connection hole (only valid for horizontal mounting)

ABB
No. 2751369-115
Date of Issue 2013-03-04
Drawing No. 06B-1250-0
Sheet 12 of 12

ABB
Technology Ltd.

Without Oil Level Gauge Std End Shield