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TYPE APPROVAL CERTIFICATE 
Certificate No: 
TAE000027E 
Revision No: 
1 
 

 
 
This is to certify: 
That the Frequency Converter 
 
with type designation(s) 
HES880-104-xxxxA-5, HES880-HLCL-xxxxA-5, HES880-HDCL-xxxxA-5 
 
Issued to 

ABB Sp. z o. o.  
Aleksandrów Łódzki, Łódzkie, Poland 
 
is found to comply with 

DNV rules for classification – Ships, offshore units, and high speed and light craft 
 
 
Application : 
Products approved by this certificate are accepted for installation on all vessels classed by DNV. 
 
 

 
 

      
 
Issued at Høvik  on 2023-05-10  
 

 
This Certificate is valid until 2027-10-17.  

DNV local station: Katowice CMC 
 
Approval Engineer: Nicolay Horn 

for DNV  

     

Frederik Tore Elter  

Head of Section  
 

 

 
This Certificate is subject to terms and conditions overleaf. Any significant change in design or construction may render this Certificate invalid.  
The validity date relates to the Type Approval Certificate and not to the approval of equipment/systems installed.  
   
LEGAL DISCLAIMER: Unless otherwise stated in the applicable contract with the holder of this document, or following from mandatory law, the liability of DNV AS, its 
parent companies and their subsidiaries as well as their officers, directors and employees (“DNV”) arising from or in connection with the services rendered for the 
purpose of the issuance of this document or reliance thereon, whether in contract or in tort (including negligence), shall be limited to direct losses and under any 
circumstance be limited to 300,000 USD.  
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Product description 
The HES880 product family consists of 3 power modules (-104), 2 LCL filter modules (-HLCL) and 2 DC Choke modules 
(-HDCL). Each power module can be used in three different operation modes depending on what firmware have been 
installed: inverter, line converter and DC/DC converter. 
 

HES880-104- 
Inverter (INU) Line converter (ISU) DC/DC converter 

0352A-5 0602A-5 0902A-5 0352A-5 0602A-5 0902A-5 0352A-5 0602A-5 0902A-5 
Power 
(Continous/ 
Peak kVA) 

303 
/303 

520 / 
520 

779 / 
779 

227 / 
303   

433 / 
520 

589 / 
779  

248 / 
332 kW 

466 / 
518 kW 

700 / 
776 kW 

Nominal full 
load current 
(Continous/ 
Peak Aac)* 

350/350 600/600 900/900 262/ 
350 

500/ 
600 

680/ 
900 

360/ 
483 

675/ 
750 

1014/ 
1125 

AC Voltage 
Range 

500 V - 

Voltage 
tolerance 

Steady state ±10%, transient 
state ±20% 

Steady state ±10%, transient 
state ±20% 

- 

Nominal DC 
Voltage 

730 V 

Nominal 
Frequency 

- 50/60 Hz DC 

Frequency 
tolerance 

- 
Steady state ±5%, transient 

state ±10% 
- 

Ambient 
Operational 
Temperature 
Range 

-40 … +85 OC 

Humidity 0-100%, condensation 
Ingress 
Protection 

IP67 

 
*The values in the table are the nominal rating at ambient temperature up to 45°C. For higher ambient temperature see 
de-rate tables from ABB. 
 
Note 1: HES880-104- modules are sold as Line converter packages with HES880-HLCL- filters, using type/sales code 
HES880-204-xxx, which includes both the module and the filter. 

Note 2: HES880-104- modules are sold as DC/DC converter packages with HES880-HDCL- filters, using type/sales 
code HES880-1604-xxx, which includes both the module and the filter. 
 
Application/Limitation 
Temperature class: D  
Humidity class:  A (for HDCL) and B (for 104 and HLCL)  
Vibration class:  A  
Enclosure class:  B 
EMC class:  IEC 61800-3. To be used on EMC class A locations (see below). 

Converters with conducted and radiated emission above the DNV required limits can be installed in 
"Special distribution zone" and "general power distribution zone", in accordance with IEC 60533 provided 
measures are taken to attenuate these effects on the distribution system, so the safe operation is 
assured. 

Product certification: 
Frequency converters larger than 100kW serving important or essential equipment are subjected for additional case by 
case-based product certification. Documentation to be submitted for product certification shall be according DNV ship 
rules Pt.4 Ch.8 Sec.1, Table 2 or DNV offshore standard D201, including reference to this type approval certificate and 
confirmation that the correct marine options and power ratings are used. 

Warning signboard for HES880-104 and HES880-HLCL: Disconnect the frequency converter supply and wait at least 6 
minutes before working on the unit. 
 
Type Approval documentation 
Documents and test reports listed in approval letter with ref. M-CA-CT/NHORN/262.1-025812-J-54 dated 2022/10/12 
Documents and test reports listed in approval letter with ref. MCANO381/PONT/262.1-025812-J-25 dated 2017/10/17 
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Tests carried out 
According to DNV Rules Pt.4 Ch.8 Sec.7, Table 5 and Short circuit test in accordance with Table 4 task no. 10. 
Environmental test in accordance with DNV-CG-0339 / IEC 61800-3.  
 
Marking of product 
In accordance with nameplate document uploaded as Tech Docs in NCert A1115931 including ABB sp. – Type 
designation – Coolant Requirement - Output – Input – IP degree 

Warning signboard for HES880-104 and HES880-HLCL: Disconnect the frequency converter supply and wait at least 6 
minutes before working on the unit. 
 
Periodical assessment 
The scope of the periodical assessment is to verify that the conditions stipulated for the Type approval are complied with 
and that no alterations are made to the product design or choice of materials.  

The main elements of the assessment are:  
 Inspection on factory samples, selected at random from the production line (where practicable)  
 Results from Routine Tests (RT) checked (if not available tests according to RT to be carried out)  
 Review of type approval documentation  
 Review of possible change in design, materials and performance  
 Ensuring traceability between manufacturer’s product type marking and Type Approval Certificate.  

 
Periodical assessment is to be performed after 2 years and after 3.5 years. A renewal assessment will be performed at 
renewal of the certificate.  
 
 
END OF CERTIFICATE 
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