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The function of the circuit breaker panel remains 
the same and is not impacted. The ABBHEM2 
securely and safely transmits real-time 
consumption information to the cloud via Ethernet 
connection (preferred) or customer WiFi. 

Data and system controls can be accessed via the 
ReliaHome™ Smart Panel mobile app. The ABB  
app gives customers insights into their energy 
consumption and as well as providing the user with 
the ability to monitor and prioritize their energy 
use remotely. 

This product is designed to be used as an Energy 
Management System with overload control. It can 
perform either of the following functions, or both:

Panel Guard: Limits the current on a busbar or 
conductor and reduces the need for upsized load 
centers and other equipment when adding new 
loads such as electric vehicle charging equipment.

Off-Grid Manager: Limits the demand on an energy 
storage system (battery) or a generator and sheds 
loads as the state of charge of a battery decreases, 
thus increasing the number of loads a battery of a 
certain size can be connected to and extending 
battery run time. 

Unless otherwise noted, each installation step in 
this document is required for both Panel Guard  
and Off-Grid Manager. Installation steps only 
required for one function or the other will include 
specific instructions on how to omit that step when 
not required for your application. If you are using 
the product for both applications simultaneously, 
complete all steps as instructed.

Note: The ABB Smart Panel will not 
function as designed until it is fully 
commissioned. It is the responsibility of 
the installer to perform both the 
physical installation and the online 
setup/commissioning process. Refer to 
pg. 23 to begin the setup process. All 
qualified persons installing this product 
must complete the Certified Installer 
Training prior to installation. Scan below 
to register for training. Only Certified 
Installers can access and change current 
limiting settings.

— 
Training

Need help? 
For installation assistance please 
contact Smart Panel Support at  
+1-888-421-0616, Monday-Friday  
9AM to 6PM EST or email  
support@reliahome.abb.com.  
Carefully read all instructions and 
become familiar with the devices 
 before trying to install, operate,  
service, or maintain this product. 

—
Introduction

Welcome and congratulations on your purchase of the ABB ReliaHome™ Smart Panel.  
The ABB ReliaHome™ Smart Panel (ABBHEM2) is a standalone product that extends the 
capability of an existing circuit breaker panel (or “electrical panel”) by providing 
measurement and remote control of up to twelve single-pole circuits or six dual-pole 
circuits in a home or building.
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—
Warnings

Danger: hazardous voltages present 
during installation and servicing that,  
if not avoided, could result in death  
or serious injury. Precautions and 
qualifications required. Refer to the 
following page.

Peligro: voltajes peligrosos presentes 
durante la instalación y el mantenimiento 
que, si no se evitan, podrían provocar la 
muerte o lesiones graves. Precauciones 
y calificaciones requeridas. Consulte la 
página siguiente.

Danger : tensions dangereuses 
présentes lors de l’installation et de 
l’entretien qui, si elles ne sont pas 
évitées, pourraient entraîner la mort  
ou des blessures graves. Précautions et 
qualifications requises. Reportez-vous  
à la page suivante.

WA R N I N G S
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—
Read before use

The ABBHEM2 is compatible with both flush-
mounted (i.e., set within drywall) existing electrical 
panels and surface-mounted electrical panels.

Please determine which electrical panel type the 
ABBHEM2 will be connecting to and follow the 
corresponding installation steps outlined in  
this manual.

Devices with ABBHEM2 and ABBHEM1TPUK model 
numbers must be installed indoors. Please review 
the product’s technical ratings and specifications 
(pg. 35) to confirm it is suitable for your application 
prior to installation. 

persons, according to local and national  
electrical codes

•	 Certified Installer training is required  
for installation and servicing. The installation  
cannot be completed without Certified  
Installer credentials

•	 Review entire manual before starting the 
installation or servicing

•	 Personal protective equipment should be worn 
when installing or servicing the product 

•	 Do not install or operate the ABBHEM2 other  
than intended or outside the conditions specified 
on pg. 7

•	 Do not open, attempt to access, or touch any 
internal product parts — dangerous voltages 
would be exposed even if main service feed  
is disconnected

•	 Do not use the product if it is damaged or 
appears to be damaged 

•	 Use only the wires and cables supplied with  
the product 

•	 Power relays are evaluated for 100,000 cycles at a 
1.5 HP inductive load (e.g., motors) — larger loads 
of this type may result in premature relay failure

•	 The product warranty does not cover damage 
due to lightning. ABB recommends the 
installation of a whole-house surge protector to 
prevent product damage due to lightning strike

•	 ABB offers (2) whole-house surge protectors, 
THQLSURGE2 and THOMESURGE. These can be 
purchased through online or in store from the 
largest DIY retail stores. 

Note: The ABBHEM2 Circuit Label & CT 
Table (provided with the smart panel) 
must be completed for setup and 
delivered to the home/building owner 
upon the successful installation of the 
smart panel. 

Warnings
ABBHEM2 installation and servicing 
involves dangerous voltages that can 
cause injury or death. In addition to 
specific instructions accompanied by 
the symbol throughout this booklet and 
product labeling, observe the following 
safety precautions:
•	 Installation and servicing must be 

conducted by a Lumin or ABB qualified 
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•	 The ABBHEM2 should be mounted so that the 
connected electrical panel is within reach of the 
ABBHEM2's flexible conduit nipple. Depending on 
orientation, the nipple extends between 7" and 
17” beyond the edge of the ABBHEM2 enclosure. 
Ensure that the load center has adequate wiring 
space for ABBHEM2 conductors and connections. 
Suitable junction boxes and conduit may be used 
to route and/or extend ABBHEM2 conductors if 
needed. For voltage drop calculations, assume 
ABBHEM2 conductors add 15 one-way-feet to  
the circuit.  

•	 An ABBHEM2 requires an always-on internet 
connection, either via Ethernet (preferred if 
available) or 2.4 GHz WiFi. Make sure your  
router is configured with 2.4 GHz enabled.  
The smart panel is only able to connect to 
 2.4GHz WiFi networks. 

•	 Do not control the circuit(s) that power the 
internet modem and router. Control of the 
ABBHEM2 will not be possible if this equipment is 
switched off in an off-grid or overload situation.  

•	 The Panel Guard overload control functionality 
will be most effective when used to shed heavy 
(greater than 15 A) two-pole loads, especially 
thermostatic loads like water heating as well as 
battery charging loads such as electric vehicle 
charging equipment. More information about 
circuit selection is provided in the required 
Certified Installer Training.  

•	 The ABBHEM2 does not replace the need for 
standard circuit breakers. The ABB smart panel 
does not provide overcurrent protection, ground 
fault protection, arc fault detection, or other 
safety functionality of circuit breakers.  

•	 The ABBHEM2 uses current transformers  
(CTs) to measure overall power flows.  
Correct placement of these CTs is crucial. 
See pg. 18. 

•	 Panel Guard only: Selecting the correct maximum 
current setting and controlled loads is very 
important. This procedure is detailed in the 
Certified Installer training. The training material 
can be reviewed at any time after completing the 
training. 
 

—
System design considerations

Need help?  
For system design and installation 
assistance please contact  
Smart Panel Support at  
+1-888-421-0616, Monday-Friday  
9AM to 6PM EST or email  
support@reliahome.abb.com

S Y S TEM D E SI G N CO NSI D ER ATI O NS
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Items in the Box Required Materials (Not Included)

Note: Additional items include an 
antenna, installation hardware, ABB 
Identifier Sticker Sheet, Current Setting 
sticker, and an smart panel Circuit Label 
& CT Table.

•	 1 ABBHEM2 with conduit,  
conduit bushings & wire 
whips attached

•	 Wire splice connectors

•	 Pen or marker

•	 Supply-side/line-side  
tap (Required for some 
Off-Grid Manager applica-
tions)

•	 Cable ties (Optional)

•	 Electrical tape (Optional)

•	 Dual-pole breaker: 15 to 20 
amps (Optional)

•	 2 mounting brackets 
(surface-mounted 
installation)

•	 1 pair of 200A current 
transformers (Contact 
Smart Panel Support  
for a second pair when  
backfed solar PV is present)

—
Installation
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Hardware installation overview

•	 Step 1: Turn off main feed and remove  
electrical panel cover

•	 Step 2: (Flush-mount only) Cut and  
remove drywall

•	 Step 3: Knock out or punch one hole for 2” 
conduit fitting

•	 Step 4: Measure and mark hole locations  
for mounting

•	 Step 5: (Surface-mount only) Secure mounting 
brackets to wall

•	 Step 6: Attach smart panel antenna and guide 
smart panel wire whip into electrical panel

•	 Step 7: Secure smart panel to wall/bracket and 
electrical panel

•	 Step 8: Connect smart panel Equipment 
Grounding Conductor (EGC) to ground bar

•	 Step 9: Identify A-row and B-row breakers
•	 Step 10: Connect smart panel power circuit and 

label breaker
•	 Step 11: Select circuit breaker to connect to 

smart panel, turn off, and disconnect load
•	 Step 12: Connect one smart panel wire labeled 

“line # breaker” to circuit breaker
•	 Step 13: Connect corresponding smart panel wire 

labeled “line # load” to load and turn circuit 
breaker back on

•	 Step 14: Record circuit label/name and breaker 
row (A/B) with corresponding smart panel  
wire number

•	 Step 15: Repeat steps 11-14 until all smart panel 
line # wires are connected

•	 Step 16: Determine placement of current 
transformers (CTs)

•	 Step 17: Phase conductors monitored by  
current transformers

•	 Step 18: Testing for crossover before current 
transformer placement

•	 Step 19: Connecting current transformers
•	 Step 20: Record line name(s) of corresponding 

current transformers
•	 Step 21: Connect the smart panel's Grid 

Detection Circuit (GDC) wires to the grid  
side of an Automatic Transfer Switch (ATS)  
or Microgrid Interconnect Device (MID)  
(Required for Off-Grid Manager)

•	 Step 22: Connect ABBHEM1TPUK to the  
smart panel (optional)

•	 Step 23: Replace electrical panel cover  
and turn on main feed

•	 Step 24: Circuit labeling (optional)
•	 Step 25: Apply Labels

Hardware installation steps

Step 1: Turn off Main Breaker and remove electrical 
panel cover. 

Tools: Screwdriver.

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live.

Avertissement: haute tension. 
Assurez-vous que le disjoncteur 
principal est éteint. Les conducteurs 
de service principaux sont toujours 
sous tension.
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Step 2: (Flush-mount only) Cut and remove drywall.

Tools: Tape measure, level (optional), stud finder 
(optional), and drywall saw or suitable alternative.

Step 3: Knock out or punch one hole for 2”  
conduit fit. 

Tools: Screwdriver, pliers, drill (optional),  
and knockout punch (optional).

Warning: high voltage. Ensure main 
breaker is off. Ensure cutting path  
is free of electrical conductors. 

Avertissement: Haute tension.  
Assurez-vous que le disjoncteur 
principal est éteint. Assurez-vous  
que le chemin de coupe est exempt  
de conducteurs électriques. 

Note: Cut and remove enough wall 
material to accommodate the smart 
panel's wire whips. Consider drywall 
cutout “Option B” if additional space  
is required to accommodate the smart 
panel's wire whips and properly access 
the electrical panel for Step 3.

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live. 

Avertissement: Haute tension. Assurez-
vous que le disjoncteur principal est 
éteint. Les conducteurs de service 
principaux sont toujours sous tension. 

Note: Hole location in electrical panel 
may vary depending on spacing 
constraints. The installer should choose 
a location that avoids existing 
obstructions and provides adequate 
clearance for routing of the smart panel 
wire whips. The hole location can be 
below as shown, above, or to either  
side of the electrical panel as 
appropriate. Use of existing pre-
stamped 2” knockouts are acceptable 
provided there is sufficient clearance. 
Otherwise, a 2” knockout punch (2-1/2” 
hole) will be required to attach the 
smart panel's conduit. 

Option A Option B
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Step 4: Measure and mark hole locations  
for mounting.

Tools: Tape measure, marker, stud-finder (optional), 
and level (optional).

Step 5: (Surface-mount only) Secure mounting 
brackets to wall.

Tools: Drill, stud-finder (optional), screws (x4),  
and washers (x4).

Note: Mark the applicable hole locations 
for the installation type (flush-mount vs. 
surface-mount with mounting brackets). 
Exact hole locations may vary depending 
on existing conditions. Qty 4 holes are 
required for the smart panel.

Note: Alternative installation method: 
Installers may find it easier to route  
the wire whip into the electrical panel 
and attach the conduit to the electrical  
panel before determining the mounting 
hole locations. See Steps 6 and 7 for  
more details.

Note: Ensure all screws are securely 
threaded into studs or suitable  
anchor systems.

TPU mount
(optional)

TPU mount
(optional)

—
Surface-mounted installation

—
Flush-mounted installation
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Step 6: Attach ABBHEM2 antenna and guide smart 
panel wire whip into electrical panel.

Step 7: Secure smart panel to wall/bracket and  
electrical panel.

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live. 

Advertencia: Alto voltaje. Asegúrese  
de que el interruptor principal esté 
apagado. Las líneas de servicio 
principales siempre están activas.

Avertissement: Haute tension. Assurez-
vous que le disjoncteur principal est 
éteint. Les conducteurs de service 
principaux sont toujours sous tension. 

Note: Attach the antenna provided with 
the smart panel and then guide the wire 
whip through the hole in the electrical 
panel. Remove the conduit bushing and 
lockring before guiding the wire whip 
through the hole.

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live. 

Advertencia: Alto voltaje. Asegúrese  
de que el interruptor principal esté 
apagado. Las líneas de servicio 
principales siempre están activas.

Avertissement: Haute tension. Assurez-
vous que le disjoncteur principal est 
éteint. Les conducteurs de service 
principaux sont toujours sous tension. 

Note: Lift the smart panel to align with 
the mounting holes and secure it directly 
to the wall (flush-mount installation — 
ensure all screws are securely threaded 
into studs or suitable anchor systems) 
or mounting brackets (surface-mount 
installation) utilizing the hardware 
provided. Secure the smart panel to the 
electrical panel with the 2” lockring and 
conduit bushing provided.

TPU 
(optional)

TPU 
(optional)

Lockring 
and  
Conduit
bushing
 Lockring 

and Conduit
bushing

Nut, 
washer,
and bolt 
(x4)

Screw
(x4)

Attach
antenna 

Attach
antenna 

Lockring 
and Conduit
bushing

Lockring 
and Conduit
bushing

—
Surface-mounted installation

—
Surface-mounted installation

—
Flush-mounted installation

—
Flush-mounted installation
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Step 8: Connect ABBHEM2 Equipment Grounding 
Conductor (EGC) to ground bar. 

Tools: Screwdriver and pliers (optional). 

Step 9: Identify A-row and B-row breakers. 

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live. Ground wire must be 
installed for safety.

Advertencia: Alto voltaje. Asegúrese  
de que el interruptor principal esté 
apagado. Las líneas de servicio 
principales siempre están activas.

Avertissement: Haute tension. Assurez-
vous que le disjoncteur principal est 
éteint. Les conducteurs de service 
principaux sont toujours sous tension. 
Un fil de terre doit être installé pour  
la sécurité.

Note: Connect the EGC (bare copper 
wire) from the smart panel to the 
existing ground bar in the electrical 
panel (exact location of ground bar  
may vary).

Note: For purposes of ABB installation, 
the top row of breakers will always be 
classified as “A”. The second row of 
standard breakers will be “B”. The 
alternating A-B-A-B pattern continues 
down the rows of breakers. Exception: 
All breaker rows are designated “A” in 
panels with two-wire single-phase 
power rather than three-wire single-
phase (split phase).

Note: If the load center contains tandem 
or “skinny” breakers, there will be two 
breakers in a standard breaker space. 
Thus, the top-to-bottom breaker panel 
will be A-A-B-B-A-A-B-B.

A

B

A

B

A

B

EGC to 
ground bar
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Step 10: Connect smart panel power circuit and  
label breaker. 

Tools: Screwdriver, pliers, and wire stripper.

Step 11: Select circuit breaker to connect to smart 
panel and disconnect load wire. 

Tools: Screwdriver.

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live. 

Advertencia: Alto voltaje. Asegúrese  
de que el interruptor principal esté 
apagado. Las líneas de servicio 
principales siempre están activas.

Avertissement: Haute tension. Assurez-
vous que le disjoncteur principal est 
éteint. Les conducteurs de service 
principaux sont toujours sous tension. 

Note: Connect the smart panel wires  
as pictured to the existing neutral bar 
and a double-pole 15- to 20- amp 
breaker, landing Line A on an A-row 
breaker terminal and Line B on a B-row  
breaker terminal. 

Exception: Use a single-pole breaker  
for “Line A” and securely cap “Line B”  
in panels with two-wire single-phase 
power rather than three-wire single-
phase (split phase). Mark the breaker 
with a clearly identifying label (ex. “ABB 
Smart Panel Power”). If using a GFCI 
breaker, ensure that the smart panel 
neutral is connected to the breaker and 
the breaker neutral is terminated on the 
neutral bar. Do not double-tap breakers 
unless they are appropriately rated.

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live. 

Advertencia: Alto voltaje. Asegúrese  
de que el interruptor principal esté 
apagado. Las líneas de servicio 
principales siempre están activas.

Avertissement: Haute tension. Assurez-
vous que le disjoncteur principal est 
éteint. Les conducteurs de service 
principaux sont toujours sous tension. 

Note: Breaker labels should be marked 
to indicate that the load connects to the 
smart panel. In typical applications, do 
not connect breakers that power the 
router(s)/modem(s) that provide the 
smart panel internet connection.

Turn off
circuit

Disconnect
load wire

“Neutral”
(white)
(land on 
breaker if 
space is 
provided)

“Line A” 
(black) 
to A-row 
breaker

“Line B” 
(red) 
to B-row 
breaker
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Step 12: Connect smart panel wire labeled “line 1# 
breaker” to circuit breaker.

Tools: Screwdriver and wire stripper.

Step 13: Connect smart panel wire labeled “line 1# 
load” to load.

Tools: Wire stripper and wire splice connector.

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live. 

Advertencia: Alto voltaje. Asegúrese  
de que el interruptor principal esté 
apagado. Las líneas de servicio 
principales siempre están activas.

Avertissement: Haute tension. Assurez-
vous que le disjoncteur principal est 
éteint. Les conducteurs de service 
principaux sont toujours sous tension.

Note: All smart panel wires labeled “Line 
# Breaker” must connect to a breaker or 
be safely terminated with a wire 
connector/cap. Lines 1-6 (6 AWG wire) 
can connect to circuit breakers rated up 
to 60 amps and lines 7-12 (10 AWG wire) 
can connect to circuit breakers rated up 
to 30 amps (see pg. 26).

Warning: High voltage. Ensure main 
breaker is off. Main service lines are 
always live. 

Advertencia: Alto voltaje. Asegúrese  
de que el interruptor principal esté 
apagado. Las líneas de servicio 
principales siempre están activas.

Avertissement: Haute tension. Assurez-
vous que le disjoncteur principal est 
éteint. Les conducteurs de service 
principaux sont toujours sous tension.

Note: All smart panel wires labeled “Line 
# Load” must connect to a load wire via 
a wire splice connector (ensuring a tight 
connection) or be safely terminated with 
a wire connector. The smart panel wire 
line number must match the line number 
used in the previous step (e.g. “Line 3 
Breaker” connects to a breaker and “Line 
3 Load” connects to that breaker’s load).

Line 1 
Load

Load 
wire

Line 1 
Breaker Load wire
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Step 16: Determine placement of Current 
Transformers (CTs). 

Do not install CTs until proper location and  
phasing have been determined. 

Step 17: Phase conductors monitored by  
current transformers. 

Do not install CTs until proper location and  
phasing have been determined. 

Each smart panel is supplied with one set of two  
(2) 200-amp current transformers (CTs). The smart 
panel is equipped with leads for these main CTs  
as well as leads for an optional set of auxiliary CTs 
(ABBHEM1CT) which is available for purchase from 
ABB and only used when solar is backfed into the 
electrical panel as shown below. When auxiliary CTs 
are not used, the unused “aux” leads should be 
coiled neatly in the electrical panel. For any 
situation other than shown in the diagram above, 
contact ReliaHome Smart Panel Support team for 
CT placement advice.

Note (Panel Guard only): Main CTs are not required 
if using smart panel in a “branch limiting” 
configuration, where only a portion of the home’s 
circuits need to be monitored  and controlled. See 
Certified Installer training for more details about 
this configuration

If your installation is configured differently  
than shown in the CT configuration diagram  
or if your installation will utilize auxiliary CTs, 
consult the ABB CT configuration guide for  

CT placement information. 
If the panel is a main-lug-only type as shown in 
Figure B (no main circuit breaker), then the feeder 
on the left will be ABB Leg “A”. 

If the panel includes a main circuit breaker, note 
that the main breaker may contain crossover 
busing, with the result that the feeder on the left 
feeds the right-side bus bar and the feeder on the 
right feeds the left-side bus bar. To identify A/B 
feeders when a main breaker is present, consult  
the following page.

Reminder: In an ABB installation, the 
top* row of breakers in an electrical 
panel is always designated “A”. 
Whichever conductor supplies breaker 
Row A will be designated “Line A.”

Note: ABB CTs are designated either 
“Line A” or “Line B”. Placing them on the 
incorrect leg of a circuit will result in 
erroneous consumption data.

M

PV

Main CTs

Electrical
panel

—
CT Configurations
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Step 23: Complete Current Limiting Label (for 
installations with Panel Guard)

Step 22: Replace electrical panel cover and turn on 
main breaker.

Tools: Screwdriver.

Note: Please make any necessary 
drywall repairs (if applicable) and clean 
up the area around the circuit breaker 
panel once the smart panel installation 
is completed. Make sure the smart 
panel's antenna is securely attached 
prior to powering on the device from the 
electrical panel. The smart panel will 
turn on when the smart panel Power 
Circuit (the breaker from Step 10) is 
energized. Note that there is a 
rectangular cover over the Smart Panel 
power switch. This switch does not need 
to be accessed during a typical 
installation and per the National 
Electrical Code, the cover must remain 
in place during operation to prevent  
the end user from accessing the  
power switch.

Note: Record the maximum current 
setting entered into the ReliaHome 
Smart Panel app (maximum 80% of 
main breaker rating).
The maximum current setting is 
normally not changed after initial 
installation. It can only be changed by a 
user of the system who has completed 
Certified Installer training. Changes to 
this setting can only be entered locally, 
while connected to the same network as 
the ABB ReliaHome™ Smart Panel.
Complete the rest of the current limiting 
label, including the list of controlled 
loads/circuits connected to the ABB 
ReliaHome™ Smart Panel.

—
Surface-mounted installation

—
Flush-mounted installation

—
Current Limiting Label
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Step 24: Apply Labels

Warning: Electrical codes may require 
additional labeling. Ensure that all labels 
are placed per the electrical code.

Advertencia: Los códigos eléctricos 
pueden requerir etiquetado adicional.

Avertissement: Les codes  
electriques peuvent necessiter  
un etiquetage supplementaire.

Note: The National Electrical Code 
requires additional labeling for energy 
management systems such as the 
ReliaHome Smart Panel. The provided 
installation materials include labels to 
identify the smart panel managed 
circuits in the electrical panel, smart 
panel electrical conduit/raceway, and 
informational QR code labels. Apply 
label stickers as shown and as detailed 
on the provided sticker sheets. 
Electrical code requirements may vary 
depending on the installation location.

Current 
Limiting Label 
(for Panel 
Guard 
installations)

—
Apply Labels Where Indicated
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—
Configuration and Account Setup

Please note that the configuration and account setup process may 
change as the mobile app is updated. The steps below are a 
generalized version of the commissioning process. To view more 
detailed information on this process, refer to our Knowledge Base 
by going to support.reliahome.abb.com

Need help?  
For account setup assistance or 
troubleshooting, please call  
Smart Panel Support at  
+1-888-421-0616, Monday-Friday  
9AM to 6PM EST or email  
support@reliahome.abb.com

CO N FI G U R ATI O N A N D ACCO U NT SE T U P

1.	After completing the hardware installation, 
ensure the blue and green indicator lights are 
blinking in unison, indicating that the ReliaHome 
Smart Panel is ready for commissioning.

2.	If feasible, make an Ethernet connection between 
the ReliaHome Smart Panel’s Ethernet port and  
a LAN port on the location’s router. This Ethernet 
connection is more reliable than a WiFi 
connection and is not affected by replacing  
the router or resetting the WiFi password.

3.	Download the ABB mobile app (electrification.us.
abb.com/products/load-centers-meter-combos-
accessories/reliahome-smart-panel). In the Apple 
App Store or Google Play Store, search for 
“ReliaHome Smart Panel App”.

4.	Log in with an existing account or create  
a new account. You must complete Certified 
Installer training before setting up a system  
in the app.

5.	Select ”Add New System” and follow the  
in-app instructions to set up your ReliaHome 
Smart Panel (completed ReliaHome Smart Panel 
Circuit Label & CT Table required).

Knowledge Base
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End User 
If the ABB smart panel is not functioning as 
expected, ensure that the Internet service is 
available, antenna/Ethernet connection is secure, 
and breakers are switched on. See Operational 
Information (pg. 25) on how to read the smart 
panel indicators for Internet connectivity status.  
It is best to obtain assistance from a qualified 
installer for further troubleshooting of hardware 
issues. The installer’s familiarity with ABB products 
and ability to perform electrical work will help 
resolve issues effectively. Alternatively, contact 
ABB directly for assistance. 

Qualified Installer 
Observe all safety precautions listed on page 6. 
Never use the smart panel to de-energize circuits 
to perform electrical work. The smart panel is not 
designed as a safety disconnecting means; lock-
out/tag-out is not possible. If not properly 
connected, the app may falsely indicate that a 
circuit is de-energized and conductors are live. 

ABB Certified Installer training is required before 
ABB will authorize work on an existing ABB smart 
panel. Case-specific authorization and instruction 
will be provided by ABB if applicable. Do not open 
cover or attempt repairs otherwise – even with 
breakers off hazardous voltages may be present. 
Neither the  Smart Panel power circuit breaker nor 
the Smart Panel power switch de-energize the 
internal product components. The main breaker 
and all other power sources must be de-energized 
to ensure the smart panel is safe to work on. Fuses: 
smart panel Power – non-replaceable 2.5 A; GDC – 1 
A, slow blow.

Danger: Hazardous voltages present 
during installation and servicing.  
Do not open smart panel cover, inspect 
installation wiring, or attempt repairs 
without required qualifications and  
ABB authorizaton.  
Always disconnect electrical supply 
before performing repairs. 

Peligro: Presencia de voltajes peligrosos  
durante la instalación y el mantenimiento. 
No abra la cubierta del smart panel, 
inspeccione la instalación cableado, o 
intentar reparaciones sin cualificaciones 
requeridas y ABB autorización. 
Desconéctate siempre suministro 
eléctrico antes de realizar Reparaciones.

Danger : Tensions dangereuses 
présentes lors l'installation et 
l'entretien. Ne pas ouvrir le couvercle du 
smart panel, inspecter le câblage 
d'installation ou essayer de réparer sans 
qualifications requises et autorisation 
de ABB. Toujours débrancher 
l'alimentation électrique avant 
d'effectuer des réparations.

—
Troubleshooting and repairs 
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Operational information

Note: Simultaneous blue and green 
blinking lights indicate that the ABB 
smart panel is in Setup Mode. This is  
the required mode for initial setup and 
commissioning. However the smart 
panel does not connect to the internet 
via WiFi in this mode. If both lights are 
seen blinking during normal operation, 
it is likely that the “Setup” button was 
pressed, taking the smart panel offline. 
In most instances, an additional press-
and-release of the “Setup” button will 
bring the ABBHEM2 back online. It may 
take about 45 seconds to restore the 
connection and display two solid 
unblinking indicator lights.

Note: During an internet outage local 
connection can be made between a 
smart panel and user's mobile device as 
long as the device and the smart panel is 
connected to the same network. Ensure 
that the ABB smart panel is not in Setup 
Mode and that WiFi connectivity is 
enabled on the mobile device.

Need help?  
For additional support documentation, 
visit support.reliahome.abb.com or scan 
the code:

Contact Smart Panel Support at  
+1-888-421-0616, Monday-Friday  
9AM to 6PM EST or email  
support@reliahome.abb.com

LED 
Indicator Off Both Blinking Just One Blinking Both Solid

Green
Server 

disconnected Setup Mode.  
WiFi connectivity is disabled.  

Press and release “Setup” button to exit

(When blue is solid)  
ABB server error Fully  

connected  
via WiFi

Blue
No internet  

connection via WiFi
Attempting to connect  

to the internet

LED 
Indicator Off On

Red “Power” Power Off or Not Present Power On

O PER ATI O N A L I N FO R M ATI O N
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Limited warranty for ABB ReliaHomeTM 
Smart Panel

L I M ITED WA R R A NT Y FO R A B B SM A RT PA N EL

This Limited Warranty gives you specific legal rights 
and you may also have other rights, which vary from 
state to state. ABB warrants that during the war-
ranty period, the product will be free from defects in 
materials and workmanship. To obtain warranty cov-
erage, you must be the original purchaser and user 
of the product.

WE LIMIT THE DURATION AND REMEDIES OF ALL 
IMPLIED WARRANTIES, INCLUDING WITHOUT LIM-
ITATION THE WARRANTIES OF MERCHANTABILITY 
AND FITNESS FOR A PARTICULAR PURPOSE TO 
THE DURATION OF THIS EXPRESS LIMITED WAR-
RANTY. SOME STATES DO NOT ALLOW LIMITA-
TIONS ON HOW LONG AN IMPLIED WARRANTY 
LASTS, SO THE ABOVE LIMITATIONS MAY NOT AP-
PLY TO YOU.

Our responsibility for defective goods is limited to 
repair, replacement, or refund as described below in 
this warranty statement.

Who May Use This Warranty?
ABB Inc. (d/b/a ABB), a Delaware corporation lo-
cated at address 305 Gregson Drive, Cary, NC 27511 
(“we”) extends this limited warranty only to the 
consumer who originally purchased the ABBHEM2 
through an authorized dealer and can provide proof 
of purchase in the form of a receipt or purchase or-
der. The warranty is non-transferable.

What Does This Warranty Cover?
This limited warranty covers defects in materials 
and workmanship of the ABBHEM2 Smart Panel 
(the “product”) for the Warranty Period as defined 
below. The warranty is valid only when installed in a 
residential application in compliance with National 
Electrical Code standards. All connected equip-
ment must be Underwriters’ Laboratories (UL) 
and/or Canadian Standards Association (CSA) ap-
proved. The installation must comply with all appli-
cable electrical and safety codes set forth pursuant 
to the National Electrical Code (NEC).

What Does This Warranty Not Cover?
This limited warranty does not cover any damage 
due to: (a) transportation; (b) storage; (c) improper 
installation; (d)improper use; (e) failure to follow the 
product instructions; (f) failure to adhere to the 
product’s technical specifications, including the 
product’s environmental and electrical ratings; (g) 
modifications; (h) unauthorized opening of the 
product’s cover; (i) tampering with the product’s in-
ternal components; (j) unauthorized repair; (k) nor-
mal wear and tear; or (l) external causes such as acci-
dents, abuse, flooding, lightning strikes, storms, or 
other actions or events beyond our reasonable con-
trol. This limited warranty also does not apply to the 
software, mobile applications, technology and ser-
vices provided by ABB which enable you to remotely 
access and view data that is collected, stored and 
transmitted by the product concerning electricity 
consumption and/or to remotely control electrical 
circuits which the product is connected to (the “ABB 
Service”). Use of the Service is subject to and gov-
erned by the terms of the Service User Agreement, a 
copy of which can be accessed at https://www.lu-
minsmart.com/consent-documentation/.

Any warranties provided by ABB with respect to the 
ABB Service are only those warranties expressly set 
forth in the ABB Service User Agreement.

What Is the Period Of Coverage?
The “Warranty Period” for this limited warranty 
starts on the date the product is first purchased 
and lasts (a) for two years for the product’s sensor 
boards and the processor board, including the indi-
vidual components that makeup the sensor boards 
and processor board, and (b) for ten years for all 
other components of the product. The Warranty Pe-
riod is not extended if we repair or replace the prod-
uct. We may change the availability of this limited 
warranty at our discretion, but any changes will not 
be retroactive.



28 RELIAHOME SMART PANEL INSTALL ATION MANUAL

What Are Your Remedies Under This Warranty?
With respect to any defective product during the ap-
plicable Warranty Period, we will, in our sole discre-
tion, either: (a) repair or replace such product (or the 
defective part) free of charge or (b) refund the pur-
chase price of such product. We will also pay for ship-
ping and handling fees to return the repaired or re-
placement product to you if we elect to repair or 
replace the defective product.

How Do You Obtain Warranty Service?
Please contact Smart Panel Support at  
+1-888-421-0616, Monday-Friday 9AM to 6PM EST  
or email support@reliahome.abb.com to obtain  
a Return Material Authorization number (RMA)  
and return material policy.

Limitation of Liability
The remedies descried above are your sole and ex-
clusive remedies and our entire liability for any 
breach of this limited warranty. Our liability shall 
under no circumstances exceed the actual amount 
paid by you for the defective product, nor shall we 
under any circumstances be liable for any conse-
quential, incidental, special or punitive damages or 
losses, whether direct or indirect.

Some states do not allow the exclusion or limita-
tion of incidental or consequential damages, so the 
above limitation or exclusion may not apply to you.
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Radio frequency statement

This device complies with Part 15 of the FCC rules 
and with Innovation, Science and Economic 
Development Canada’s licence-exempt RSS(s). 
Operation is subject to the following two 
conditions:
1.	This device may not cause interference. 
2.	This device must accept any interference, includ-

ing interference that may cause undesired opera-
tion of the device.

L’émetteur/récepteur exempt de licence contenu 
dans le présent appareil est conforme à la partie 15 
des règles de la FCC et aux CNR d’Innovation, 
Sciences et Développement économique Canada 
applicables aux appareils radio exempts de licence. 
L’exploitation est autorisée aux deux conditions 
suivantes: 
1.	L’appareil ne doit pas produire de brouillage; 
2.	L’appareil doit accepter tout brouillage radioélec-

trique subi, même si le brouillage est susceptible 
d’en compromettre le fonctionnement.

Changes or modifications not expressly approved 
by the party responsible for compliance could void 
the user’s authority to operate the equipment. 

The antennas used for this transmitter must be 
installed to provide a separation distance of at 
least 20cm from all persons and must not be 
located or operating in conjunction with any other 
antenna or transmitter. 

Les antennes utilisées pour ce transmetteur 
doivent être installé en considérant une distance de 
séparation de toute personnes d’au moins 20 cm et 
ne doivent pas être localisé ou utilisé en conflit avec 
tout autre antenne ou transmetteur.

This radio transmitter 27016-LSP12WE (PMN: Lumin 
Smart Panel; HVIN: 8223A-SR) has been approved 
by Innovation, Science and Economic Development 
Canada to operate with the antenna types listed 
below, with the maximum permissible gain 
indicated. Antenna types not included in this list 
that have a gain greater than the maximum gain 
indicated for any type listed are strictly prohibited 
for use with this device. 
1.	Dipole type antenna, 2dBi maximum gain, 

50 Ohm impedance

Note: This equipment has been 
tested and found to comply with  
the limits for a Class B digital device, 
pursuant to part 15 of the FCC Rules 
and with Innovation, Science and 
Economic Development Canada’s 
license-exempt RSS(s). These limits 
are designed to provide reasonable 
protection against harmful 
interference in a residential 
installation. This equipment 
generates, uses and can radiate 
radio frequency energy and, if not 
installed and used in accordance 
with the instructions, may cause 
harmful interference to radio 
communications. However, there is 
no guarantee that interference will 
not occur in a particular installation. 
If this equipment does cause harmful 
interference to radio or television 
reception, which can be determined 
by turning the equipment off and on, 
the user is encouraged to try to 
correct the interference by one or 
more of the following measures: (1) 
Reorient or relocate the receiving 
antenna. (2) Increase the separation 
between the equipment and receiver. 
(3) Connect the equipment into an 
outlet on a circuit different from that 
to which the receiver is connected. 
(4) Consult the dealer or an 
experienced radio/TV technician  
for help. Contains FCC ID: 2AATL-
8223A-SR.

R A D I O FR EQ U EN C Y S TATEM ENT
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Additional information
We reserve the right to make technical 
changes or modify the contents of this 
document without prior notice. With  
regard to purchase orders, the agreed 
particulars shall prevail. ABB AG does 
not accept any responsibility whatso-
ever for potential errors or possible lack 
of information in this document.





We reserve all rights in this document
and in the subject matter and illustrations 
contained therein. Any reproduction,
disclosure to third parties or utilization 
of its contents – in whole or in parts – is
forbidden without prior written consent
of ABB Inc. Copyright© 2024 ABB

—
ABB Ltd. 
305 Gregson Drive
Cary, NC 27511
USA

electrification.us.abb.com/residential
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