Bushing Data:

- Rated Voltage: 800 kV
- Phase-to-earth Voltage: 485 kV
- Dry Lightning Impulse: 27500 kV
- Wet Switching Impulse: 16000 kV
- Dry switching impulse: 10000 kV
- Rated Current: 2500 A
- Creepage Distance: 23736 mm
- Mark: 2924 le

Ordering Data:

- BUSHING: COLOUR 241P INSULATION
  - NSC90780-44C: BROWN
  - NSC90780-40C: LIGHT GRAY

- OUTER TERMINAL
  - R13: 0
  - R10: 105, 60
  - R12: 105, 60
  - R13: 0
  - OTHER TERMINAL OR REQUEST

- END SHEILD
  - LT/10.04-4 (DIEP INSULATED)
  - LT/10.04-4 (DIEP INSULATED WITH 5 m PIPE)

- DRAW ROOD SYSTEM
  - LT/10.05-4: LIME DRAW ROOD WITH RING OR R25
  - LT/10.05-4: VIVID DRAW ROOD

- INNER TERMINAL
  - D2: O2, 02
  - D1: 02, 02
  - D/10.05-4: 0, 45, 45, 050, 1000, 1500
  - D/10.05-4: 0, 45, 45

- Threaded hole M20 for pulling wire

- Additional jointing required

- Nickel-plated bolts M12, equipped with thread inserts with screw lock, depth 70 for cable lugs