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Ekip AUP contatto ausiliario di posizione - E1.3-E2.3-E4.3-E6.3 W
Ekip AUP auxiliary contact position - E1.3-E2.3-E4.3-E6.3 W
Hilfskontakte position Ekip AUP - E1.3-E2.3-E4.3-E6.3 W

Poste contacts auxiliaires Ekip AUP - E1.3-E2.3-E4.3-E6.3 W
Contactos auxiliares de posiciéon Ekip AUP - E1.3-E2.3-E4.3-E6.3 W
Ekip AUP/{ & fi il 25 - E1.3-E2.3-E4.3-E6.3 W
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E1.3-E2.3-E4.3-E6.3

Supply Evo Modbus TCP.
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@ Debrancher 'alimentation de I'Ekip Supply Lite ou Ekip Supply Evo Modbus TCP.

@ Disconnect power from the Ekip Supply Lite or Ekip Supply Evo Modbus TCP modules.
@ Die Speisung von Ekip Supply Lite oder Ekip Supply Evo Modbus TCP ausschalten.

0 Disconnettere alimentazione dall’Ekip Supply Lite o Ekip Supply Evo Modbus TCP.

@ Desconectar la alimentacién del Ekip Supply Lite o Ek
@ FrEkip Supply Litem{Ekip Supply Evo Modbus TCPH
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4 E1.3-E2.3-E4.3-E6.3

VAN

Fornire alimentazione all’Ekip Supply Lite o Ekip Supply Evo Modbus TCP

Connect power to the Ekip Supply Lite or Ekip Supply Evo Modbus TCP module
Die Speisung von Ekip Supply Lite oder Ekip Supply Evo Modbus TCP anschlieBen
Brancher l'alimentation de I'Ekip Supply Lite ou Ekip Supply Evo Modbus TCP
Conectar la alimentacidn del Ekip Supply Lite o Ekip Supply Evo Modbus TCP
IHEKip Supply Lited{Ekip Supply Evo Modbus TCP1] HL 4.
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5 E1.3-E2.3-E4.3-E6.3

A\

In presenza di pilu moduli di comunicazione il contatto Ekip AUP va collegato a un solo modulo

00

When multiple communication modules are present, the Ekip AUP contact should be connected
to only one module

Bei mehreren Kommunikationsmodulen muss der Ekip AUP-Kontakt nur an ein Modul
angeschlossen werden.

En présence de plusieurs modules de communication, le contact Ekip AUP doit étre connecté a
un seul module

En presencia de varios mdédulos de comunicacion, el contacto Ekip AUP debe conectarse a un

solo médulo
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