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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements

Model Category Description
AF(C)S, AF(C)S09, Cat. Nos. AF(C)S09, AF(C)S16, 

AF(C)S26, AF(C)S38, may be followed by Z, followed by 
-22 or -40, may be followed by -04, -13, -22 or -31 

followed by 2 digits.

Industrial Control Switches

AF(C)S-K, AF(C)S09-K, Cat. Nos. AF(C)S09, AF(C)S16, 
may be followed by Z, followed by -22 or -40, may be 

followed by -04, -13, -22 or -31 followed by K, followed 
by 2 digits

Industrial Control Switches

AF(C)S, AF(C)S16, Cat. Nos. AF(C)S09, AF(C)S16, 
AF(C)S26, AF(C)S38, may be followed by Z, followed by 

-22 or -40, may be followed by -04, -13, -22 or -31 
followed by 2 digits.

Industrial Control Switches

AF(C)S-K, AF(C)S16-K, Cat. Nos. AF(C)S09, AF(C)S16, 
may be followed by Z, followed by -22 or -40, may be 

followed by -04, -13, -22 or -31 followed by K, followed 
by 2 digits

Industrial Control Switches

AF(C)S, AF(C)S26, Cat. Nos. AF(C)S09, AF(C)S16, 
AF(C)S26, AF(C)S38, may be followed by Z, followed by 

-22 or -40, may be followed by -04, -13, -22 or -31 
followed by 2 digits.

Industrial Control Switches

AF(C)S, AF(C)S38, Cat. Nos. AF(C)S09, AF(C)S16, 
AF(C)S26, AF(C)S38, may be followed by Z, followed by 

-22 or -40, may be followed by -04, -13, -22 or -31 
followed by 2 digits.

Industrial Control Switches

AF(S)-N-K, AF(S)09N00-K, Cat. Nos. AF(S)09N00, 
AF(S)16N0, followed by -22 or -40, followed by –00, 

followed by K, followed by 2 digits

Industrial Control Switches

AF(S)-N-K, AF(S)16N0-K, Cat. Nos. AF(S)09N00, 
AF(S)16N0, followed by -22 or -40, followed by –00, 

followed by K, followed by 2 digits

Industrial Control Switches

AF-K, AF09-K, Cat. Nos. AF09, AF16, may be followed 
by Z, may be followed by B, followed by -22 or -40, 

followed by –00, may be followed by L, followed by K, 
followed by 2 digits.

Industrial Control Switches

AF Size 2 Lighting, AF09-LU, Cat. Nos. AF09, AF16, 
AF26, AF38, may be followed by Z, followed by -40 or -

80 or 120, followed by –00, followed by 2 digits, followed 
by LU

Industrial Control Switches

AF-K, AF16-K, Cat. Nos. AF09, AF16, may be followed 
by Z, may be followed by B, followed by -22 or -40, 

Industrial Control Switches
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followed by –00, may be followed by L, followed by K, 
followed by 2 digits.

AF Size 2 Lighting, AF16-LU, Cat. Nos. AF09, AF16, 
AF26, AF38, may be followed by Z, followed by -40 or -

80 or 120, followed by –00, followed by 2 digits, followed 
by LU

Industrial Control Switches

AF26 may be, followed by B, may be followed by z, 
followed by -22 or -40, followed by -00, may be followed 

by L, followed by 2 digits

Industrial Control Switches

AF Size 2 Lighting, AF26-LU, Cat. Nos. AF09, AF16, 
AF26, AF38, may be followed by Z, followed by -40 or -

80 or 120, followed by –00, followed by 2 digits, followed 
by LU

Industrial Control Switches

AF38 may be, followed by B, may be followed by z, 
followed by -22 or -40,  followed by -00, may be followed 

by L, followed by 2 digits

Industrial Control Switches

AF Size 2 Lighting, AF38-LU, Cat. Nos. AF09, AF16, 
AF26, AF38, may be followed by Z, followed by -40 or -

80 or 120, followed by –00, followed by 2 digits, followed 
by LU

Industrial Control Switches

AFC(S)-N, AFC(S)09N00, Cat. Nos. AFC(S)09N00, 
AFC(S)16N0, AFC(S)26N1, AFC(S)38N1, followed by -

22 or -40, followed by –00, followed by 2 digits

Industrial Control Switches

AFC(S)-N-K, AFC(S)09N00-K, Cat. Nos. AFC(S)09N00, 
AFC(S)16N0, followed by -22 or -40, followed by –00, 

followed by K, followed by 2 digits

Industrial Control Switches

AFC(S)-N, AFC(S)16N0, Cat. Nos. AFC(S)09N00, 
AFC(S)16N0, AFC(S)26N1, AFC(S)38N1, followed by -

22 or -40, followed by –00, followed by 2 digits

Industrial Control Switches

AFC(S)-N-K, AFC(S)16N0-K, Cat. Nos. AFC(S)09N00, 
AFC(S)16N0, followed by -22 or -40, followed by –00, 

followed by K, followed by 2 digits

Industrial Control Switches

AFC(S)-N, AFC(S)26N1, Cat. Nos. AFC(S)09N00, 
AFC(S)16N0, AFC(S)26N1, AFC(S)38N1, followed by -

22 or -40, followed by –00, followed by 2 digits

Industrial Control Switches

AFC(S)-N, AFC(S)38N1, Cat. Nos. AFC(S)09N00, 
AFC(S)16N0, AFC(S)26N1, AFC(S)38N1, followed by -

22 or -40, followed by –00, followed by 2 digits

Industrial Control Switches

AFC-, AFC09, followed by -22 or -40, followed by –00, 
may be followed by L, may be followed by 2 digits

Magnetically operated (reed) switches

AFC09, AFC16, AFC26, AFC38,, followed by -22 or -40, 
followed by -00, may be followed by L, followed by 2 

digits.

Industrial Control Switches

AFC-K, AFC09-K, Cat. Nos. AFC09, AFC16, followed by 
-22 or -40, followed by –00, may be followed by L, 

followed by K, may be followed by 2 digits

Industrial Control Switches



C E R T I F I C A T E  O F  C O M P L I A N C E

Certificate Number UL-US-L319322-13-72119002-5
Report Reference E319322-20091127

Date 9-Mar-2022

Bruce Mahrenholz, Director North American Certification Program

UL LLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/

AFC-, AFC16, followed by -04, -22 or -40, followed by –
00, may be followed by L, may be followed by 2 digits

Magnetically operated (reed) switches

AFC-K, AFC16-K, Cat. Nos. AFC09, AFC16, followed by 
-22 or -40, followed by –00, may be followed by L, 

followed by K, may be followed by 2 digits

Industrial Control Switches

AFC-, AFC26, followed by -22 or -40, followed by –00, 
may be followed by L, may be followed by 2 digits

Magnetically operated (reed) switches

AFC-, AFC38, followed by -22 or -40, followed by –00, 
may be followed by L, may be followed by 2 digits

Magnetically operated (reed) switches

AFS09, may be followed by Z, followed by -22 or -40, 
may be followed by -04, -13, -22 or -31 followed by 2 

digits.

Industrial Control Switches

AFS09N00 Industrial Control Switches
AFS16, may be followed by Z, followed by -22 or -40, 
may be followed by -04, -13, -22 or -31 followed by 2 

digits.

Industrial Control Switches

AFS16N0 Industrial Control Switches
AFS26, may be followed by Z, followed by -22 or -40, 
may be followed by -04, -13, -22 or -31 followed by 2 

digits.

Industrial Control Switches

AFS26N1 Industrial Control Switches
AFS38, may be followed by Z, followed by -22 or -40, 
may be followed by -04, -13, -22 or -31 followed by 2 

digits.

Industrial Control Switches

AFS38N1 Industrial Control Switches
LS04N, Cat. No. LS04N, followed by -22 or -40, followed 

by –00, followed by 2 letters.
Industrial Control Switches

LS07N, Cat. No. LS07N, followed by -22 or -40, followed 
by –00, followed by 2 letters.

Industrial Control Switches

LS18N, Cat. No. LS18N, followed by -22 or -40, followed 
by –00, followed by 2 letters.

Industrial Control Switches


