INSTALLATION AND WIRING
BDS0040 rev 11

BuildingPro Edge Series ME
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Supply Requirements 24V AC/DC 20 % 50/60 Hz

Supply Rating 20 VA

BACnet Loading /4 unit load device

BDS0040 rev 11


https://library.abb.com/r?cid=9AAC189141&q=BDS0040
https://solutions.abb/HVAC-Building-Automation

Terminal
Numbers

93,94

Description
24 V AC/DC Power

Important: The common power
connection (terminal 93) must be
connected to Earth. ABB Cylon
recommend that this is done at the
24V AC/DC transformer.

39...41 RS-485 Port 1 (isolated) screw terminal
The bus Terminator Switch is located
beside the port. If the switch is towards
the I] icon, then termination is in and if
the switch is towards the ﬁicon then

termination is out.

42 ... 44 | RS-485 Port 2 (isolated) screw terminal
The bus Terminator Switch is located
beside the port. If the switch is towards
the I] icon, then termination is in and if
the switch is towards the ﬂicon then

termination is out.

Indicator LEDs
Off Slow Flash

- Red LED No supply voltage, or

Firmware is updating

(Power) software issue
Green LED Unit is q .
- (Status) not running System is Starting up

Ethernet Ports

Fast Flash

NA

System Error
See product manual

MANO165 for details.

For further information on installing and configuring the BuildingPro Edge
Series ME device see the BuildingPro Edge Series Installation manual:

https://library.abb.com/r?cid=9AAC189141&dk=manual&g=MANQ0165
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Push buttons
Buttons SW1and SW2 may be used
to reset the device.

See product manual MANO165 for
details.

LED L1/ LED L2
L1 and L2 indicate status of device

Lo reset.
2@ See product manual MANO165 for
details.
On
Power is on

System Startup is complete
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