
—
INSTRUCTION HANDBOOK
1SDH002297A1001 - ECN000285442

TMAX XT XT5 THERMOMAGNETIC
Disassembly instructions









 5Disassembly instruction TMAX XT XT5 THERMOMAGNETIC

Tools
Allen key

Flat screwdriver

6.1 PHASE 1 – CAP KITS

1	
By means of the allen key remove the screws 
connected with the cap kits.

3	
Manually separate the cap kits and their nuts 
from circuit breaker main structure.

2	
Insert the flat screwdriver as shown in Picture 
2 and unhook the cap kits from circuit breaker 
main structure.

Actions to be performed

8mm

Disassembled parts

•	 6 screws and related washers (Metal)
•	 6 nuts (Metal)
•	 6 cap kits (Plastic) SEPARATE TREATMENT 

(Thermoplastics containing brominated 
flame retardants)
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6.8 PHASE 8 – TRIP UNIT MAIN STRUCTURE

58
By means of the torx key unscrew the 4 screws 
fixing the trip unit cover to the trip unit main 
structure.

60
Manually remove the trip unit cover.

61
By means of the cross screwdriver unscrew the 
3 screws located on the trip unit cover.

59
By means of the torx key unscrew the screw 
located on the front of the trip unit main struc-
ture fixing the trip unit cover to the trip unit 
main structure.

Actions to be performed

Torx key

No. 8

Tools 

Cross screwdriver

Pliers

Flat screwdriver
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64
By means of the cross screwdriver remove the 
6 screws located behind the plugs removed at 
previous step. 

65
Manually remove the 3 thermal groups and the 
3 spacers. 

62
By gravity let the 3 fixed cores separate from 
the trip unit cover.

63
By means of the flat screwdriver remove the 3 
plugs located in the rear part of the trip unit.
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66
Manually remove the shaft and by means of the 
pliers remove the spring mounted in the trip 
unit.

68
Manually remove the tripping rod located in 
the front right part of the trip unit and the 
spring connected with the tripping rod.

67
Manually remove the 2 trimmers. 

69
By means of the cross screwdriver unscrew the 
screws mounted on the magnetic groups.
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70
Manually lift the cover of the magnetic groups. 

72
Manually remove the 3 magnetic groups from 
the trip unit.

71
By means of the cross screwdriver unscrew the 
screws mounted on the magnetic groups.

73
By gravity let the magnetic slide and the rod 
separate from the trip unit case. 
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Disassembled parts

•	4 + 1 + 3 + 6 + 3 + 3 screws (Metal)

•	 1 trip unit cover (Plastic)

•	 3 fixed cores (Metal)

•	 3 plugs (Rubber) SEPARATE 
TREATMENT (Thermoplastics 
containing brominated flame 
retardants)

•	 3 thermal groups (Metal)

•	 3 spacers (Plastic) 

•	 1 shaft (Plastic)

•	 1 + 1 springs (Metal)

•	 2 trimmers (Plastic) SEPARATE 
TREATMENT (Thermoplastics 
containing brominated flame 
retardants)

•	 1 tripping rod (Plastic) SEPARATE 
TREATMENT (Thermoplastics 
containing brominated flame 
retardants)

•	 3 metal groups (Metal)

•	 1 magnetic slide (Plastic)

•	 1 rod (Plastic) SEPARATE TREATMENT 
(Thermoplastics containing 
brominated flame retardants) 

•	 1 trip unit case (Plastic)
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7. ENERGY CONSUMPTION FOR CIRCUIT BREAKERS DISASSEMBLY

Since all disassembly operations illustrated in this document are manual, the CO2 equivalent 
emissions can be considered null/negligible.
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