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FUS E H OLDER 

Quick manual of fixing fuse holders
to transformers TJC 4, TJC 5, TJC 6,  
TJCH 4 and TJCH 5

1. Fuse holders
Taking into account the level of the voltage trans-
former insulation and the method of fixing fuse 
holder there are the following types of fuse holders:

Fuse holders are suitable for fuse links WBP 6, WBP 
10 and WBP 20.

2. Fixing / replacement of fuse holder

Fixing or replacement of fuse link in a split fuse 
holder
	 a) �(1) Press the snap fastener (using a 

screwdriver) and at the same time move 
(2) the fuse holder cover.

	 b) �Insert/replace the fuse holder in the 
brackets (3).

	 c) �“Close” the fuse holder (4) by moving the 
cover so that the snap fastener is in the 
locking opening.

(*) �a figure in the brackets refers to the direction of 
operation defined by the arrow in Fig. 01

3. Fixing of the mounting fuse holder  
to transformer
The fuse holder must be fixed with the use of screw 
M10, spring and flat washer (in case of installing the 
vertical fuse holder, connect the cable eye – Fig. 06). 
The acceptable value of torque is 20 Nm. The cover 
must be removed before fixing the fuse holder (de-
scription of the operation acc. to step 2). The fuse 
link and cover must be fixed after fixing the bottom 
of the fuse holder to the transformer.

—
01 Fixing or replace-
ment of fuse holder in 
a split fuse holder

—
02 Fixing of the horizontal 
fuse holder to TJC/
TJCH transformer

—
03 Fixing of the horizontal 
fuse holder to TJC/
TJCH transformer

—
01

—
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—
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Index
Type of

fuse holder
Type of fuse 

link
Insulation 
level [kV]

1VL4200577R0013 horizontal WBP 6 7,2/20/60

1VL4200577R0014 horizontal WBP 10 12/28/75

1VL4200577R0015 horizontal WBP 20
17,5/38/95 
24/50/125

1VL4200577R0016 vertical WBP 6 7,2/20/60

1VL4200577R0017 vertical WBP 10 12/28/75

1VL4200577R0018 vertical WBP 20
17,5/38/95 
24/50/125
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Horizontal fuse holder 
– bottom

Voltage transformer 
TJC/TJCH

Screw M10x20, 
spring washer, 
flat washer

Seal
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—
04 TJC/TJCH voltage 
transformer with
horizontal fuse holder 
after installation of the
fuse link and cover

—
05 Fixing of the horizontal
fuse holder to TJC/
TJCH transformer

—
06 Fixing of the vertical 
fuse holder to TJC/
TJCH transformer

—
07 TJC/TJCH voltage 
transformer with 
vertical fuse holder 
after installation of the 
fuse link and cover

Cable 
eye

Screw M10x25,
spring washer,
flat washer

Voltage 
transformer 
TJC/TJCH

Vertical fuse holder 
– bottom
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Single pole
—
TJC 4/5 and TJCH 4/5 with horizontal fuse base
Drawing numbers: 1VL4200623R0101-3

—
TJC 4/5 and TJCH 4/5 with horizontal fuse base
Drawing numbers: 1VL4200623R0201-3

—
TJC 6 with horizontal fuse base
Drawing numbers: 1VL4200624R0101-3

—
TJC 4/5 and TJCH 4/5 with vertical fuse base
Drawing numbers: 1VL4200623R0301-3

Dimensional Drawings
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—
TJC 6 with horizontal fuse base
Drawing numbers: 1VL4200624R0201-3

—
TJC 6 with vertical fuse base
Drawing numbers: 1VL4200624R0301-3
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N O T E
We reserve the right to make technical 
changes or modify the contents of this docu-
ment without prior notice. With regard to 
purchase orders, the agreed particulars shall 
prevail. ABB does not accept any responsibil-
ity whatsoever for potential errors or possi-
ble lack of information in this document.

We reserve all rights in this document and in 
the subject matter and illustrations con-
tained therein. Any reproduction, disclosure
to third parties or utilization of its contents - 
in whole or in parts - is forbidden without 
prior written consent of ABB.
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