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TECHNICAL DATA SHEET

Stanilite®
Platinum power supply unit remote

/,/ '
) Catalogue no. Description
YA 1 EM products
/,/ ! PSLED1WGP Platinum power supply unit remote - for
p i exit LED
s
'Y Spare parts

03-01301P Battery LiFePO4 3.2V 3.2Ah

Image indicative only

Range
Platinum range

Product group
Power supply unit

Features
@ Used in combination with weatherproof remote
exit; exit mounted inside the freezer or coolroom
and remote power supply mounted outside up to
10m away from the exit
Low power consumption for reduced operation
and maintenance costs
Advanced charging technology combined with
Lithium iron phosphate battery for long life and
low maintenance
Includes 10m interconnection cable
Weatherproof remote exit available in standard
configuration. Refer to separate technical data
sheets; PWQFFRLEDP-P, PWEXLEDREM-1P,
PWEXLEDREM-2P, PWEXLEDREM-3P

S)

Dimensions

Length Width Height
254mm 196mm 40mm
Weight
Model Weight
EM 1.8kg
Construction
Part Construction
Enclosure White powder coated steel
cover

Power consumption

Model Power consumption
EM 3.2W

Note:
- Designed to comply with AS2293 and meet relevant Australian EMC
standards
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