This document is issued by means of a computerized system. The digitally stored original is electronically approved. The approved document has a date entered in the `Approved'-field. A manual signature is not required.

The information contained in this document has to kept strictly confidential. Any unauthorised use, reproduction, distribution or disclosure to third parties are strictly forbidden. ABB reserves all rights regarding Intellectual Property Rights. © Copyright 2013 ABB. All rights reserved.

**Bushing Data:**
- Rated Voltage: 362 kV
- Phase to-earth Voltage: 220 kV
- Dry Lightning Impulse 1.2/50μs: 1050 kV
- Wet Switching Impulse: 750 kV
- Wet Power frequency AC: 480 kV
- Routine test hir dry 50Hz: 505 kV
- Rated Current: 5000 A

Creepage Distance: 8190 mm
Mass: 820 kg

**Ordering Data:**
- BUSHING COLOR AIR INSULATORS
  - LF121063  -F / -AF BROWN / LIGHT GREY
- OUTER TERMINAL
  - LF170 073-A Cu 125 60
  - LF170 073-G Cu/Ag 125 60
  - LF170 056-B Cu 15 35
  - LF170 056-C Cu 30 35

**Inner Terminal / Outer Terminal**
- Threaded hole M8 for pullling wire

**Draw Rod System / Outer Terminal**
- Threaded hole M8 for pullling wire
- Upper draw rod
- Lower draw rod

**End Shield**
- Additional joint on request

**Drawing Details**
- Position of test tap
- Position of oil sample valve

---

**Revision Details**
- Sheet no.: 1
- Title: GOE-1050-750-5000-0
- Language: EN
- Responsible department: PGCO/BK

---

**Document Control**
- Modified by: iladmin
- Preprared: Oscar Andersson
- Approved by: Natalia Gutman
- Revised: 2017-10-27
- Take over department: PGCO/BK

---

**Symbols**
- A-A
- Earthed layer
- Earthing hole M12
- Position of oil sample valve
- 8 mounting holes Ø20
- 4 mounting holes Ø420
- Ø511
- Ø495
- Ø225