
















3. See chapter Dimension drawings for the dimensions of the flange and the
required opening in the mounting plate. Attach the mounting template from
the flange mounting kit package onto the mounting plate.
Make the opening and drill the holes for the mounting screws. Consider the
hole size for the Rivet or Kalei nuts (not included in the delivery). Remove the
mounting template.
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4. Attach chains to the drive lifting holes and lift the drive with a lifting device
onto the opening in the mounting plate.

5. Attach the bottom bracket with one screw.

  
 (4.4 lb·ft)
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6. Attach the top bracket with one screw.

 
 (4.4 lb·ft)

7. Attach the rest of the mounting screws. Remove the chains.

 
 (4.4 lb·ft)

Mechanical installation 31



￭ Frames R6 and R8

Installation procedure

1. Attach the gasket (a).
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2. IP20 (UL Open Type): Install the sealing screws.

 (2.2 lb·ft) (2.2 lb·ft)

3. Attach the side brackets (b).

 (4.4 lb·ft)
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4. Attach the top (c) and bottom (d) brackets to the side brackets, first the inner
side (1, the side that touches the drive), then the outer side (2).

 (4.4 lb·ft)
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5. See chapter Dimension drawings for the dimensions of the flange and the
required opening in the mounting plate. Attach the mounting template from
the flange mounting kit package onto the mounting plate.
Make the opening and drill the holes for the mounting screws. Consider the
hole size for the Rivet or Kalei nuts (not included in the delivery). Remove the
mounting template.
The three holes on top of the mounting plate are only needed for the hood in
UL Type 12 installations.
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6. UL Type 12 installation only: Attach the hood to the cooling channel.

3 4

1 2 1 2

3 × M6 nut
6 N·m (4.4 lb·ft)

Back1

Front2

Back: View from top3

Back: View from bottom4
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7. Attach chains to the lifting holes of the flange and lift the drive with a lifting
device onto the opening in the mounting plate.

8. Attach the bottom bracket with one screw.

·  (4.4 lb·ft)
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9. Attach the top bracket with one screw.

 (4.4 lb·ft)

10. Attach the rest of the mounting screws. Remove the chains.

 (4.4 lb·ft)
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Dimension drawings

Contents of this chapter
This chapter contains the dimension drawings of the flange mounting kits and
required openings in the mounting plate.
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Frame R3, IP21 (UL Type 1)
The main dimensions of the flange are shown below. They are the same for
ACS880-11, ACS880-31, ACH580-31 and ACQ580-31. For the dimensions of the
drive, see the hardware manual.
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￭ Attaching points and opening dimensions, frame R3
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Frame R6, IP 21 (UL Type 1)
The main dimensions of the flange are shown below. They are the same for
ACS880-11, ACS880-31, ACH580-31 and ACQ580-31. For the dimensions of the
drive, see the hardware manual.
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￭ Hood

UL Type 12 installation requires installing the hood at the back of the drive. Not
needed in IP55.
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￭ Attaching points and opening dimensions, frame R6
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Frame R8, IP21 (UL Type 1)
The main dimensions of the flange are shown below. They are the same for
ACS880-11, ACS880-31, ACH580-31 and ACQ580-31. For the dimensions of the
drive, see the hardware manual.
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￭ Hood

UL Type 12 installation requires installing the hood at the back of the drive. Not
needed in IP55.
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￭ Attaching points and opening dimensions, frame R8
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Further information
—

Product and service inquiries
Address any inquiries about theproduct to your local ABB representative, quoting
the type designation and serial number of the unit in question. A listing of ABB
sales, support and service contacts can be found by navigating to
www.abb.com/searchchannels.

Product training
For information on ABB product training, navigate to
new.abb.com/service/training.

Providing feedback on ABB manuals
Your comments on our manuals are welcome. Navigate to
new.abb.com/drives/manuals-feedback-form.

Document library on the Internet
Youcan findmanuals andotherproductdocuments inPDF formaton the Internet
at www.abb.com/drives/documents.
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