**Bushing Data:**

- **Rated Voltage:** 550 kV
- **Phase-to-earth Voltage:** 850 kV
- **Dry Lightning Impulse:** 1,2/50μs 1675 kV
- **Max Switching Impulse:** 1,2/50μs 1675 kV
- **Max Power Frequency AC:** 750 kV
- **Routine test dry at 50Hz:** 750 kV
- **Rated Current:** 2500 A
- **Creepage Distance, normal:** 17700 mm
- **Creepage Distance, minimum:** 17350 mm
- **Mass, bushing excl. accessories:** 1300 kg

**Ordering Data:**

- **Bushing: Fixed Bottom Contact**
  - TEST TAP
  - Composite
- **Outer Terminal**
  - MATERIAL: Cu/Sn 60
- **Draw Rod System**
  - Lower draw rod: 1ZSC027906-AAH
  - Upper draw rod: 1ZSC027906-AAA
- **Fixed Bottom Contact**
  - Epoxy insulated
- **Inner Terminal**
  - No
- **End Shield**
  - Epoxy insulated
- **Corona Shield**
  - 1ZSC026907-AAU

---

**Threaded hole M8 for pulling wire**

---

**Fixed Bottom Contact**

---

**End shield used with Fixed Bottom contact can not be attached to contact.**

---

**For Earthing**

---

**Position of test tap**

---

**Overall length of CT**

---

**Epoxy insulated**

---

**Threaded hole M4**

---

**M12 (6x)**

---

**For Earthing**

---

**Position of test tap**

---

**Overall length of CT**

---