TYPICAL WIRING DIAGRAM RAINPROOF POWER OUTLET
et e | wooew no. UD01

DN RECEPTACLE
20 AMPS
240 VOLTS A—-C
TYPE 3R ENCLOSURE
WHEN CABINET HAS PROVIGION
“s FOR A CONDUIT HUB.SELECT
FROM CHART BELOW.

RECEPTACLE
LISTED

EQUIF POWER OUTLET CONOUIT |CLOSURE
G6FL S| 7E CAF

USE COPPER WIRE ONLY  —

#1114

USE ONLY 60 DEG.C (140 DEG.F) DAN G E R
CONDUCTORS ON ALL FIELD INSTALLED

LINE, LOAD AND NEUTRHAL TERMINATIONS.

HAZARD OF ELECTRICAL

SHOCGK OR BURN. TURN OFF

WIRE RANGE POWER BEFORE WORKING

COPPER INSIDE THIZ EQUIFMENT.
CONNECTOR SOLID | STRANDED
LINE-G5HR 12-9 12-4 MIDWEST ELECTRIC PRODUCTS,INC.
LOAD-PLUG —_ — P.0. BOX 910
o MANEKATO, MN 56002 — 09310

NELITRAL —NONE - WA, MIDWE STELECTRIC.COM
EQUIP_GRD_—GLZ2 128 122

LUG TIGHTENING TORQUE C(LB-INJ
SCREW TYPE WIRE SIZE | TDRRUE
14-1n J2-35

sLOT 8 J6—48
6-4 41-45
e L EE | | unpoooons <8,




