1) M12 (For Earthing)
2) Ø4 Oil connection hole (only valid for horizontal mounting)

Bushig Data:
- Rated Voltage: 100 kV
- Phase to Ground Voltage: 58 kV
- Dry Lightning Impulse: 380 kV
- Rated Current: 800 A
- Creepage Distance: 221 ± 70 mm
- Creepage Distance Protected: 870 mm
- Marking: 
  - NF

Ordering Data:
- BUSHING: COLOUR AIR INSULATOR
  - LF123025-L: BROWN
  - LF123025-L: LIGHT GREY
  - LF123025-L: BROWN (Horizontal 45°-90°)
  - LF123025-L: LIGHT GREY (Horizontal 45°-90°)
- OUTER TERMINAL: Material: L
  - LF 170 002-4: Cu Alloy Ø 50 125
  - LF 170 001-4: Cu Ø 50 125
- OTHER TYPES ON REQUEST
- INNER TERMINAL FOR STRANDED CABLE
  - For brazing: Conductor area: 01
    - LF 110 041-6: up to 150mm² Ø 16
    - LF 110 041-4: Un drilled with pilot hole Ø 4
  - For crimping or brazing: Conductor area: 01
    - LF 110 040-4: 50mm² Ø 11
    - LF 110 040-4: 70mm² Ø 13
    - LF 110 040-4: 95mm² Ø 15
- SOLID ROD CONNECTOR: Material
  - LF 170 009-6 for A4-1 Cu
  - LF 170 009-6 for A4-2 Cu

Specifed by:
- Design:
- Material:
- Appropriate:

Approved:

Drawn by:

Prepared by:

Printed:

Copyright © ABB Technology Ltd.