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Summary 
This update includes improved controller re-addressing, 30 day demo licensing period after install and support for 

decimal Analog Input  scaling values. 

 

 

Features 

30 DAY DEMONSTRATION LICENSING PERIOD 
CXproᴴᴰ can now be installed and run for a period of 30 days without the need to apply a license. Once the 30 day time 

period has elapsed, CXproᴴᴰ will not launch unless a valid license is applied. 

  

 

ANALOG INPUT SCALING IMPROVEMENTS 
It is now possible to use decimal values for the low and high strategy values of Analog Inputs 

 

Note: Decimal values on these parameters are supported with Firmware version 9.3.6 or later. 

 

  

https://solutions.abb/HVAC-Building-Automation
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FIRMWARE UPGRADE IMPROVEMENTS 
The ability to batch upgrade firmware for both FLX and FusionAir devices has been added to this version. 

 

 

SET POINT ADDITION IMPROVEMENTS 
It is now possible to add a Set Point  module directly to an existing strategy module. To do this: 

1. Right click a module Input  node 

 

2. Select ‘Add Set Point ’ from the context menu . 

 

3. In the Set Point dialog , select the required options or ‘Ok ’ for default options 

 

https://solutions.abb/HVAC-Building-Automation
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RESOLVED ISSUES 

ST-11490 (CCB-1530)  Added support for changing an MSTP address without losing database point information. 

ST-11575 (CCB-1602)  Fixed issue with swapping strategy associations when controller address is changed. 

ST-11544 (CCB-1570)  Updated BACnet Explorer  to show status when writing property values. 

ST-11496 (CCB-1533)  Fixed issue where Simulation was disabled for Macros. 

ST-11510 (CCB-1540)  Added ability to resize the Database Interface  window. 

ST-11509 (CCB-1552)  Fixed issue with Default Temperature units  for some sensors. 

ST-11545 (CCB-1570)  Fixed issue where pressing the Enter key closed the BACnet Explorer . 

ST-11508 (CCB-1546)  Added information about localization settings for Equation Module  dialog and property help .  

ST-11495 (CCB-1533)  Fixed issue where FLX Module Outputs  were not simulating the correct values. 

ST-11570  Implemented ReadPropertyMultiple for Mass Commissioning of devices. 

ST-11562  Implemented ReadPropertyMultiple for BACnet Properties  window. 

ST-11493  Added support for Retain on Reboot  for Multi State Values. 

 

Customer Impact 
Customers affected by any of the issues listed here should update to v1.07.07 as soon as is practical. 

https://solutions.abb/HVAC-Building-Automation

