**BUSHING DATA**

- **Rated voltage:** 245 kV
- **Max phase to earth voltage:** 146 kV
- **Rated current:** 2000 A
- **Lightning impulse:** 950 kV
- **Switching impulse, wet:** 650 kV
- **Power frequency, wet:** 425 kV
- **Power frequency, 1 min, dry:** 490 kV
- **Creepage distance:** 6820 mm
- **Mass:** 570 kg

**ORDERING DATA**

- **BUSHING:** LF11199-4 Brown
- **OUTER TERMINAL:** LF110073-AC D=42, Cu/Sn
- **BOTTOM CONTACT:** 4649131-S Cu

---

**Diagram Details:**
- View B
  - Earthed layer: Cu
- View A
  - M12

---

**ABB**

---

**Language:**
- **English**

---

**Revised:**
- Date: 2012-11-13
- Responsible department: PROD

---

**GOEB 900**

---

**Document no.:** 20120918-654321

---

**ABB**

---

**Language:**
- **English**

---

**Date:** 2012-11-13

---

**Edition:**
- Sheet no.: 1

---

**A-B-C-D**

---

**Dimensions:**
- View B: Earthed layer
- View A: M12

---

**Material:**
- **Bushing data updated**

---

**Title:** Bushing

---

**Rev.:**
- Date: 2012-11-09
- Responsible department: PROD

---

**Approve by:**
- Niklas Olsson
- Date: 2012-11-13

---

**Modified by:**
- Date: 2012-09-18
- Department: PPC/BK

---

**Prepared by:**
- Date: 2012-09-18
- Department: PPC/BK

---

**Language:**
- **English**

---

**Copyright:**
- ABB 2010

---

**Document:**
- 20120918-654321

---

**Page dimensions:**
- Width: 1190.5 mm
- Height: 841.9 mm