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TYPE APPROVAL CERTIFICATE 
Certificate no.: 
TAE0000298 
Revision No: 
4 
 

 
This is to certify: 
that the Frequency Converter 
 
with type designation(s) 
ACS880LC 
 
issued to 

ABB Oy, Drives  
Helsinki, Finland 
 
is found to comply with 

DNV rules for classification – Ships, offshore units, and high speed and light craft 
 
 
Application: 
Products approved by this certificate are accepted for installation on all vessels classed by DNV. 
 
 

 

 

      
 
Issued at Høvik on 2025-06-10  
 

 
This Certificate is valid until 2029-08-04.  

DNV local unit: Finland FiS 
 
Approval Engineer: Qiang William Guo 

for DNV  

     
 

 

  

  
 

 

 
This Certificate is subject to terms and conditions overleaf. Any significant change in design or construction may render this Certificate invalid.  
The validity date relates to the Type Approval Certificate and not to the approval of equipment/systems installed.  
   
LEGAL DISCLAIMER: Unless otherwise stated in the applicable contract with the holder of this document, or following from mandatory law, the liability of DNV AS, 
its parent companies and their subsidiaries as well as their officers, directors and employees (“DNV”) arising from or in connection with the services rendered for the 
purpose of the issuance of this document or reliance thereon, whether in contract or in tort (including negligence), shall be limited to direct losses and under any 
circumstance be limited to USD 300 000.  

https://dnvgroup.eu1.adobesign.com/verifier?tx=CBJCHBCAABAArNaoQG8BspX5_Z9fXm9lZ3K33JZ8XrYP


 

 

Job ID: 262.1-025905-5  
Certificate no.: TAE0000298 
Revision No:  4  
 

 

Form code: TA 251 Revision: 2024-11 www.dnv.com Page 2 of 4

 

 

Name and place of manufacturer 

ABB Oy Drives Helsinki, Finland ABB Beijing Drive Systems Co.; Ltd Beijing, China 

ABB AS Jüri, Harjumaa, Estonia  

 

Product description 
The ACS880LC drive modules (-x04/-xx04LC) and drive cabinets (-x7/-x07-xx07LC) for controlling asynchronous AC 
induction motors, synchronous motors with external excitation, permanent magnet motors, AC induction servomotors 
and ABB synchronous reluctance motors (SynRM motors) 
 

Voltage: 400…690V 
Voltage tolerance: Steady state ±10%, transient state -15% to +20% of nominal AC voltage 
Frequency: 50/60 Hz  
Frequency tolerance: Steady state ±5%, transient state ±10% 
Ambient temperature: 0-45°C, derating 0.5% / °C for ambient temperatures 45-55 °C 
Humidity: 0-95%, no condensation 
Vibration class: A (See application / limitation) 
EMC class: IEC 61800-3 C4 (see application limitation) 
Ingress protection: IP00. For cabinets ending xx7: IP42, optional IP54 (See application / limitation) 

 

Modules/cabinets: 
Type 
designation 
(module form 
factor) 

Type 
designation 
(cabinet form 
factor) 

Type Voltage   
(V)  

 Rated 
current (A) 

Power (kW)  Frame configuration 

ACS880-
104LC 

ACS880-
107LC 

Inverter (INU) 400-690 62-6460 45-6000 1*R7i...8*R8i 

ACS880-
204LC 

ACS880-
207LC 

IGBT supply 
(ISU) 

400-690 153-5810 105-6874  1*R7i…8*R8i 

ACS880-
304LC 

ACS880-
307LC 

Diode supply 
(DSU) 

690 820-5940 
490-6000 

932-6784 
559-6849 

1*D8D…8*D8D 
1*D8T…8*D8T 

ACS880-
604LC 

ACS880-
607LC 

Brake unit 525/690 N/A 404-2422 1*NBRW-669… 
6*NBRW-669 

ACS880-
604LC 

ACS880-
607LC 

Brake unit 690 N/A 870-6500 1*R8i…5*R8i 

N/A ACS880-
1007LC 

Liquid cooling 
unit 

400/690 N/A 70-195 (cooling 
power) 

N/A 

ACS880-
1604LC 

ACS880-
1607LC 

DC-DC 
converter 
(DDC) 

400-690 150-1800 76-1581 1*R7i…2*R8i 

 

Single drives: 
Type designation  Voltage (V)   Rated current (A) Power (kW)  Frame configuration 

ACS880-07CLC 690 390-6460 355-6000 1*D8D+1*R8i…8*D8D+8*R8i 

ACS880-07LC 690 390-6460 355-6000 1*D8T+1*R8i…6*D8T+8*R8i 

ACS880-17LC/ACS880-37LC 690 390-6260 355-6000 1*R8i+1*R8i….8*R8i+8*R8i 

 

Application / limitation 

Electro Magnetic Compatibility: 
Converter to be installed in "special distribution zone" and "general power distribution zone", in accordance with IEC 
60533 provided measures are taken to attenuate these effects on the distribution system so, the safe operation is 
assured. Planned EMC measures shall be submitted for approval prior to installation onboard. 
 
Guidance Note: 
The EMC measures should be derived from an EMC analysis and plan in accordance with IEC 60533 Annex B and /or 
IEC 61800-3 Annex E. 
End of Guidance note 
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Vibration 
With using ABB accessory kit it is possible to build up the compatible product. 

Ingress protection requirements: 
To be installed in an enclosure with an IP degree in accordance with DNV Rules w.r.t. location. 

Heaters must be included inside the cabinet. 

THD 
The drive should be protected by a dedicated transformer or a dedicated filter to reduce the harmonics to an acceptable 
level in accordance with the limits of 61000-2-4 class 2. Especially when built with ACS880-304/307 DSU as supply unit 
and ACS880-07LC/CLC single drives. Note: IGBT supply units (ISU’s) have generally lower harmonics. 
 
Product certification: 
Frequency converters larger than 100kW serving important or essential equipment are subjected for additional case by 
case product certification. Documentation to be submitted for plan approval shall be according DNV ship rules Pt.4 Ch.8 
or DNV offshore standard D201 as below: 

 Reference to this Type Approval Certificate 
 Functional description for the intended use, configuration and interface (e.g. alarms, monitoring and auxiliary 

               power supplies) 
 Test program for routine tests and functional tests 
 If additional components to the type approved frequency converter are delivered, documentation according to 

              DNV rules Pt.4 Ch.8 Sec.1 table 7, edition July 2024 shall be submitted for review. 
 
During product survey the following routine tests as per DNV RU-SHIP Pt.4 Ch.8 Sec.7 Table 5, edition July 2024 shall 
be performed. 
 
Type Approval documentation 

Technical info: 
ABB Drives – ACS880-07CLC, presentation from ABB. 
Hardware manual – ACS880-104LC inverter modules. 
Test reports: 
ABB test reports nos. 3AXD10000730962 dated 2019-08-01, 3AXD10001155135 dated 2020-05-18, AXD10001233627 
dated 2020-10-01, 3AXD10001159972 dated 2020-05-18, 3AXD10001175718 dated 2020-08-26, 3AXD10001258463 
dated 2020-11-12, 9ADG119586-10124 dated 2022-03-16, 3AXD10001587510 dated 2022-04-20, 3AXD10001595451 

dated 2022-09-12, 3AXD10001614569 dated 2022-06-02 
3AXD10000575482, dated 2017-05-19, 3AXD10000730962, dated 2018-06-14, 3AXD10000733140, dated 2018-08-10, 
3AXD10000737173, dated 2018-05-29, 3AXD10000746500, dated 2018-06-14, 3AXD10000808563, dated 2019-06-05, 
3AXD10000894763, dated 2019-04-26, 3AXD10000902442, dated 2019-05-22, 3AXD10000902442, dated 2019-05-22, 
3AXD10000908840, dated 2019-05-07, 3AXD10000930972 dated 2019-06-12, S880-207LC-1180A-7 dated 2019-06-
14, 3AXD10000687698, dated 2017-05-19,3AXD10000698272 dated 2017-09-15, 3AXD10000653689 dated 2018-01-
04, 3AXD10000649643 dated 2017-12-14, 3AXD10000659405 dated 2017-12-18, 3AXD10000648620 dated 2017-09-
19, 3AXD10000659402 dated 2017-12-18, 3AXD10000624266 dated 2017-12-12, 3AXD10000599323 dated 2017-03-
17, 3AXD10000661945 dated 2017-12-11, 3AXD10000625359 rev. 2 dated 2017-08-08, 3AXD10000592161 rev. A 
dated 2017-02-21, 3AXD10000552845 & 3AXD10000552846 rev. A dated 2016-10-13, 3AXD10000574977 dated 2017-
02-17, 3AXD1000060270 rev. A dated 2017-03-30, 3AXD10000594591 rev. A dated 2017-03-01 and 
3AXD10000686145 dated 2018-01-25. SGS test reports nos. 289705-1-1 dated 2017-10-06, 289705-2-3 dated 2017-
12-80, 289705-2-4 dated 2018-05-16, 292790-1-3 dated 2017-04-18, 284748-3-1 & 284748-3-2 dated 2016-09-30 and 
2016-10-04. INNVENTIA test report no. 280 680 B dated 2017-11-09. VVT Test report nos. VTT-S-02259-18 dated 
2018-05-28, VTT-S-06943-17 dated 2018-01-24 VTT-S-06945-17 dated 2018-01-19, VTT-S-05213-16 dated 2017-01-
27 & VTT-S-04517-17 dated 2017-08-28. 
Eurofins report nos. EUFI29-1903-T2, EUFI29-19003076-T2 dated 2019-06-17, EUFI29-20001605-T1 dated 2020-
04-23.  
SGS test report nos.  297930-1-3 dated 2019-12-05. 298488-1 dated 2020-06-15, 298488-4 dated 2020-11-09 
HELEM2106000235-4 dated 2021-08-11, HELEM2111000467-3 dated  021-11-11, HELES2112001378-1 dated 2022-
06-16. 
UL test report no 4789375063 dated 2020-02-21. 
Test reports added for revision 4: 
3AXD10001498194 dated 2022-06-21, 3AXD10001506866 dated 2022-04-06, 3AXD10001531997 dated 2021-06-18, 
3AXD10001532081 dated 2021-11-11, 3AXD10001583093 dated 2022-03-16, 3AXD10001595451 dated 2022-12-07, 
3AXD10001614569 dated 2022-09-07, 3AXD10001618902/HELES2112001378-1 dated 2022-06-16, 
3AXD10001618902/HELES2112001378-2 dated 2022-06-16, 3AXD10001618902/HELES2302000219-1 dated 2023-
06-07, 3AXD10001618902/HELES2302000219-2 dated 2023-06-08, 3AXD10001625582 dated 2022-06-21, 
3AXD10001628833 dated 2022-06-21, 3AXD10001788851 dated 2022-11-23, 3AXD10001788872 dated 2022-11-23, 
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3AXD10001790105 dated 2023-02-21, 3AXD10001834512 dated 2023-04-18, 3AXD10001896460 dated 2023-05-09, 
3AXD10001912549 dated 2023-05-04, 3AXD10001925573 dated 2023-10-18, 3AXD10001925576 dated 2023-10-18, 
3AXD10001996302 dated 2023-09-19, 3AXD10002009687 dated 2023-10-18, 3AXD10002015728 dated 2023-09-12, 
3AXD10002052272 dated 2023-10-30, 3AXD10002091830 dated 2023-03-10, 3AXD10002091833 dated 2023-03-10, 
3AXD10002091841 dated 2023-03-10, 3AXD10002103994 dated 2023-03-17, 3AXD10002106595 dated 2023-09-15, 
3AXD10002106609 dated 2023-11-10, 3AXD10002106990 dated 2023-11-10, 3AXD10002127819 dated 2024-02-27, 
3AXD10002199480 dated 2024-09-26, 3AXD10002255478 dated 2024-08-29, 3AXD10002288363 dated 2024-10-14, 
3AXD10002288370 dated 2024-10-14, 3AXD10002296904 dated 2024-09.11, 3AXD10002298913 dated 2024-09-05, 
3AXD10002390310 dated 2024-11-25, 3AXD10002390314 dated 2024-12-04, 3AXD10001492654 dated 2021-10-07,  
3AXD10001784859 dated 2022-12-16, 3AXD10001966253 dated 2023-04-21, 3AXD10001969815 dated 2023-04-21, 
3AXD10002044641 dated 2023-06-09, 3AXD10001451929 dated 2022-06-28, 3AXD10001426791 dated 2022-04-05. 
 

Tests carried out 

General type tests in accordance with IEC 61800-2 edition 3.0 and 61800-5-1 edition 2.1 including Full Current Test and 
Heat run test.  

Environmental tests including Power Supply Variation, Power Supply Failure, Dielectric, EMC (immunity and emission), 
Vibration, Low temperature and Damp heat. Test arrangement according to IACS UR E10 Rev.9: 2023 

According to DNV Rules Pt. 4 Ch. 8, Sec. 7, edition July 2024,Table 5, also fault clearing capability for ACS880-
204/207LC, when utilized as AC grid supply, has been tested (Pt. 4 Ch. 8, Sec. 7,edition July 2024, Table 4, Test 10) for 
fault clearing capabilities. 
 

Marking of product 

ABB Oy – Type designation – Output – Input – IP degree 
 
Periodical assessment 

The scope of the periodical assessment is to verify that the conditions stipulated for the Type Approval is complied with 
and that no alterations are made to the product design or choice of materials. 
 
The main elements of the periodical assessment are: 
- Inspection on factory samples, selected at random from the production line (where practicable) 
- Results from Routines (RT) checked (if not available tests according to RT to be carried out) 
- Review of type approval documentation 
- Review of possible change in design, materials and performance 
- Ensuring traceability between manufacturer’s product type marking and Type Approval Certificate. 

Periodical assessment to be performed at 2 and 3.5 year and at renewal. 

END OF CERTIFICATE 
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