SAFETY PRODUCTS

Product change notification
Sentry TSR20(M)

Change of default initial setting of the switch (1) for Off-delay time on TSR20 and TSR20M

The default initial setting for Off-delay time on the switch (1) has been 1.5 s (2) on Sentry TSR20 and TSR20M.

New default initial setting is 0.5 s (3) on the switch (1) on both models. The relays will automatically start up if the switch is unchanged and set on 0.5 s (3), when they receive power on the A1/A2 terminals.

1. Switch for Off-delay time setting.
2. Setting 1.5 s (previous default setting)
3. Setting 0.5 s (new default initial setting)

The following procedure is required to change the setting from 0.5 s to 1.5 s:
1. Connect power to the A1/A2 terminals
2. Move the switch (1) to the “t 1.5 s” position (2)
3. Move the switch (1) back to the “t 0.5 s” position (3)
4. Move the switch (1) to the “t 1.5 s” position (2)
5. Power cycle (power off and on) the safety relay

Affected products:

<table>
<thead>
<tr>
<th>Description</th>
<th>Type</th>
<th>Order code</th>
</tr>
</thead>
<tbody>
<tr>
<td>SENTRY</td>
<td>TSR20</td>
<td>2TLA010061R0000</td>
</tr>
<tr>
<td>SENTRY</td>
<td>TSR20M</td>
<td>2TLA010061R0100</td>
</tr>
</tbody>
</table>

Change date in production (for all models above): 2020-07-06.
For 2TLA010061R0000 is the change made from batch no: 2000000198