ABB MOTION SERVICE

ACS607 to ACS880U Module Upgrade
Sales release note

Modernization with module upgrade is now available for ACS607 Single Drives (R7 to R9). This release allows customers now to upgrade their ACS600 Single Drives installed base with ACS880 technology.

Target market group and benefits

Target group is ACS600 Single drives owners. ACS600 Single drives have been used in wide range of applications in several different industries, such as water & wastewater, chemical, oil & gas, power plants, pulp & paper, rubber etc.

By re-using the existing drive cabinet, cables, fuses and fuse switches the Module Upgrade service helps to keep the waste at minimum. Especially in cases, where physical access to drive is difficult, Module Upgrade allows customers to keep installation costs in control, being sometimes the only possible solution to modernize the existing installation.
### Released types and voltages

Below table lists released type codes for corresponding ACS607 types

<table>
<thead>
<tr>
<th>ACS600 type</th>
<th>ACS880U Module Upgrade type</th>
<th>Material Variant code</th>
</tr>
</thead>
<tbody>
<tr>
<td>400V</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ACS607-0100-3</td>
<td>ACS880U-07S6-0169A-3</td>
<td>3AXD50000666768</td>
</tr>
<tr>
<td>ACS607-0120-3</td>
<td>ACS880U-07S6-0206A-3</td>
<td>3AXD50000666775</td>
</tr>
<tr>
<td>ACS607-0140-3</td>
<td>ACS880U-07S6-0246A-3</td>
<td>3AXD50000666782</td>
</tr>
<tr>
<td>ACS607-0170-3</td>
<td>ACS880U-07S6-0293A-3</td>
<td>3AXD50000666799</td>
</tr>
<tr>
<td>ACS607-0210-3</td>
<td>ACS880U-07S6-0363A-3</td>
<td>3AXD50000666805</td>
</tr>
<tr>
<td>ACS607-0260-3</td>
<td>ACS880U-07S6-0430A-3</td>
<td>3AXD50000667017</td>
</tr>
<tr>
<td>500V</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ACS607-0120-5</td>
<td>ACS880U-07S6-0156A-5</td>
<td>3AXD50000667024</td>
</tr>
<tr>
<td>ACS607-0140-5</td>
<td>ACS880U-07S6-0180A-5</td>
<td>3AXD50000667031</td>
</tr>
<tr>
<td>ACS607-0170-5</td>
<td>ACS880U-07S6-0240A-5</td>
<td>3AXD50000667048</td>
</tr>
<tr>
<td>ACS607-0210-5</td>
<td>ACS880U-07S6-0260A-5</td>
<td>3AXD50000667055</td>
</tr>
<tr>
<td>ACS607-0260-5</td>
<td>ACS880U-07S6-0361A-5</td>
<td>3AXD50000667062</td>
</tr>
<tr>
<td>ACS607-0320-5</td>
<td>ACS880U-07S6-0414A-5</td>
<td>3AXD50000667079</td>
</tr>
<tr>
<td>690V</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ACS607-0100-6</td>
<td>ACS880U-07S6-0098A-7</td>
<td>3AXD50000667086</td>
</tr>
<tr>
<td>ACS607-0120-6</td>
<td>ACS880U-07S6-0119A-7</td>
<td>3AXD50000667093</td>
</tr>
<tr>
<td>ACS607-0140-6</td>
<td>ACS880U-07S6-0142A-7</td>
<td>3AXD50000667109</td>
</tr>
<tr>
<td>ACS607-0170-6</td>
<td>ACS880U-07S6-0174A-7</td>
<td>3AXD50000667116</td>
</tr>
<tr>
<td>ACS607-0210-6</td>
<td>ACS880U-07S6-0210A-7</td>
<td>3AXD50000667123</td>
</tr>
<tr>
<td>ACS607-0260-6</td>
<td>ACS880U-07S6-0271A-7</td>
<td>3AXD50000667130</td>
</tr>
<tr>
<td>ACS607-0320-6</td>
<td>ACS880U-07S6-0271A-7</td>
<td>3AXD50000667130</td>
</tr>
</tbody>
</table>