Bushings Data:

- Rated Voltage: 245 kV
- Phase to earth Voltage: 195 kV
- Dry Lightning Impulse 1.2/50µs: 650 kV
- Wet Switching Impulse: 500 kV
- Wet Power Frequency AC: 245 kV
- Rated Current: 3150 A
- Creepage Distance: 4775 mm
- Mass: 330 kg

Ordering Data:

- BUSHING COLOUR AIR INSULATOR
  - LF120044 - B / - AB
  - BROWN / LIGHT GREY

OUTER TERMINAL:

- LF100 073-1 Al
- LF100 073-1 Ca
- LF100 073-6 Cu

OTHER TYPES ON REQUEST

END-SHIELD

- LF100 045-1 EPOXY INSULATED
- LF100 045-1 UP INSULATED WITH 3mm PRESSBOARD

DRAW ROD SYSTEM

- LF100 050 - LOWER DRAW ROD WITH N1=4 OR N1=6
- LF100 051 - UPPER DRAW ROD

INNER TERMINAL / OUTER TERMINAL

- Cond. area
  - LF100 055-1 A1 125 60 285 1000 830
  - LF100 055-1 B 25 35 350 45 400

- Threaded hole M8 for pulling wire

END-SHIELD

- Outer terminal
- Threaded hole M8 for pulling wire

- Additional joint on request
- Number of holes M12, equipped with thread insert with screw lock, depth 20, for cable lugs.