




































1900462-CR-001 R0

1,182

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

12- 14 ga. Stainless Steel 

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: ABB

UUT 5Model Line: ReliaGear neXT & EntellEon

Model Number: ER9645S & IN4012BL4B3 Serial Number: N/A

Product Construction Summary:

N/A

Options/Subcomponent Summary:

Enclosure - Stainless Steel (PN: ER9645S), Interior Frame (PN:IF4045F ), Bus Stack - 40X, 4 pole, CU bus (PN: IN4012BL4B3), Gutter 

Doors (PN: GC45F40BLA), Front (PN: FT45VF0100), Front (PN: FT45VM0260), Front (PN: FT45S00065), Horizontal Breaker - XT7(PN: 

XT7LU12EQYX000XXX), Horizontal Breaker - XT4 (PN: XT4VU3250BYJ000XXX), Vertical Breaker - XT5 (PN:XT5LU360BAFN000XXX),  

Vertical Main Mounting Kit (VMX545F) 

UUT Properties

Weight

(lb)

Dimension (in) Lowest Natural Frequency (Hz)

Depth Width Height Front-Back Side-Side Vertical

ICC-ES AC156 (2018)

16 47 96 N/A

Test Mounting Details:

N/A

UUT was wall mounted-rigid with four (4) 1/2"-13 grade 5 bolts, washers, and lock washers (torqued to 75ft.-lbs.)

Unit maintained structural integrity and remained functional per manufacturer requirement after shake table test.

Contents were included in testing per operating conditions.
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1900462-CR-001 R0

970

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

NEMA 1 Panel - Cold Formed Carbon Steel

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: ABB

UUT 6Model Line: ReliaGear neXT & EntellEon

Model Number: ER9645A & IN4012BL4H1 Serial Number: N/A

Product Construction Summary:

N/A

Options/Subcomponent Summary:

Enclosure (PN: ER9645A), Interior Frame (PN: IF4045F), Bus Stack - 40X, 4 pole, AL bus (PN: IN4012BL4H1), Door-in-Door 

Deadfront Kit (PN: DD4596AHFS), Door-in-Door Filler Kit (PN: DDFIL45XX33VF), Door-in-Door Filler Support Rail Kit (PN: 

DDSUP36), Horizontal Breaker - XT7 (PN: XT7LU12EQYX000XXX), Horizontal Breaker - XT5 (PN: XT5LU360BAYN000XXX), Horizontal 

Breaker - XT4 (PN: XT4VU3250BYJ000XXX), Horizontal Breaker - XT1(PN: XT1HU3125AYD000XXX), Vertical Breaker - XT7 (PN: 

XT7LU12EQFX000XXX), Vertical Main Mounting Kit (VMX745F), XT1 Spacer Kit (PN: SR1XBF), Spacer (PN: SR02BF)

UUT Properties

Weight

(lb)

Dimension (in) Lowest Natural Frequency (Hz)

Depth Width Height Front-Back Side-Side Vertical

ICC-ES AC156 (2018)

16 45 96 N/A

Test Mounting Details:

N/A

UUT wall mounted-rigid with six (6) 3/8" -16 grade 5 bolts, washers, and lock washers (torqued to 30 ft.-lbs). 

Unit maintained structural integrity and remained functional per manufacturer requirement after shake table test.

Contents were included in testing per operating conditions.
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