1: Holes for mounting of supports for cleats and leads.
2: Shielding rings for insulating levels 650, 750 and 1050 kV only.

<table>
<thead>
<tr>
<th>INSULATION LEVEL (kV)</th>
<th>380</th>
<th>650</th>
<th>750</th>
<th>1050</th>
</tr>
</thead>
<tbody>
<tr>
<td>Dimensions in mm</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>2271 a</td>
<td>2471 a</td>
<td>2671 a</td>
<td></td>
</tr>
<tr>
<td>B</td>
<td>1415 a</td>
<td>1515 a</td>
<td>1615 a</td>
<td></td>
</tr>
<tr>
<td>C</td>
<td>-</td>
<td>155 a</td>
<td>158 a</td>
<td></td>
</tr>
<tr>
<td>D</td>
<td>-</td>
<td>300</td>
<td>494</td>
<td></td>
</tr>
<tr>
<td>E</td>
<td>-</td>
<td>30</td>
<td>36</td>
<td></td>
</tr>
<tr>
<td>H</td>
<td>-</td>
<td>580</td>
<td>586</td>
<td></td>
</tr>
</tbody>
</table>

a) For mounting on active part use A+85, B+85, and C+85 (See also drawing 54920086-1)
15 AND 16 POSITIONS

17 AND 18 POSITIONS

19 AND 20 POSITIONS

21 AND 22 POSITIONS

ADDITIONAL DRAWINGS:

Connection Diagrams: See Technical Guide UC
Mounting on active part: 54920086-1
Accessories: 54920086-2
Motor drive 1U: 5493001-1
Motor drive 1U2: 5493001-2 or -3
Motor drive 1U3: 5493001-4
External Drive shaft: 54920083-4
Pressure Relay: 54920083-2
Bevel Gear: 54920083-1

Date / Approved
2019-03-12
Responsible department
PGCO/TK

ABB
54920085-8

TAP-CHANGER UCL
-LR (2PHASE) XXXX/900,925/III 5-22 positions

Document No.

Revision
C

Language
EN

Sheet
3/3

We reserve all rights to this document and in the information contained therein. Reproduction, use or disclosure to third parties without express authority is strictly forbidden. © Copyright 2015 ABB. All rights reserved.