This document is issued by means of a computerized system. The digitally stored original is electronically approved. The approved document has a date entered in the "Approved" field. A manual signature is not required.

The information contained in this document has to be kept strictly confidential. Any unauthorized use, reproduction, distribution or disclosure to third parties are strictly forbidden. ABB reserves all rights regarding Intellectual Property Rights.

© Copyright 2013 ABB. All rights reserved.

---

**Bushing Data:**

- **Bushing Type:** SF6 insulated
- **Insulator material:** Composite

**Rated Voltage:**
- ac (only): 145 kV
- dc (only): 150 kV

**Combined voltage (U_{\text{m}}):**
- Lightning Impulse: 550 kV
- Dry Switching Impulse: 375 kV

**Dry Power Frequency (60 sec / 1 hour):**
- Pole-to-ground: 260 kV

**Polarity Reversal:**
- 260 kV

**Rated Current:**
- DC Withstand Voltage 2 hour: 150 kV

**Capacitance C:**
- 90 pF ±10%

**Filling Pressure at 20°C:**
- 0.5 MPa abs.

**Mass of filling density approx.:**
- 124 kg

**Mass empty approx.:**
- 121 kg

**Verification of capacitance and tanδ must be performed with insulating flange.**

---

**Rating plate:**

- **Bushing type:** SF6 insulated
- **Insulator material:** Composite

**Rated Voltage:**
- ac (only): 145 kV
- dc (only): 150 kV

**Combined voltage (U_{\text{m}}):**
- Lightning Impulse: 550 kV
- Dry Switching Impulse: 375 kV

**Dry Power Frequency (60 sec / 1 hour):**
- Pole-to-ground: 260 kV

**Polarity Reversal:**
- 260 kV

**Rated Current:**
- DC Withstand Voltage 2 hour: 150 kV

**Capacitance C:**
- 90 pF ±10%

**Filling Pressure at 20°C:**
- 0.5 MPa abs.

**Mass of filling density approx.:**
- 124 kg

**Mass empty approx.:**
- 121 kg

**Verification of capacitance and tanδ must be performed with insulating flange.**