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1   What is Needed to Perform the
Update? 

 
To perform the CPU's firmware update, the following materials are needed:

Part number Type Description

1SAP 180 100
R0001

MC502 MC502, SD Memory Card

1TNE 968 901
R0100

MC503 MC503, SD-Card adaptor (for eCo CPU
only)

1SAP 180 200
R0001

TK501 TK501, Programming cable, D-Sub / D-Sub

1SAP 193 000
R0001

DM-TOOL PS501-PROG, Control Builder AC500,
V2.1.x Programming software German /
English / French or DM-TOOL, Automation
Builder SW from V1.0 (USB-DRIVE
including online help and documentation
files)

1SAP 190 800
R0230

FW5xx-
UPDA

Self-extracting ZIP data file FW V2.3.0 only
for AC500 CPU with onboard ETH with
rubric R0271 and AC500-eCo CPU with
onboard ETH

- PC-Accesso-
ries

SD-Card reader/writer for PC to create SD
Card Files

What is Needed to Perform the Update?
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1. Download the file [1SAP190800R0230.zip] from ABB Website and open it.
Unpack the files to an arbitrary directory of your PC.

ð 2 Files ([SDCard_ create_FW_V2_x_x_to_V_2_3_0.exe] and
[3ADR025122M9901.pdf]) are unpacked from the ZIP file.

2. Put the SD Memory Card MC502 into the SD Card reader connected to your
PC.

3. Launch the file [SDCard_ create_FW_V2_x_x_to_V_2_3_0.exe] by double-
clicking it and select the drive of the SD Memory Card as destination.

ð The needed file structure is automatically created on the MC502 SD
Memory Card.

What is Needed to Perform the Update?
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2   Updating the CPU 
 

The functionalities of the SD
Memory Card are described in
detail inside the AC500's Online
Help‚ "System Technology of the
CPUs" in section "The SD Memory
Card in AC500".

This documentation decribes only
the Firmware Update procedure. In
order to be able to use the newest
functions of the AC500 and
AC500-eCo, the CPU Boot-Code /
Firmware, Onboard I/O, RTC / Dis-
play Firmware have to be updated.

Updating the CPU

17.06.2013CPU Firmware Update Description AC500 / AC500-eCo6



2.1   Variants of the Update 
 

The Firmware Update could be performed both only with SD Memory Card by
booting the PLC or through PLC Browser commands and plugged SD Memory
Card into the PLC. The following table shows the update possibilities:

Device / File SD Memory Card +
Power ON

PLC-Browser Com-
mand + SD Memory
Card

CPU – Bootcode No sdboot x
(x = according to version;
e.g. sdboot 2_3_0)

CPU – Firmware Yes sdfirm x
(x = according to version;
e.g. sdfirm 2_3_0)

CPU – Display

(for PM57x, PM58x and
PM59x only)

Yes sddisplay x
(x = according to version;
e.g. sddisplay 2_5)

Communication Module
Firmware

Yes sdcoupler x
(x = 1..4 = external Com-
munication Module 1..4)

Onboard I/O – Firmware

(for PM55x and PM56x
only)

Yes sdonboardio x
(x = according version;
e.g. sdonboardio
1_1_4)

RTC – Firmware

(for TA561-RTC and
TA562-RS-RTC as
accessory for PM55x and
PM56x)

Yes sdrtcbat x
(x = according version;
e.g. sdrtcbat 1_6)

Updating the CPU
Variants of the Update
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 CAUTION!

Risk of damages to the CPUs or Communication Modules!
Never switch off the power of the CPU during update process. During the
update of the display firmware, the CPU is powered off and on again automati-
cally.

2.1.1   Updating the Firm-
ware on Boot-Up 

 

To perform the Firmware Update
without using the PLC-Browser com-
mands, please follow theses steps:

1. Turn the power of the CPU off.

2. Insert prepared SD Memory
Card into the CPU. The file
sdcard.ini on the SD
Memory Card contains settings
that automatically perform the
update.

3. Turn the power of the CPU on.

ð Updates operation starts
(green LED flashing =
reading from SD Memory
Card / red and green LED
flashing fast = flash
process)

Updating the CPU
Variants of the Update > Updating the Firmware on Boot-Up
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 Valid only for
AC500-eCo CPUs
PM5x4 with firmware
version < V2.x.y
– The 1st Update

operation has been
finished when the
red LED is flashing
slowly.

– Power off the CPU
and power it on
again without
removing the SD
Memory Card

4. Remove the SD Memory Card
and reboot the PLC with the new
firmware.

Update Results

Suc-
cess

Green LED is flasing slowly
(only if all updates were have
been performed successfully)

Error Red LED is flashing slowly
(only even if one update has
not been performed correctly)

2.1.2   Updating the Firm-
ware in Online Mode
via PLC-Browser 

 

To perform the Firmware Update with
the PLC-Browser, you have to be
logged in into the PLC with your PC.

1. Open the PLC-Browser window
by double-clicking it.

2. Insert prepared SD Memory
Card into the CPU.

3. Enter the PLC-Browser com-
mand and proceed with
[RETURN] key, e. g. sdfirm
2_3_0

Updating the CPU
Variants of the Update > Updating the Firmware in Online Mode via PLC-B...
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ð The firmware is updated.
After the updating process
has been finished, done is
shown in the PLC Browser
window.

 Valid only for
AC500-eCo CPUs
PM5x4 with firmware
version < V2.x.y
– At first, the CPU

has to be updated
to firmware V2.0.x.

– After that, the CPU
has to be restartet.

– Now, any module
can be updated as
described in this
chapter.

4. Remove the SD Memory Card
and reboot the PLC with the new
firmware.

To get some information about the
firmware version of the PLC, enter
the command rtsinfo into the
PLC-Browser.

Updating the CPU
Variants of the Update> Updating the Firmware in Online Mode via PLC-B...
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2.2   Currently Released Versions 
 

The following table contains the overview of the currently newest versions:

Device Bootcode Firmware Display RTC Onboard I/
O

PM554 V1.3.0 V2.3.0 - V1.6 V1.1.4

PM564 V1.3.0 V2.3.0 - V1.6 V1.1.4

PM554-
ETH

V2.0.2 V2.3.0 - V1.6 V1.1.4

PM564-
ETH

V2.0.2 V2.3.0 - V1.6 V1.1.4

PM572 V2.3.0 V2.3.0 V2.5 - -

PM573-
ETH

V2.3.0 V2.3.0 V2.5 - -

PM582 V2.3.0 V2.3.0 V2.5 - -

PM583-
ETH

V2.3.0 V2.3.0 V2.5 - -

PM590-
ETH

V2.3.0 V2.3.0 V2.5 - -

PM591-
ETH

V2.3.0 V2.3.0 V2.5 - -

PM592-
ETH

V2.3.0 V2.3.0 V2.5 - -

Updating the CPU
Currently Released Versions
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2.3   The File
SDCARD.INI  

The SDCARD.INI data file for the
update of the AC500-CPU has the
below shown entries. These entries are
the default settings for the newest
released firmware version. We recom-
mend not to change them.

[Status]
;(*SDcard function: 2 = 
Update*)
FunctionOfCard=2    

[FirmwareUpdate]
;(*Update CPU Firmware with 
below given values -> 2 = 
Version different*)
CPUPM5x1=2    
;(*Update CPU Firmware with 
below given values -> 2 = 
Version different*)        
Display=0    
OnboardIO=0    
RtcBatt=0        
Coupler0=0            
Coupler1=0            
Coupler2=0            
Coupler3=0            
Coupler4=0            

[UserProg]
UserProgram=0
RetainData=0
PersistentData=0
ConfData=0
CouplerConfig0=0
CouplerConfig1=0
CouplerConfig2=0
CouplerConfig3=0
CouplerConfig4=0

[PM554]         ;(*CPU 
type*)
VERSION=2_3_0        ;(*CPU 
frimware version*)
PLCBOOT=1_3_0        ;(*CPU 
bootcode version*)
ONB_IO=1_1_4         ;
(*Onboard IO version*)
RTC_BATT=1_6         ;
(*RTC_Batt version*)

[PM554ETH]
VERSION=2_3_0
PLCBOOT=2_0_2
ONB_IO=1_1_4
RTC_BATT=1_6

[PM564]
VERSION=2_3_0
PLCBOOT=1_3_0
ONB_IO=1_1_4
RTC_BATT=1_6

[PM564ETH]
VERSION=2_3_0
PLCBOOT=2_0_2
ONB_IO=1_1_4
RTC_BATT=1_6

[PM572]
VERSION=2_3_0
PLCBOOT=2_3_0
DISPLAY=2_5    

[PM573ETH]
VERSION=2_3_0
PLCBOOT=2_3_0
DISPLAY=2_5    

[PM582]
VERSION=2_3_0 
PLCBOOT=2_3_0

Updating the CPU
The File SDCARD.INI
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DISPLAY=2_5    

[PM583]
VERSION=2_3_0
PLCBOOT=2_3_0
DISPLAY=2_5    

[PM590ETH]
VERSION=2_3_0
PLCBOOT=2_3_0
DISPLAY=2_5

[PM591ETH]
VERSION=2_3_0
PLCBOOT=2_3_0
DISPLAY=2_5

[PM592ETH]
VERSION=2_3_0
PLCBOOT=2_3_0
DISPLAY=2_5    

Updating the CPU
The File SDCARD.INI
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2.4   Data Structure of the SD Memory Card 
 

Directory Data File Comments

Root SDCARD.I
NI

Configuration data from the SD
Memory Card

FIRMWARE
\PM554\2_3_0\

Pm55x.gz
a

FW V2.3.0, 2013-04-19 (Build: 12400)

FIRMWARE
\PM554\1_3_0\

Pm55xB.g
za

Boot V1.3.0, 2011-05-26

FIRMWARE
\PM554\ONB_IO\1_1_4\

FIRMWARE
\PM554\ONB_IO\

5500.app OnboardIO FW V1.1.4, 2011-09-05

FIRMWARE
\PM554\RTC_BATT\1_6\

RtcBatt.ap
p

RTC FW V1.6, 2011-05-26

FIRMWARE
\PM564\2_3_0\

Pm55xE.g
za

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE
\PM554\1_3_0\

Pm55xEB.
gza

Boot V1.3.0, 2011-05-26

FIRMWARE\PM564
\ONB_IO\1_1_4\

FIRMWARE\PM564
\ONB_IO\

5501.app OnboardIO FW V1.1.4, 2011-09-05

FIRMWARE
\PM564\RTC_BATT\1_6\

RtcBatt.ap
p

RTC FW V1.6, 2011-05-26

FIRMWARE\PM554ETH
\2_3_0\

Pm55xE.g
za

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE\PM554ETH
\2_0_2\

Pm55xEB.
gza

 

Updating the CPU
Data Structure of the SD Memory Card
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Directory Data File Comments

FIRMWARE\PM554ETH
\ONB_IO\1_1_4\

FIRMWARE\PM554ETH
\ONB_IO\

5500.app OnboardIO FW V1.1.4, 2011-09-05

FIRMWARE\PM554ETH
\RTC_BATT\1_6\

RtcBatt.ap
p

RTC FW V1.6, 2011-05-26

FIRMWARE\PM564ETH
\2_3_0\

Pm55xE.g
za

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE\PM564ETH
\2_0_2\

Pm55xEB.
gza

Boot V2.0.2, 2011-05-26

FIRMWARE\PM564ETH
\ONB_IO\1_1_4\

FIRMWARE\PM564ETH
\ONB_IO\

5501.app OnboardIO FW V1.1.4, 2012-02-20

FIRMWARE\PM564ETH
\RTC_BATT\1_6\

RtcBatt.ap
p

RTC FW V1.6, 2011-05-26

FIRMWARE
\PM572\2_3_0\

PM58xN.g
za

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE
\PM572\2_3_0\

PM58xNB.
gza

Boot V2.3.0, 2012-11-22 (Build:12057)

FIRMWARE\PM572\Dis-
play\2_5

Dis-
play.app

Display firmware V2.5, 2012-05-04

FIRMWARE\PM573ETH
\2_3_0\

PM58xN.g
za

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE\PM573ETH
\2_3_0\

PM58xNB.
gza

Boot V2.3.0, 2012-11-22 (Build:12057)

FIRMWARE\PM573ETH
\Display\2_5

Dis-
play.app

Display firmware V2.5, 2012-05-04

FIRMWARE
\PM582\2_3_0\

PM58xN.g
za

FW V2.3.0, 2013-04-19 (Build:12400)

Updating the CPU
Data Structure of the SD Memory Card
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Directory Data File Comments

FIRMWARE
\PM582\2_3_0\

PM58xNB.
gza

Boot V2.3.0, 2012-11-22 (Build:12057)

FIRMWARE\PM582\Dis-
play\2_5

Dis-
play.app

Display firmware V2.5, 2012-05-04

FIRMWARE
\PM583\2_3_0\

PM58xN.g
za

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE
\PM583\2_3_0\

PM58xNB.
gza

Boot V2.3.0, 2012-11-22 (Build:12057)

FIRMWARE\PM583\Dis-
play\2_5

Dis-
play.app

Display firmware V2.5, 2012-05-04

FIRMWARE\PM590ETH
\2_3_0\

PM59xRD.
gza

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE\PM590ETH
\2_3_0\

PM59xRD
B.gza

Boot V2.3.0, 2012-11-22 (Build:12057)

FIRMWARE\PM590ETH
\Display\2_5

Dis-
play.app

Display firmware V2.5, 2012-05-04

FIRMWARE\PM591ETH
\2_3_0\

PM59xRD.
gza

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE\PM591ETH
\2_3_0\

PM59xRD
B.gza

Boot V2.3.0, 2012-11-22 (Build:12057)

FIRMWARE\PM591ETH
\Display\2_5

Dis-
play.app

Display firmware V2.5, 2012-05-04

FIRMWARE\PM592ETH
\2_3_0\

PM59xRD.
gza

FW V2.3.0, 2013-04-19 (Build:12400)

FIRMWARE\PM592ETH
\2_3_0\

PM59xRD
B.gza

Boot V2.3.0, 2012-11-22 (Build:12057)

FIRMWARE\PM592ETH
\Display\2_5

Dis-
play.app

Display firmware V2.5, 2012-05-04

Updating the CPU
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