CERTIFICATE

Certificate Id: 2PAA108466_WEIDMULLER_IE-SW-BLO5_Family

Category: Unmanaged Switch
Product Name: IE-SW-BLO5 Family
Software Version: -

Hardware Version: -

Vendor: Weidmdiller AB

Certification Test Report: 3BSE068820
Certification reference: System 800xA Version 4.x, 5.x
Restrictions: -

The certificate states that the product specified above has passed the test towards the specified
integration category. The certification has been performed by an official certification center,
approved by the official steering body for the Industrial IT Certification.

The basis for the certificate is documented according to the Industrial IT Certification — Document
Number 3BSEQ37356. The certificate is valid for the above mentioned Product versions until the
next major release of the certified product or the certification reference system. With a major
release of the certified product or the reference system, a new certification is required to keep the
certificate current.

ABB AB
721 59 Vasteras, Sweden

Date: 2012-02-15

Representative for the official steering body for the Industrial IT Certification
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Erik Oja

IndustriallT
“ppenabled



Ethernet : 10/100BaseTX (RJ45), 100Base FX (multi/single mode, SC/ ST connector)

Unmanaged Switch

e Plug and Play unmanaged Ethernet Switches in a rugged
aluminum housing (IP30)

e 510 8 ports with 10/100BaseTX and/or 100BaseFX
(multi/single mode, SC or ST connector)

» Redundant power input 9.6 to 60 VDC and 18 to 30 VAC

¢ Adjustable ,Broadcast Storm Protection” by DIP-switch

« Operating temperature range: -10°C to +60 °C (standard
models) or -40°C to +75°C (extended temperature models)

¢ International standards and approvals: CE, FCC, cULus,
Class 1 Div.2 / ATEX, DNV/GL

Certification results and product details are summarized below:

Console No

System LED Indicator Power,10/100M (TP port), 100M (fiber port)

Alarm Contact No

Input Voltage 12/24/48 VDC , 18 to 30 VAC, redundant inputs

Operating Temperature -10°C to +60 °C (standard) or -40°C to +75°C (extended temperature)
Casing IP30 Protection

Installation DIN-Rail, Wall, kit for 19"-rack mounting

IE-SW-BL05-5TX 5-Port Copper -10°C to +60 °C

IE-SW-BLO5T-5TX 5-Port Copper -40°C to +75°C

IE-SW-BL05-4TX-1SCS 4 Copper-Ports, 1 FO-Port Single Mode SC, -10°C to +60 °C

IE-SW-BL05T-4TX-1SCS

4 Copper-Ports, 1 FO-Port Single Mode SC, -40°C to +75°C

IE-SW-BL05-4TX-1ST

4 Copper-Ports, 1 FO-Port Multimode ST, -10°C to +60 °C

IE-SW-BLO5T-4TX-1ST

4 Copper-Ports, 1 FO-Port Multimode ST, -40°C to +75°C

IE-SW-BL05-4TX-1SC

4 Copper-Ports, 1 FO-Port Multimode SC, -10°C to +60 °C

IE-SW-BLO5T-4TX-1SC

4 Copper-Ports, 1 FO-Port Multimode SC, -40°C to +75°C

Configuration and installation | Unmanaged
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|E-SW-BLO5 Family

IndustriallT Certification
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Designed for Industrial Applications

Weidmdiller's Basic Line consists of unmanaged Plug & Play
switches in a robust IP 30 protected aluminium housing. The
devices are available with Fast Ethernet and Gigabit Ethernet
ports. They offer a cost-effective solution for industrial Ethernet
networks. All devices have been developed for use in harsh
industrial environments and have international approvals such as
CE, cULus, Class | Div. 2 /Atex and DNV/GL and therefore able to
be used in many applications internationally.

* Plug & Play switches in a rugged aluminium housing

« Compact design

» Switches for an economical entry solution

» Models with copper or fibre optic interface (multi-mode and
single mode)

+ Full Gigabit Plug and Play switch

» Approvals: CE, FCC, cULus, Class | Div. 2/ ATEX, DNV / GL

The IE-SW-BL0S Family switches closely supports the 800xA
Extended Automation System Value Propositions as noted below:

800xA Value Proposition Mapping

\/ - Adapted for Industrial Ethernet
- Mechanical form factor improves lifetime

\/ - Continuation in product development
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