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71 Fenchurch Street, London, EC3M 4BS, United 
Kingdom

TA01 1.0.0

Lloyd's Register Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, 
referred to in this clause as 'Lloyd's Register'. Lloyd's Register assumes no responsibility and shall not be liable to any person for any loss, damage or 
expense caused by reliance on the information or advice in this document or howsoever provided, unless that person has signed a contract with the 
relevant Lloyd's Register entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms 
and conditions set out in that contract.

Thorsten Wolff

Senior Specialist to Lloyd's Register EMEA 
A member of the Lloyd's Register group

This is to certify that the undernoted product(s) has/have been tested with satisfactory results in accordance with 
the relevant requirements of the Lloyd's Register Type Approval System. 

Manufacturer ABB OY

Address Hiomotie 13, FI-00380 Helsinki, Finland

Place of Production ABB AS

Rae vald, Aruküla tee 83, Jüri, Harjumaa, 75301, Estonia

Place of Production ABB Beijing Drive Systems Co.,Ltd

No.1,Block D,A-10,Jiuxianqiao Beilu, Chaoyang Dist, Beijing, 100015, China

Type Electronic Frequency Convertor

Description ACS880, air-cooled drive modules and high power single drive module 
packages 

Trade Name ACS880-x04/ 1604-yyyyA-3/5/7+ C132

Application Marine, offshore and industrial applications for use in environmental 
categories ENV1 and ENV2 as defined in Lloyd’s Register Type Approval 
System, Test  Specification Number 1 July 2015. For installation in “Special 
Power Distribution Zones” (IEC 60533). 
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Specified Standard Manufactures specification:  Electrical planning instructions: ACS880 
              multidrive cabinets and modules 
              3AUA0000102324 
Requirement specification:  Category 1: drive modules and high power 
                    single drive module packages     
IEC 61800-5-1: 2007 
IEC 60204-1: 2006 
IACS requirements E10 (1991/ Rev.8: Feb 2021) 

Ratings Power range:    5 kW to 6180 kW 
Voltage classes:    3 (380 to 415 V) 
          5 (380 to 500 V) 
          7 (525 to 690 V)

Other Conditions For ambient temperature above 45°C up to 55°C the rated current output is to 
be derated by 1% for every added 1°C according to manufactures rating table. 
 

This certificate is not valid for equipment, the design, ratings or operating parameters of which have been varied 
from the specimen tested.  The manufacturer should notify Lloyd's Register EMEA of any modification or changes to 
the equipment in order to obtain a valid Certificate.

Previous Version: 16/20108 (E1)  

The Design Appraisal Document HPC1662087-22/TW and its supplementary Type Approval Terms and Conditions 
form part of this Certificate.



Page 1 of 2

Certificate No: LR2286250TA

Issue Date: 27.05.2022

Expiry Date: 13.12.2026

Lloyd's Register Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred 

to in this clause as ‘Lloyd's Register’. Lloyd's Register assumes no responsibility and shall not be liable to any person for any loss, damage or expense 

caused by reliance on the information or advice in this document or howsoever provided, unless that person has signed a contract with the relevant 

Lloyd's Register entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms and 

conditions set out in that contract.

Appendix

TYPES ACS880-x04/ 1604-yyyyA-3/5/7+ C132
x = 1, 2, 3, 6,

yyyy = current value (see ratings)

ACS880-104-0140A to 5130A-3
ACS880-104-0110A to 4610A-5
ACS880-104-007A3 to 5700A-7

Inverter modules:
ACS880-104 (INU); 380V-690V; 5kW to 5320kW
Frame sizes R5i to 10xR8i

ACS880-204-0210A to 4620A-3

ACS880-204-0210A to 4150A-5
ACS880-204-0310A to 5130A-7

Supply Modules:
ACS880-204 (ISU); 380V-690V; 138kVA to 5819kVA;
Frame sizes R6i + ALCL-05-5 to 10xR8i + 5xBLCL-25-7

ACS880-304-0650A to 5470A-3
ACS880-304-0650A to 5470A-5

ACS880-304-0570A to 4560A-7
Supply Modules: 
ACS880-304 (DSU) 380V-690V; 430kVA to 5174kVA; 

Frame sizes 2xD7T, D8T to 6xD8T

ACS880-604-0210A to 3770A-3

ACS880-604-0260A to 4710A-5
ACS880-604-0400A to 6500A-7

Brake modules:
ACS880-604 (NBRA -types, 1-phase); 380V-690V; 67kW to 678kW; 
Frame sizes NBRA658 to 6xNBRA669

ACS880-604 (nxR8i -types, 3-phases); 380V-690V; 480kW to 6180kW; Frame sizes R8i to 
5R8i

ACS880-1604-0600A to 4500A-3
ACS880-1604-0600A to 4500A-5

ACS880-1604-0400A to 3000A-7
DC/DC -converter modules:
ACS880-1604; 380V-690V; 290kW to 2721kW; 

Frame sizes R8i to 5xR8i (DC output)

ACS880-x4/ 04XT-yyyyA-3/5/7+ C132

x = 0, 1, 3 
yyyy = current value (see ratings) 
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ACS880-04XT-1190A to 1610A-3 
ACS880-04XT-1160A to 1610A-5 

ACS880-04XT-0810A to 1320A-7
Product type ACS880-04XT is using 2 x parallel connected ACS880-04 modules, sizes R 10 
and R 11.

ACS880-04XT; 380V-690V; 599kW to 1140kW; 
Frame sizes 2xR10 to 2xR11High power single drive module packages.

ACS880-04-1140A to 2610A-3 

ACS880-04-1070A to 1980A-5 
ACS880-04-0800A to 2300A-7
ACS880-04; 380V-690V; 532kW to 2090kW; 

Frame sizes 2xD7T, D8T to 4xD8T + 2xR8i to 4xR8i

ACS880-14-0450A to 2530A-3 

ACS880-14-0420A to 2270A-5 
ACS880-14-0320A to 2230A-7

High power single drive module packages:
ACS880-14; 380V-690V; 238kW to 2090kW; 
Frame sizes R8i to 4R8i + BLCL-XX-X + R8i to4xR8i

ACS880-34-0450A to 2530A-3 
ACS880-34-0420A to 2270A-5 

ACS880-34-0320A to 2230A-7
High power single drive module packages:

ACS880-34; 380V-690V; 238kW to 2090kW; 
Frame sizes R8i to 4R8i + BLCL-XX-X + R8i to4xR8i
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