This document is issued by means of a computerized system. The digitally stored original is electronically approved. The approved document has a date entered in the 'Approved'-field. A manual signature is not required.

The information contained in this document has to be kept strictly confidential. Any unauthorized use, reproduction, distribution or disclosure to third parties are strictly forbidden. ABB reserves all rights regarding Intellectual Property Rights.© Copyright 2010 ABB. All rights reserved.

Bushing Data:
- Rated Voltage: 245 kV
- Phase-to-earth Voltage: 170 kV
- Dry Lightning Impulse 1.2/50μs: 950 kV
- Wet Switching Impulse: 650 kV
- Wet Power frequency AC: 395 kV
- Routine test Min. dry 50Hz: 395 kV
- Rated Current: 6300 A
- Creepage Distance: 6820 mm
- Mass: 472 kg

Ordering Data:
- BUSHING COLOUR AIR INSULATOR
  M32998170-4CR
- OUTER TERMINAL
  Max. Rated ME: D2 Current (241mm²) Time:
- END-SHIELD
  LF10 013-01 Cur/Ag 6300 125 100
- DRAW ROD SYSTEM
  LF10 085-00 Cu/Ag 6300 1.75 1.125 0.625 0.375
  LF10 085-01 Cu/Ag 6300 1.75 1.125 0.625 0.375

- Bushing Data:
  Earthed layer
  Earthing hole M12
  Position of test tap
  Position of oil sample valve

- Ordering Data:
  BUSHING COLOUR AIR INSULATOR
  M32998170-4CR
  OUTER TERMINAL
  Max. Rated ME: D2 Current (241mm²) Time:
  END-SHIELD
  LF10 013-01 Cur/Ag 6300 125 100
  DRAW ROD SYSTEM
  LF10 085-00 Cu/Ag 6300 1.75 1.125 0.625 0.375
  LF10 085-01 Cu/Ag 6300 1.75 1.125 0.625 0.375