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1.What do you need?

To be able to make the CPU update, you need following materials:

Part number Description

1SAP180100R0001 MC502 MC502, SD Memory Card 512 MB
1TNE968901R0100 MC503 MC503, SD-Card adapter (only for eCo CPU)
1TNE968901R1100 TK503 TK503, Programming cable, USB / D-Sub
1SAP190100R0200 PS501 PS501-PROG, Control Builder AC500, V2.0.0

Programming software German / English / French
(CD-ROM incl. Online-Help and Documentations-files)

1SAP190800R202 FW5xx-UPDA Self-extracting ZIP data file FW V2.0.2 only for CPU
with rubric RO2xx
PC- SD-Card reader/writer for PC to create SD Card Files

Accessories

Download the desired file “1SAP190801R0220.zip” and open the ZIP-File.

File Download D?‘ —
— loix

File Actions Options  Help

Do you want to open or save this file?

;\L Mame:  154P190800R0214.zip Hew Open  Fawortes  Add Extract  Encrypt View  CheckOub  Wizard
=4 -
Type: WinZip File, &,36MB T [ Type [ Modfied | size |
From:  wnw0S.abb.com = Fw-Bootcode Update for ACS0D CPUEnglish Dec-2007.pdf Adobe A...  11.12.2007 17:25 1,108,185
[Z) sD-Karte_create_Fur 1 _x_x to_V1_2_2.exe Application  10.12.2007 13:25 6,278,054
Open ] [ Save ] I Cancel . P . \ T
Extract - C:\Documents and Settings\DEU127325%Desktop\temp' 15AP190 22.zij 21|

ey el el e i G Extract to: [C:\Documents and Setings\DELI1 27325 Diesktophtemp I A=

1 [ Deskiop
_ ) . J My Camputer DE-L-0 02089 DELI127325
‘--' ‘while files from the Internet can be useful, some files can potentially My Network Places
harm wour computer. |f vou do not bust the source, do not open or I {5) My Documents
zave this file. what's the risk? Selected 0 Fles {2 My Documents
== 5
[ Files I~ Open Explarer window
€ Sefested fles/folders ;
I™ Owervite existing fles Binee]
% Allfles/folders in archive .
-t I~ Skip older flles
fles
P _ e |
A

The file “1SAP190801R0220.zip" contains:
O “SD-Card_create_eCo-FW_V2_x _x to_V_2 2 0.exe™: This is self-extracting files which produce
automatically the SD-Card Directories and copy the desired data.
0 Some Update instructions (English)
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Put the SD-Card into the SD-Card reader from your PC. After that select the data

“SD-Card_create_eCo_FW_V2_x_x_to_V_2_2_0.exe” with double click, the file is automatically extracted;
select the SD-Card as target.
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2.Update AC500-eCo

The functions of the SD-card are described in detail into the AC500-Documentation, System technique

CPU’ in the chapter “The SD Memory Card in AC500".

In this short documentation are only described the functions and the data structure needed for the

firmware update.

In order to be able to use the newest functions of the AC500-eCo, the CPU Boot-Code / Firmware,
OnboardlO, RTC Firmware have to be updated.

2.1. Update variants

The Firmware Update could be performed both only with SD-Card by booting the PLC or through PLC

Browser commands and plugged SD-Card into PLC.

The following table shows the Update possibilities:

Device / File SD-Card + Power ON PLC-Browser + SD-Card
CPU - Bootcode no sdboot x*

(x=1_3 0= PM5x4 bootcode 1.3.0

x =2_0_2 = PM5x4-ETH bootcode 2.0.2)

CPU - Firmware yes sdfirm x* _ - .

(x = according version; e.g sdfirm 2_2 0)
OnboardIO - Firmware ° yes sdonboardio x*

(x = according version; e.g sdonboardio 1_1_2)
RTC — Firmware ° yes sdrtchat x*

(x = according version; e.g sdrtcbat 1_6)

(*The released version could be found at chapter 2.2)

(b Only for PM55x, PM56x)

(c Only for TA561-RTC or TA562-RS-RTC as option of PM55x or PM56Xx)

Attention:

During the flash process it is not allowed to switch the power off; otherwise, the plc could be damaged

and unavailable anymore.
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2.1.1. Update - boot up

If you want to do the firmware update without control by PLC browser commands then please follow these
steps:

1. Download and extract the update files on your SD-card.

2. Insert prepared SD card into the PLC. The file sdcard.ini on the SD-card contains settings that
automatically perform the update.

3. Switch power on.

4. Updates operation starts. (green LED blinking = reading from SD card / red and green LED
blinking fast = flash process)
4*: Only for AC500-eCo PM5x4 modules: with firmware version < 2.x

- First Update operation finished with Red LED is blinking slowly

- Power off and Do not remove the SD card and redo the step 2~3

5. Update results:
- Successful = Green LED is blinking slowly (only if all updates were done successfully)

- Error = Red LED is blinking slowly (even if only one update was not done)

6/10 AC500-eCo CPU FW Update AC500-eCo / Issued: 05.2012




2.1.2. Update - online mode — PLC Browser

To do a firmware update with the PLC Browser, it is necessary to be logged in into the PLC with your PC.
Now open the PLC-Browser, see below.

% CoDeSys - Test.pro* - [PLC - Browser] Q@
[C] File Edit Project Insert Extras Online Window Help - g x
BleE| B@ets2n elenE
B =1
an Pesources

- Bibliothek lecsfclib 13.4.06 14:51:28: Global
(3 Bibliothek SysLibMern lib 18.7.05 08:39:56:
(1 Bibliothek SysLikTimelib 18.7.05 03:39:56
(2 Bibliothek SysTasklnfo lib 16.7.05 08:39:56
(3 Bibliothek UtiLlib 1.6.07 08:40:58: Globale v
(1 Global Varishles

(5 Tools
(28 Alarm configuration
- (fif) Library Manager

Bl Log
— > [EJPLC-Browser
~({ PLC Configuration

{3 Sampling Trace

#& Target Settings
(A Task configuration

@, Watch- and Recipe Manager
~3% Workspace

< M >
POUS|™= Dataty. |[E visuali..| 52 Resou
[ [ONLINE: COM [SIM [RUNNING [EP [FORCE [0V [READ

Now you have to insert the SD-Card (prepared as described in chapter download of the update) into the
AC500-eCo PLC and write the requested (see chapter Update variants) command into the PLC-Browser

and press enter. The corresponding command is now activated, see below — e.g. with the “sdfirm”
command.

% CoDeSys - Test.pro* - [PLC - Browser]

: File Edit Project Insert Extras Online Window Help
| Slela) DigjHnllR ololal s
.—r

sdfim

4

T FResources

-0 Eiblicthek [ecstc i 13,406 14512 ol ;‘:rlm 7 . T |
' SvsLibMam i 18.7 vage do not switch off power
g j:;:::3::::;\ft';\hi'::;;1;,3“5_‘,_:5: [Losding firmware from S0 card to Flash,..
B Bibligthek Sy 16.7.05 083986 || |
B2 Bibliothok Ut 4068 Globale Wil |
B Global Vanables
B3 Toals
) Alarm configuration
ghb-:ymonogel
Log
O PLC- Browser
i PLC Configuration
&3 Sampling Traca
o Targed Setings
33 Toak canfiquention
@, Waich- snd Recipe Manager
% Workspace

£ 2 I
TR FoU] ™3 Dataty |5 visusl | 5% Resau
Y |

! ONLINE: COM 1504 FRUNNING 1t

If the firmware update was successful, “done” is shown in the PLC-Browser, reject the SD-Card and
restart the AC500-eCo PLC to load the new firmware.

Attention: The SD card has to be removed before restart!!

To get some information about the firmware version of the PLC enter the command “rtsinfo” into the PLC-
Browser.

Only for AC500-eCo PM5x4 modules with firmware version < 2.x: First the CPU firmware has to be

updated from V1.3.x to V2.x.x. After doing the update the CPU has to be restarted. Then any module can
be updated as described in this chapter!
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2.2. Current released versions

The following table contains the overview of the current versions:

Device Bootcode Firmware OnboardIO RTC
PM554 V1.3.0 V2.2.0 V1.1.4 V1.6
PM564 V1.3.0 V2.2.0 V114 V1.6
PM554-ETH V2.0.2 V2.2.0 V114 V1.6
PM564-ETH V2.0.2 V2.2.0 V114 V1.6
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2.3. The file SDCARD.INI

The SDCARD.INI data file for the update of the AC500-CPU has the below shown entries. These entries
are the default settings for the newest released firmware version and shouldn’t be changed.

[Status]
FunctionOfCard=2 ;(*SD-card function: 2 = Update*)

[FirmwareUpdate]
CPUPM5x1=2 ;(*Update CPU Firmware with below given values

; -> 2 = Version different*)
Display=0
OnboardlO=2 ;(*Update OnboardlO Firmware from base directory *)
RtcBatt=2 ;(*Update thBatt Firmware with below given values

-> 2 = Version different*)

Coupler0=0 ;(*Update communlcatlon module slot 0..4 -> No update*)
Couplerl=0
Coupler2=0
Coupler3=0
Coupler4=0

[UserProg]
UserProgram=0
RetainData=0
PersistentData=0
ConfData=0
CouplerConfig0=0
CouplerConfigl=0
CouplerConfig2=0
CouplerConfig3=0
CouplerConfig4=0

[PM554] ;(*CPU type*)
VERSION=2_2 0 ;(*CPU firmware version*)
PLCBOOT=1_3 0 ;(*CPU bootcode version*)
ONB_IO=1_1_4 ;(*Onboard 10 version*)
RTC_BATT=1_6 (*RTC_Batt version*)
[PM554ETH]

VERSION=2_2_0
PLCBOOT=2_0_2
ONB_10=1_1 4
RTC_BATT=1_6

[PM564]

VERSION=2_2_|
PLCBOOT=1_3_
ONB_10=1_1 4
RTC _BATT=1 6

0
0

[PM564ETH]
VERSION=2_2 0
PLCBOOT=2 0_2
ONB_10=1_1 4
RTC_BATT=1_6
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2.4. Data structure of the SD-card

Directory Data file Comments

Root SDCARD.INI Configuration data from the SD-card
FIRMWARE\PM554\2_2_0\ Pm55x.gza CPU V2.2.0,2012-05-03 (Build:11554)
FIRMWARE\PM554\1_3 0\ Pm55xB.gza Boot V1.3.0,2009-02-25 (Build:5416,12:11:08,Rel)
FIRMWARE\PM554\ONB_IO\1_1_4 5500.app Onboard IO FW V1.1.4
FIRMWARE\PM554\RTC_BATT\1_6 RtcBatt.app RTC FW V1.6
FIRMWARE\PM554ETH\2_2_0\ Pm55xE.gza CPU Vv2.2.0,2012-05-03 (Build:11554)
FIRMWARE\PM554ETH\2_0_2\ Pm55xEB.gza | Boot V2.0.2,2010-03-26 (Build:7923,12:28:55,Rel)
FIRMWARE\PM554ETH\ONB_IO\1_1_4 5500.app Onboard IO FW V1.1.4
FIRMWARE\PM554ETH\RTC_BATT\1_6 RtcBatt.app RTC FW V1.6
FIRMWARE\PM564\2_2_0\ Pm55x.gza CPU Vv2.2.0,2012-05-03 (Build:11554)
FIRMWARE\PM564\1_3_0\ Pm55xB.gza Boot V1.3.0,2009-02-25 (Build:5416,12:11:08,Rel)
FIRMWARE\PM564\ONB_IO\1_1_4 5501.app Onboard IO FW V1.1.4
FIRMWARE\PM564\RTC_BATT\1_6 RtcBatt.app RTC FW V1.6
FIRMWARE\PM564ETH\2_2_0\ Pm55xE.gza CPU Vv2.2.0,2012-05-03 (Build:11554)
FIRMWARE\PM564ETH\2_0_2\ Pm55XEB.gza | Boot V2.0.2,2010-03-26 (Build:7923,12:28:55,Rel)
FIRMWARE\PM564ETH\ONB_IO\1_1_4 5501.app Onboard IO FW V1.1.4
FIRMWARE\PM564ETH\RTC_BATT\1_6 RtcBatt.app RTC FW V1.6
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