Bushing Data:
- Rated Voltage: 170 kV
- Phase to Ground Voltage: 54 kV
- Dry Lightning Impulse 1.2/50μs: 150 kV
- Wet Power Frequency AC: 725 kV
- Routine Test Volt 50Hz: 365 kV
- Rated Current: 0.5 kA
- Creepage Distance: 5420 ± 100 mm
- Creepage Distance Protected: 2340 mm
- Weight: 231 kg

Ordering Data:
- BUSHING COLOUR A FOR INSULATOR:
  - LF13077-B: BROWN
  - LF13077-L: LIGHT GREY
  - LF13077-HB: BROWN Horizontal 45° - 90°
  - LF13077-HLB: LIGHT GREY Horizontal 45° - 90°

- OUTER TERMINAL Material: D L
  - LF 170 002-6: Cu alloy, ø 40, 125
  - LF 170 004-6: Al, ø 40, 125

- OTHER TYPES ON REQUEST:
- INNER TERMINAL FOR STRANDED CABLE:
  - For braiding: Conductive area: DI
  - LF 170 011-1: up to 280 mm², ø 29
  - LF 170 011-7: Undrilled with pilot hole ø 5

- SOLID ROD CONNECTOR Material:
  - LF 170 052-7M: for All. I, Cu

1) M12 (For Earthling)
2) Ø 4 Oil connection hole (only valid for horizontal mounting)