### Surge Protection Device Unit (SPD)

**WARNING**

Danger of electrical shock or injury. Turn OFF power ahead of the panel board or switchboard before working inside the equipment or removing any component. Equipment is to be installed and maintained by properly trained and qualified personnel only.

<p>| | | | |</p>
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>1X</td>
<td></td>
<td></td>
</tr>
<tr>
<td>B</td>
<td></td>
<td>2X</td>
<td></td>
</tr>
<tr>
<td>C</td>
<td></td>
<td>1X</td>
<td></td>
</tr>
<tr>
<td>D</td>
<td></td>
<td>4X</td>
<td></td>
</tr>
</tbody>
</table>

by ABB
Installation of surge protection device

1. Installation of surge protection device

2. Ground and Neutral connection

Ground wire (Green)
Neutral wire (Black)

30-35 lb-in (3.4-4 Nm)
Disclaimer: These instructions do not cover all details or variations in equipment nor do they provide for every possible contingency that may be met in connection with installation, operation or maintenance. Should further information be desired or should particular problems arise that are not covered sufficiently for the purchaser’s purposes, the matter should be referred to the ABB Company.

ABB Inc.  
305 Gregson Drive  
Cary, NC 27511

abb.com