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Datum
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Utfärdare


Sista sida
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FORM FOR TROUBLE SHOOTING:


CONTACTORS





Enduser: 	


Contact person: 	


Telephone: 	


Fax No: 	


Contact person ABB: 	





Description


Used unit:


Type: 	


Cat. No: 	


Manufacturing year and week: 	


Accessories	No of aux. blocks: 	


	Yes  	No





Mechanical interlock:	


Type: 	


On pos latch:	


Others: 	


	


Coil voltage:	Voltage code: 	


Voltage: 	 V 	Hz





Supply net:


Voltage AC: 		 Frequency: 	Hz


Voltage DC: 		


Voltage drop at contactor coil: 	% 		V





Description of the load


type of load: 	


	


Utilization category:	AC- 	


	DC- 	


	Rated power: 	


	Rated current: 	  Amps    Cos phi: 	


	Starting current: 		  RMS, 	peak


	Starting time: 	sec


	Number of operations: 	  per





Description of fault


When did the fault occure?		


After how many operations? 	


At starting: 	 During run: 	 At stop: 	


Nature of fault: 	


	


	


	


	


	








Distribution
VD
E
EK
EU
F
FK
FS
L
QL
TA
U
A
AC
AM
AO
AP
AS
B
BM
BP
D
DA
DC
DM
DIS/P

Handbok CQS
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