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Notes on the instruction manual

1 Notes on the instruction manual

Please read through this manual carefully and observe the information it contains. This will
assist you in preventing injuries and damage to property and ensure both reliable operation and
a long service life for the device.

Please keep this manual in a safe place. If you pass the device on, also pass on this manual
along with it. Busch-Jaeger accepts no liability for any failure to observe the instructions in this
manual.

2 Safety

Warning
Electric voltage!
Dangerous currents flow through the body when coming into direct or indirect

contact with live components.
This can result in electric shock, burns or even death.
i Disconnect the mains power supply prior to installation and/or disassembly!

i Permit work on the 100-240 V supply system to be performed only by
specialist staff!

3 Intended use

This device is a part of the Busch-Welcome® IP system and operates exclusively with
components from this system. The device must only be installed in dry indoor rooms.
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Environment

4 Environment

Consider the protection of the environment!

Used electric and electronic devices must not be disposed of with household
waste.

i The device contains valuable raw materials that can be recycled. Therefore,
dispose of the device at the appropriate collecting facility.

4.1 Busch-Jaeger devices

All packaging materials and devices from Busch-Jaeger bear the markings and test seals for
proper disposal. Always dispose of the packing materials and electric devices and their
components via an authorized collection facility or disposal company.

Busch-Jaeger products meet the legal requirements, in particular the laws governing electronic
and electrical devices and the REACH ordinance.

(EU-Directive 2012/19/EU WEEE and 2011/65/EU RoHS)
(EU-REACH ordinance and law for the implementation of the ordinance (EG) No0.1907/2006)
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Product description

5 Product description
5.1 Device type
Article Order number
number
338249'1W' 2TMA130050W0069
33{3249'15' 2TMA130050B0069

Product name
IP Touch Lite 7,
DES+APP, LAN+WiFi

IP Touch Lite 7,
DES+APP, LAN+WiFi

Colour

White

Black

Size (DxHxW)
Unit: mm

192 x 128 x 17.2

192 x 128 x 17.2
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Product description

5.2 Control elements
No. Description
1 Touchscreen
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Product description

5.3 Terminal description

6 12
= (] =
9
= =D
[ |
1 ?g T
5
No. Description
1 LAN1 (PoE)
2 Doorbell connector
3 Power input connector
4 Speaker
5 Microphone
6 Micro USB connector emergency engineering access
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Technical data

6 Technical data

Designation Value

Rating voltage 24V

Operating voltage range 20-27V

Rating current 24V ,375mA

Display size 7

Resolution 1024 x 600 px

Operating temperature 0 AC é +45 AcC
Storage temperature 25 AC é +70 AcC
PoE standard IEEE802.3 af

802.11b/g/n:

2412...2462MHz (for United States)
2412...2472MHz (for European countries)
802.11a/n/ac:

5150€é65250MHz
5250é65350MHz
5470é65725MHz
5725é5850MHz (for Unite

Wireless transmission band

Wireless transmission power Max. 20 dBm
Wireless transmission standard IEEE 802.11 a/b/g/n/ac
Diameter of the cable thickness (3) 1.0 mm...1.4 mm
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Mounting/Installation

7 Mounting/Installation

Warning

Electric voltage!

Dangerous currents flow through the body when coming into direct or indirect
contact with live components.

This can result in electric shock, burns or even death.

i Disconnect the mains power supply prior to installation and/or disassembly!

i Permit work on the 100-240 V supply system to be performed only by
specialist staff!

7.1 Requirement for the electrician

Warning

Electric voltage!

Install the device only if you have the necessary electrical engineering
knowledge and experience.

i Incorrect installation endangers your life and that of the user of the electrical
system.

T Incorrect installation can cause serious damage to property, e.g. due to fire.

The minimum necessary expert knowledge and requirements for the installation
are as follows:

i Apply the "five safety rules" (DIN VDE 0105, EN 50110):
1. Disconnect
2. Secure against being re-connected
3. Ensure there is no voltage
4. Connect to earth and short-circuit
5. Cover or barricade adjacent live parts.
T Use suitable personal protective clothing.
T Use only suitable tools and measuring devices.

T Check the type of supply network (TN system, IT system, TT system) to
secure the following power supply conditions (classic connection to ground,
protective grounding, necessary additional measures, etc.).
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Mounting/Installation

192

7.2 Product dimensions
Unit: mm
A
128
y
7.3 Installation height

Installation height

1.50 m (4.9 feet)
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Mounting/Installation

7.4 Surface-mounted installation
7.4.1 Surface mounting box size

(Unit: mm)

192

128

2.4

7.4.2 Surface mounted with the electrical accessory box

(Unit: mm)

83.3

NEMA &tal i
VDE&BS NEMA (America) Y Swiss

e Screwthe mounting bracketto accessorybox.

Itis recommended to lock the positions marked in
gray with screws to better secure the device.
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Mounting/Installation

7.5 Flush-mounted installation

(Unit: mm)
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Mounting/Installation

7.6 Cavity wall installation
(Unit: mm)
192 [—— 168
< » tropf
X —+ = t 1t _x6x4
102
128 102 Hole size of o T~
mounting box Q
Y v [12.3
120

7.6.1 Desktop installation

Product manual 2TMD042300D0041 b15



Mounting/Installation

7.7 Dismantling
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Commissioning

8 Commissioning

8.1 Setup wizard

There are 3 kinds of wizard setups for selection.

Yy
y
y

<<

Configuration without SmartAP
Configuration via SmartAP only
Configuration via SmartAP & APP

Configuration without SmartAP

Light Master Subsidiary  Subsidiary
- IR [ [
&

N

- IPActuator
oo |

Router Private camera

e

2nd Outdoor Station
—— CAT.5/IPbusline

This configuration applies to a single-family house only.

In this case, no SmartAP is needed.

In this case, all devices are connected to the home network.

In this case, only 1 outdoor station and 4 panels can be supported.

In this case, only 1 IP Actuator can be supported, if IP Actuator is detected, it will be
automatically assigned as default lock.

In this case, the Outdoor Station could be IP pushbutton Outdoor Station or Mini Outdoor
Station.

In this case, all devices in the system obtain the signatures from the master panel.
For more details, see chapter 8.1.1 fConfiguration without SmartAPii o n 2p.a g e
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Commissioning

2. Configuration via SmartAP only

Panel Panel
B CICIC]
PoE switch
Panel Panel
PoE switch
Panel Panel
B CICIC]
PoE switch
Panel Panel
B
PoE switch
| I | ) Public camera
D SmartAP
PoE switch

Outdoor Station
—— CAT.5/IPbusline

v This configuration applies primarily to blocks.
v In this case, SmartAP is needed.

v In this case, all master panels and Outdoor Stations are connected to the community
network.

v In this case, the Outdoor Station could be IP touch 5 Outdoor Station, IP keypad Outdoor
Station or IP pushbutton Outdoor Station.

v In this case, SmartAP should complete its initial setup first. Please see the product manual
of SmartAP for more details regarding the initial setup.

v In this case, the designated panels obtain the physical address by entering it manually.
v In this case, all devices in the system obtain the signatures from SmartAP.
v For more details, see chapter 8.1.2 fConfiguration via SmartAPiAi o n 28.age
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Commissioning

3. Configuration via SmartAP & APP

Panel Panel
B CICIC]
PoE switch
Panel Panel
PoE switch
Panel Panel
B CICIC]
PoE switch
Panel Panel
B
PoE switch
= = S
| ) Public camera
D SmartAP
PoE switch

Outdoor Station
—— CAT.5/IPbusline

v This configuration applies to buildings mainly.
v In this case, SmartAP and mobile (APP) are needed.

v In this case, all master panels and Outdoor Stations are connected to the community
network.

v In this case, the Outdoor Station could be IP touch 5 Outdoor Station, IP keypad Outdoor
Station or IP pushbutton Outdoor Station.

v In this case, SmartAP should complete its initial setup first. Please see the product manual
of SmartAP for more details regarding the initial setup.

v In this case, the designated panels obtain the physical address via APP scanning setup.
v In this case, all devices in the system obtain the signatures from SmartAP.
v For more details, see chapter 8.1.3 fConfiguration via SmartAP & APPA o n 3B.age
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Commissioning

8.1.1 Configuration without SmartAP

Please follow the steps below:

[1] On the ASetup wizardo screen,-dosrelistect the | anguag

[2] Select the region from the drop-down list.

[3] Tick the check box to acceptthelicenses.Or t ap fAClick to reado to vie\
license.

[4 Tap AAccept & continued to access the next scree

Setup Wizard

Select Language Select Region

Language Region
English —m

| Accept license agreement Click to read

3

| Accept OSS agreement Click to read

4

Accept & Continue
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Commissioning

[51] On the " Configuration Moede" foar esd m,g!l e lfamti | fyP ehrma

i'® to see the system topology, system recommend
the product manual by scanning the QR code on the right.

[6] Tap "Continue".

{ Configuration Mode

. Via Smart Access Point

. Via Smart Access Point with Welcome App's scanning

®) Panel set-up for single family house (without Smart Access Point) 5

6

Continue

< Confiauration Made

(i) Configuration without SmartAP

Single House Family application

The configuration without Smart Access Point is allowed only in

Single House Family System Arcitectures :
Learn more:

Recommended set-up:
« 1 Outdoor Station
« 1 Master Indoor Station and up to 3 subsidiary Indoor Stations
« 1IP Actuator

Continue
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Commissioning

[71On the APanel Addressi ngo GnlyonemdogrStatiencandé A Mast er
set to fiMaster moded in the same apartment.

[8] Enter the block number, the floor number and the apartment number. The "Panel nhumber" is
preset as "01" and cannot be modified while the "Master mode" is selected.

[9] Tap "Continue".

< Confiauration Mode
otz Panel Addressing

Addressing

Master Mode
Master mode

Physical Address

9

Continue

Continue
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Commissioning

[10]On the "IP Addressing" screen, tap "Edit" to access the corresponding screen.
v Select the connection type, it can be set to "LAN" or "WiFi".

v Select the address type, it can set to "DHCP", "Customizable address" or "ABB Legacy". If
"ABB Legacy" is selected, IP address will be "10.0.x.x".

v Please tap "Save" If the settings have been changed.
[11]Tap "Continue".

< IPAddresing

IP Address (i)

10

11

Continue

< IP Addresina
ofz Edit Building Network

Connection preferences: ()

%) LAN . WIFI

Addressing preferences:

®) DHCP(Default) . ABB Legacy . Customizable address

Continue
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Commissioning

[12]On the "Trusted Devices" screen, check the system recommended capacity again.
[13]Tap "Continue™.

[14]Check the system topology.

[15]Tap "Continue" to start searching the devices in the single-family house.

vy On the ATrusted Devasoeap B8DPoeenh,| gbaroano skip
devices are not ready. For more details, see chapter 8.2.4 iNetwork settingsi o n 5F.ag e

< Trusted Devices

Configuration without SmartAP - Single family home mode

®

Please note

In this configuration mode, the pairing up of the devices will proceed automatically when the connection
to the private network is confirmed.

Recommended set-up:

+ 1 Outdoor Station
« 1 Master Indoor Station and up to 3 subsidiary Indoor Stations 1 2
= 1IP Actuator

13

Continue

Trusted Devices

Configuration without SmartAP - Single family home mode

®

Please note

Please connect all devices to the same network and
make sure they are powered up.
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Commissioning

[16]All the related devices are displayed on the list.
[17]Tap "Continue".
[18]Tap "Continue".

< Trusted Devices

Cc Add Trusted Devices

4 devices have been added to the list :

Indoor Station-01 102807ATFO6DBTC

Indoor Station-02 102807ATFO6DC52

d OS B80TATFO6DAF6 6

Private IP Actuator-01 104000CDEO17FEE

1 7 Continue
W Continue

Trusted Devices

Configuration without SmartAP - Single family home mode

®

Trusting selected devices

By clicking on “Continue”, the selected devices will be added to the System.

Further “Trust” authentication will allow the Indoor Station panels in the system to grant the Outdoor
Station devices and IP Actuator devices the authorization to unlock the door.

18

Continue

Product manual 2TMD042300D0041 b25



Commissioning

[19]Tap "Trust all".
[20]All the related devices will be displayed on the screen.
[21]Tap "Continue".

< Trusted Devices

Cc Trust Devices

4 devices added to the list :

Indoor Station-01

Indoor Station-02

2nd 05-01 door

Trust later Trust all

Continue

Trusted Devices

Ce Trusting Process Successful

Devices trusted!

The following devices have been successfully added to your Trusted Devices
list:

- Indoor Station-01

« Indoor Station-02 2 0 door

« 2nd 0S-01
« Private IP Actuator-01

21

Continue

Continue

Product manual 2TMD042300D0041 b26



Commissioning

[22IO0n t he ATime & dated screen, you can carry out t
skip this setting for the moment.

v For more details, see chapter 8.3.4 fiConfiguring the trusted devicesi o n 1% g e

< Time & Date

12:23:44

Thu 04-01-2024

Edit Time & Date Continue

[23]1On t he AMyBuildings portal o screen, you can carrtr
AContinueo to skip threagdy. setting first if App 1is

v For more details, see chapter 8.2.6 fiTime and date settingsi o n 6@F.a g e

< MyBuildings Portal

Log in to myBuildings portal

Connect with app

Please make sure to connect your mobile device to the same Wifi Network as the panel.

Connect manually Continue
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Commissioning

[24]There are 4 screens to guide you how to use the panel.

[25]Tap ASkipo if you are already familiar wi h
My home Tuesday 11:17 S T B D
- o
® e ‘
No new events A S 19 °C, few clouds »
Light
Main entrance camera
Intercom Unlock door
0O Note
After configuring the Master IS, the 2nd OS and the IPA are both finish their
configuration. But the Subsidiary IS still needs some steps to complete its
configuration.
see chapter 8.2.5 iMlyBuildings settingsi o n 6f a g e
b28
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Commissioning

8.1.2 Configuration via SmartAP

Please follow the steps below:

[1] On the ASetup wizardo screen,-dosrelistect the | anguag

[2] Tick the check box to acceptthelicence s . Or t arpe aidCd itcok vioew t he det ai
licence.

[3] Select the region from the drop-down list.
[4 Tap AAccept & continued to access the next scree

Setup wizard

Select language Select region

Language Region
English —m

V| Accept license agreement Click to read

V| Accept OSS agreement Click to read

4

Accept & continue
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[5] Sel ect AVia Smart iAc‘o:ctetsssePe)imarc‘)e d etpa il s .

[6] Tap fiCon

[71]On the APanel Addressingd screen, select the mod
r

modeod o ASubsidiary moded. Only onesapeanel can b
apartment.

tinueo.

[8] Enter the physical address, e.g. the block number, floor number and apartment number.
v I'f the panel is set to ASubsidiary modeo, you st

vy I'f AConfigurati onscvainaniWegl cponoec efsPBSRO6si s enabl ed, th
this panel will be set via the APP.

Q) Tap AiContinueo.

{ Configuration Mode

5 ®) Via Smart Access Point
. Via Smart Access Point with Welcome App's scanning

. Panel set-up for single family house (without Smart Access Point)

6

Continue

< Confiauration Mode
=2 Panel Addressing

Addressing

Master Mode
Master mode

Physical Address

Apartment
02

9

Continue

Continue
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Commissioning

[10]On the "IP Addressing" screen,go t o A Bui | di n gtapriEit" tv accdssdthes ect i on,
corresponding screen.

v Select the connection type, it can be set to "LAN" or "WiFi".

v Select the address type, it can set to "DHCP", "Customizable address" or "ABB Legacy". If
"ABB Legacy" is selected, IP address will be "10.0.x.x".

v Please tap "Save" If the settings have been changed.

[11]Go to "Private network" section, tap "Edit'and carry out the similar opert
net wor ko

[12]Tap "Continue".

< IP Addresing

IP Address (i)

10 11
E B

12

Continue

< IP Addresina
=2 Edit Building Network

Connection preferences: ff:

8 Lan . WIFI . Disable

Addressing preferences:

®) DHCP(Default) . ABB Legacy . Customizable address

Continue
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Commissioning

n t-hiree &date0 screen, you can carry out this settir
[13]0 Tirae &date-0 hi i
pressing fiCont i nu seechapko82.4 Metwoek settimgsfa i ¢ 5 ,53.a g e

[14]There are 4 screens to guide you on how to use the panel.
[15]T a p A Sk i apedlready familmmuwith the panel.

Now, the dashboard will be displayed on the screen.

< Time & Date

13:55:10

Sun 01-01-2023

Edit Time & Date Continue

Installation name

No new events s 4 p 19°C, few clouds
Events b d Weather p
N 3

Elevator

¥ Main Entrance Camera

Guard unit Intercom Unlock door

see chapter 8.2.6 fiTime and date settingsi o n 6F ag e
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8.1.3 Configuration via SmartAP & APP

Please follow the steps below:

[1] On the ASetup wizardo screen,-dosrelistect the | anguag
[2] Tick the check box to acceptthelicences. Or tap ACIick to reado to v
licence.

[3] Select the region from the drop-down list.
[4 Tap AAccept & continued to access the next scree

Setup wizard

Select language Select region

Language Region
English —m

V| Accept license agreement Click to read

V| Accept OSS agreement Click to read

4

Accept & continue
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[5] Sel ect AVia Smart Access PJd.ontt owistehe Weo rceo miee tAaPi Pl os

[6(] Tap AContinueo.

[71]On the APanel Addressingd screen, select the mod
moded or ASubsidiary modedo. Only one panel can b

apartment.

o

[B Tap fAiContinue

{ Configuration Mode

. Via Smart Access Point

5 @ Via Smart Access Point with Welcome App's scanning

. Panel set-up for single family house (without Smart Access Point)

6

Continue

< Confiauration Maode
={z Panel Addressing

Addressing

Master Mode
Master mode

8

Continue

Continue
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[9] On the "IP Addressing"screen,go t o A Bui | di n gtapriEit' tv accdssdthes ect i on,
corresponding screen.

v Select the connection type, it can be set to "LAN" or "WiFi".

v Select the address type, it can set to "DHCP", "Customizable address" or "ABB Legacy". If
"ABB Legacy" is selected, IP address will be "10.0.x.x".

v Please tap "Save" If the settings have been changed.

[10]Go to "Private network" section, tap "Edit"and carry out the similar opert
net wor ko

[11]Tap fContinuea

< IP Addresing

IP Address (i)

9

11

Continue

< IP Addresina
=2 Edit Building Network

Connection preferences: ff:

8 Lan . WIFI . Disable

Addressing preferences:

®) DHCP(Default) . ABB Legacy . Customizable address

Continue
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[12lIO0n t he AConfiguration via Welcome APPO6s Scanning
you have not yet downloaded the APP.

[13]Scan the designated QR code by using your mobile to download the APP, then tap
AContinueo.

< Configuration via Welcome App’s Scanning Process

For a quick configuration via scanning, please activate “Configuration Mode” under “Favorites” in the
Welcome APP. Otherwise please continue by clicking on “Setup wizard”.

IP Touch Lite 7

Serial Number : 102807ATFO6DB7C(TFR)

< Confiauration via Welcome Abnn’s Scannina Process

App Download

Android:

For a quick configuration via scanning, please activate “Configuration Mode” under
“Favorites” in the Welcome APP.

Continue

A
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[14]Create a building structure on the APP. For more details, see chapter 8.2.4 iNetwork
settingsi o n 5F.age

[15]Use the APP to scan the QR code on the designated panels. For more details, see
chapter 8.1.4 iCreating a building structure on APPii o n 3p.age

[16]Import the building structure from APP to SmartAP. For more details, see chapter 8.1.5
fScanning the QR code onthe paneli o n 4B8.age

Concerning the steps 14 - 16, if the step has been completed, please move to the next step.

After importing the building structure, SmartAP will set the physical address for the designated
panels and assign the signatures at the same time.

< Configuration via Welcome App’s Scanning Process

For a quick configuration via scanning, please activate “Configuration Mode"” under “Favorites” in the
Welcome APP. Otherwise please continue by clicking on “Setup wizard”.

IP Touch Lite 7

Serial Number : 102807ATFO6DB7C(TFR)

[J App download £ Setup wizard

Product manual 2TMD042300D0041 b37



Commissioning

[1710n t he ATime & dated screen, you can carry out
pressing fiCont i nu sekchapfend.l.6roporéng thesbuildinglstsucture
from APP to SmartAPAi o n 4p.age

[18]There are 4 screens to guide you on how to use the panel.
[19]T a p 1 Sk i gpedalreadly famil@mruwith the panel.

Now, the dashboard will be displayed on the screen.

< Time & Date

13:09:30

Sun 01-01-2023

Edit Time & Date Continue

Installation name

@ "
No new events 19 °C, few clouds
Events : . Weather p

Elevator 'Eam'.?.' L Ry [ T -
s -~ b 5 3 Main Entrance Camera

- d__:L N ;*&m

Guard unit Intercom Unlock door

B

see chapter 8.2.6 fiTime and date settingsi o n 6F ag e
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8.1.4 Creating a building structure on APP

Please follow the steps below:

[1] On the home screen of the APP, t.)().ﬁ
2l Tap AConfiguration modeo.
[B Tap AOKO to access configuration mode.

Favorites Favorites

Notice

Are you sure you want to
switch to configuration mode?

b 4 (0K3

[4 On t he ﬁProjec,es()c‘J. screen, tap A0
[5(] On t he fAAdd projectd screen, enter the project n
[6] Select the building type according to the system topology. tmustbe set to ABuil ding
[f] Tap AAddO to create a new project.

[8] Tap the designated project.

Projects Add project

< Projects

Te:
E st 3
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[99 On t he designated ,Or()oject screen, tap A
[10][On t he AAdd buildingodo screen, enter the building
[11]Enter the building number.

[12]Tap AAddO to create a new building.

Repeat step 9~12 to create multiple buildings.

[13]Tap the designated building.

< <

Add building

Building structure Building structure

a
Building A

[14]On t he designated ,Q,(‘n.lding screen, tap A

[15]1O0n t he AAdd a flooro screen, -devenllist tt¢antbeettof | oor na
AFl oor o or AGround flooro.

[16]Tap AAddO to create a new floor.
Repeat step 15~16 to create multiple floors for the designated building.

[17]Tap the designated floor.

4 Building A Add a floor < Building A
o
il
MName
Floor o /\
&.Floor

R 4 Floor

Please tap on "+* to add a new floor.
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[181O0n t he designat edofc‘)l d®r addr eenm,0otmap
[19]Enter the alias name for the designated room.

[20]Tap AAddO newromm eate a

[21]On the designated floor screen, swipe a room name to the right.

[22]T a pr"t‘) t o cr pleardboms ana batch.

1.Floor Add room
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[23]Enter the duplicate number.

[24]Tap fADuplicateo.

[25]Enter the alias name for each room now or do it later.

[26]Tap ADuplicateo.

[27]0n the designated floor screen, swipe the designated room name to the right.

[28]T a pﬁ‘)to set the alias name for the designated room.

< 1.Floor

Duplicate Jacky Duplicate Jacky

o 01 Jacky >
Jacky_1
, E: Cl 02 Jacky,
()
“ Jacky_2 =
o 0 Jacky2 N
Jacky_3
oy 04 Jacky N

24 ¥ Duplicate 26 ¥ Duplicate
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8.1.5 Scanning the QR code on the panel

Please follow the steps below:

[1] On the designated floor screen, tap the designated room.

[2] On the designated room screen, tap fi © Q
[3] On the fAdd devicedscreen, scan the QR code displayed on the panel.

£ 1.Floor Add device
o o > -

o 02 Jacky 1 >
o 03 Jacky_2 >
»] 04 Jacky_3 >
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[4] On the fDevicedscreen, serial number of the device will be displayed.
[5] Check the location.

[6] Check the device type.

[7] Tap fAddoto add a new device.

[8] The result is displayed on the screen if success.

Repeat step 1~7 to add multiple devices.

< -

= ndoor Station 1
Se number:102B07A7FOLDBTC
Device ID
1

Locat
Buil

01 Building A ~
Floo

1. Floor ~
Ro

01 Jacky v
Device Type

Indoor Station hd
x 7 v Add
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8.1.6

Importing the building structure from APP to SmartAP

Y SmartAP can import the building created in the App.
Y You can import one building once or several buildings as a batch.

Preconditions
Yy The APP must be on the same network as SmartAP.
Y The building structure has been created in the App.

D |:I Welcome App
N

@ :

Router

Smart Access Point

Importing rule

The building structure will be overwritten according to the rules below:
v A, B, C, D, E, F means the building number.

v B and B+ is the same building number.

Y+ means the building structure has been changed.

App SmartAP before SmartAP after
B+ A B, C A, B+, C

B+, C+ A B, C A, B+, C+

D, EF A B, C A/ B, CD,EF
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Importing process

Please follow the steps below:

[1] On the home screen of the SmartAP, click " ¥ .
[2] A pop-up window will appear, please keep the window open and do not click " & ".

INFORMATION

Please open your APP to import the Building Structure

v

[3] On the "Projects" screen of the APP, swipe the designated project name to the right.

[4] Tap" E

[5] Tap the designated SmartAP in the list.

[6] Enter the account and the password of the designated SmartAP.
[7] Tap "OK".

[8] "Upload successfully" will be displayed if successful. Tap "OK".
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[9] On the configuration screen of SmartAP, the project name will be displayed on the screen.
[10]Click " &™".
[11]Click "Confirm".

IMPORT BUILDING STRUCTURE

INFORMATION

It will averwrite the existing settings. Would like 1o continue?
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[12]The import result will be displayed.
[13]Click " & " to complete the import process.

INFORMATION

1 2 1 success, 0 failures
L
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8.2 System settings

8.2.1 Accessing the "Settings" screen

On the dash@a‘)artcb, atccpesf the fAiSettingso screen.

My home 22:01 Su 01-01-2023

N

1 new event
Events
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8.2.2 Display settings

1. Accessingt he HADiIi splayodo screen

On the fASettingsodo screen, tap ADisplayo to access

Settings 15:01 Mon 01-01-2024
Display SETTINGS  SCREENSAVER

Sound
Activate display cleaning mode

Network Connections
Brightness

ime & Date

.7

Access Management
b User Settings Display Mode
Color Theme

1 Video Surveillance Dark theme

Intercom List
Temperature

Program Button Temperature
° Celsius

Advanced Settings

¥ Software Update

2. Adjusting the brightness
Please follow the steps below:

[1] On t he fADisplayodo screen, tap ASettingso.
[2] Gotot he fABrightnessd section, drag the scroll bar

Settings 1 15:01 Mon 01-01-2024

Display SETTINGS  SCREENSAVER

Sound
Activate display cleaning mode

2 Brightness

Network Connections

ime & Date

Access Management

Display Mode

5 User Settings

Color Theme

Video Surveillance Dark theme

Intercom List
Temperature

(] Program Button Temperature
® Celsius

Advanced Settings

 Software Update
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3. Configuring the fADisplay modebo
Please follow the steps below:
[l] On the fDisplayodo screen, tap fiSettingso.
21 On the fDisplay modeodo section, -slevhlstcltcantbdhe di spl a
set to fAiDark themeo & default) or #fALight theme
Settings 1 15:01 Mon 01-01-2024
Display SETTINGS SCREENSAVER
Sound
f’g‘\ Activate display cleaning mode
Network Connections
Brightness
Time & Date ) .
Access Management
4 User Settings DisplayModa
2
Video Surveillance Dark theme
0 Intercom List
Temperature
[] Program Button Temperature
® Celsius
03 Advanced Settings
(™ Software Update
I f the display mode i s s edtisplyedaéfbliogsht t hemeo, the U
¥ Settings 15:01 Mon 01-01-2024 ofa At <)
@ Display SETTINGS  SCREENSAVER
) Sound
3’55 Activate display cleaning mode
“5  Network Connections
Brightness
@E‘ Time & Date , )
B — 0
<o Access Management
,Q\ User Settings Display Mode
Color Theme
5 Video Surveillance Light theme
@, Intercom List
Temperature
[] Program Button Temperature .
° Celsius
0% Advanced Settings
(™ Software Update
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4. Configuring the unit of ATemperatureo

Please follow the steps below:

[l] On the fDisplayodo screen, tap fiSettingso.
[2] Gotothe iTemperatured s e ct i o n unit fsom the drdp-ddwh Iest. It can be set to
fCelsiuso (def &aht pnbei b o

Settings 15:02 Mon 01-0

Display SETTINGS SCREENSAVER

Activate display cleaning mode

]) Sound 1

Network Connections
Brightness

ime & Date )
.'O'.

Access Management

1| User Settings Display Mode
Color Theme

A Video Surveillance Dark theme

Intercom List
- 00000000~ nnn Temperature

[] Program Button Temperature
® Celsius
ey

$02 Advanced Settings

el

=

(% Software Update
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5. Configuring the screensaver

Please follow the steps below:

[l] On the fDisplayodo screen, tap fiScreensaverao.

21 Go to the fiScreen saver modeo section;dowel ect th

list. tcanbesett o fiDef ault i mageso, fAClocko (default) or

v I'f fADefault i mageso i s -irsimages playiagdn alobphaecordingwoi | | be 3
the ASIide interlOsetodds)setting (defaul't

v I'f fAClockod is sel ect edingthe buerenetimewat d randomédocatonc | oc k di
on the screen.

v I'f fiweather from interneto is selected, weather
location on the screen. This option is available only when the weather data can be displayed
normally.

[B(1Go to the fAStart screen saver aPRGseconds).Jecti on, se

screensaver will start if no operation is carried out within the set time.

[4 Go t o the ATurn di s pl asgreeo dfftimeydefawdt:r2minges)cThe on, set
screen of the panel will be turned off if no operation is carried out within the set time.

Settings
Display SETTINGS  SCREENSAVER 1

Sound Screen Saver Mode 2

Screen Saver
-~ Network Connections Deafault images

. Time & Date

Slide Interval

10 seconds

Access Management

L User Settings Start Screen Saver After 3

Delay in Seconds
H Video Surveillance 20 seconds

Intercom List
Turn Display Off After 4

Delay in Minutes
2 min

: Program Button

§03 Advanced Settings

(™ Software Update
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8.2.3 Sound settings

1. Accessingt he ASoundo

On the fASettingso

Settings

Display
Sound
Network Connections
Time & Date

5 Access Management
User Settings

L Video Surveillance
Intercom List
Program Button
Advanced Settings

(™ Software Update

2. Adjusting the ringtone volume

Please follow the steps below:

[1] On t he fAiSoundadhesd

ringtone volume.

gs
Display
Sound
Network Connections
Time & Date
Access Management
User Settings
Video Surveillance
Intercom List
Program Button
Advanced Settings

(™ Software Update

sSscreen

screen, tap fiSoundodo to access

Mon 01-01-2024

Ringtone Volume

<> ® O

Qutdoor Station Doorbell Ringtone

Ringtone Ringtone

Ringtone 1 e Ringtone 2 e
Intercom Guard Unit

Ringtone Ringtone

Ringtone 3 - Ringtone 4 v

\/ Repeat ringtone

Click Sound

\/ Activate click sound

Bregnhongovolbumed section,

5 Mon 01-01-2024

Ringtone Volume

1 < ®

QOutdoor Station Doorbell Ringtone

Ringtone Ringtone

Ringtone 1 v Ringtone 2 e
Intercom Guard Unit

Ringtone Ringtone
Ringtone 3 v Ringtone 4 ¥

\/ Repeat ringtone

Click Sound

| Activate click sound

drag
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3. Configuring the repeat ringtone

Please follow the steps below:

[l] On the fiSoundodo screen, tick/untick the check box
v Enable (default) = rings repeated ringtone within 30 seconds

v Disable = rings only once

 Settings 15:05 Mon 01-01-2024

Display

Ringtone Volume

< o —

Sound

=~ Network Connections

- Time & Date

Qutdoor Station Doorbell Ringtone

Ringtone Ringtone
Access Management
ag Ringtone 1 Ringtone 2

L User Settings .
0 gs Intercom Guard Unit

. ) Ringtone Ringtone
L Video Surveillance Ringtone 3 v Ringtone 4 v

0, Intercom List

1 /| Repeatringtone

[] Program Button

Click Sound
52 Advanced Settings
| Activate click sound

(™ Software Update

4. Identifying the incoming call devices through the ringtones
Please follow the steps below:

[11 On t he fiSoundd scr een,-in4riadtoass)tfront thearop-downdist. dhee ( bui |
panel will ring the designated ringtone during an incoming call to indicate the device type.

Settings 15:05 Mon 01-01-2024

Display

Ringtone Volume
) Sound

<

=~ Network Connections

- Time & Date
QOutdoor Station Doorbell Ringtone

Ringtone Ringtone
Access Management
: L‘J 1

_\_‘ User Settings

Intercom Guard Unit

. ) Ringtone Ringtone
Ly Video Surveillance Ringtone 3 v Ringtone 4 v

0 Intercom List )
! \/ Repeat ringtone

[] Program Button

Click Sound
52 Advanced Settings
/| Activate click sound

(™ Software Update
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5, Configuring the AClick soundbo
Please follow the steps below:

[1]On the fiSoundod screen, go to the ACII
enable/disable the function.

v Enable (default) = plays a sound when the screen is touched.
v Disable = mutes the sound when the screen is touched.

Settings 15:05 Mon 01-01-2024

> Display

Ringtone Volume

<> o

-]) Sound
~ Network Connections

Time & Date : X
QOutdoor Station Doorbell Ringtone

Access Management Ringtane Ringtona
es5 al el
ag Ringtone 1 v Ringtone 2 ¥

L User Settings 7
0 gs Intercom Guard Unit

. ) Ringtone Ringtone
Video Surveillance Ringtone 3 v Ringtone 4 v

Intercom List

/| Repeatringtone

[] Program Button

Click Sound

1 \/ Activate click sound

52 Advanced Settings

(™ Software Update

c k

sound?o
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8.2.4 Network settings

This chapter

appli eody. to

Accessing the "Network settings" screen

Please follow the steps below:

On t he

Settings
Display
Sound
=" Network Connections
Time & Date
Access Management
L, User Settings
Video Surveillance
0, Intercom List
: Program Button
02 Advanced Settings

(™ Software Update

iSettingso

screen

05:03 Mo
PRIVATE NETWORK

Network port
WIFI

Connect manually

Available Networks

’-cf;‘ TP-LINK_Jacky

(o]

Alex_XDR3010

YeeShare_f20b

APr

Harry_TP-LINK_5G

t

MOBILE APP

i vat e

ap

net wor k

iSoundo to access

MYBUILDINGS PORTAL

\/ Activate Private Network
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WiFi settings

If "Private network" is set to "WiFi" during "Setup Wizard" or during "Advanced settings", you
can configure WiFi settings here.

Please follow the steps below:
[l] On t he fiNet wor k c on PrevatdN eotnwsoor ksoc.r een, tap A
[2] Tick the check box to enable WiFi function.

[B]1 Sel ect the designated Wi Fi from the available Ii
WiFi name manually (in case the WiFi name is not found on the list).

[4] Enter the WiFi password.

[F() ADHCPO is enabled by default. You can untick the
manually.

[6] Tap AConnect 0.

% Settings 05:03 Mon 22-04-2024
@> Display PRIVATE NETWORK MOBILE APP MYBUILDINGS PORTAL
Sound Network port

WIFI 2 / Activate Private Network

Network Connections

. Time & Date Connect manually

Access Management

Available Networks

l‘ User Settings 3

Video Surveillance
U, Intercom List
[] Program Button
Advanced Settings

(" * Software Update

Connect to

Enter Password

6 Connect
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[7] A Connect edsplayediiflsuccessfal.

05:13 Mon 22-04-2(
Display PRIVATE NETWORK MOBILE APP MYBUILDINGS PORTAL

Sound Network port
WIFI \/ Activate Private Network

Network Connections

Time & Date Connect manually

Access Management

My Networks Connected
User Settings

—_
5 ] v
Video Surveillance - @@ 66— - " " -2 o o

Available Networks

Intercom List

—
—
o]

Program Button

Advanced Settings

" Software Update
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LAN settings

If "Private network" is set to "LAN" during "Setup Wizard" or during "Advanced settings", you
can configure LAN settings here.

Please follow the steps below:
[1] On t he ficNoentnweocrtki ons oPrivate Neewor kap 0
[2] "DHCP" is default value. You can disable it and enter the static address manually.

¥ Settings

@ Display 1RIVATE NETWORK MOBILE APP MYBUILDINGS PORTAL

Sound Network port
LAN

Network Connections

S Time & Date \/ DHCP 2

S _ _

4 User Settings

v Video Surveillance _ _
5 OK
Intercom List -

[] Program Button

52 Advanced Settings

(% Software Update
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8.2.5

MyBuildings settings

There are 2 ways to configure MyBuildings.

1. Accessing MyBuildings portal manually

Please follow the steps below:

[1] On t he ficNeentrmeocrtki onso screen, tap
2l Tap ALog ino.

[3] Enter the account, the password and the alias name.

[4 Tap ALog ino.

Settings 15:54 Mo 11-09-2023 1

@ Display NETWORK  WELCOME APP  MYBUILDINGS PORTAL
Sound Not logged in

Network connections

Login to myBuildings portal:

2. Login 2

Q.. Time and date
Access management
_ User settings
v Video Surveillance
Intercom list
: Program button
Advanced settings

(% Software update

X Settings 15:58 Mo 11-09-2023

]
Display
&> myBuildings portal

Sound Login

* Networl

Time an Login to myBuildings portal:

AMyBuil di ngs

] Username Password
5 Access jackycheng003 O

’,Q' User set Identify this panel as:
Device name

+0 Video St IP Touch Lite 7

@J Intercor

[] Progran

52(\)']3 Advanceu scwunys

(™ Software update
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[5] The account name will be displayed if successful.
[6] Tappingi Log out 0o wi | Ithe MyBsildimgspogat t f r om

Settings 5: Mo 11-09-2023
Display NETWORK  WELCOMEAPP  MYBUILDINGS PORTAL
) Sound Loggedinas: jackycheng003 5
Network connections 3409086f-130c-41ff-a420-43574f08cfTe
(Not activated)
Time and date iration e 2023.09.11 - 2025.09.11

IP Touch Lite 7

Access management

User settings Disconnect from myBuildings portal:

. x Log out
40 Video Surveillance 9 6

Intercom list
[] Program button
Advanced settings

(™ Software update
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2. Accessing the MyBuildings portal via APP

Precondition

Y You are logged in to the APP with the designated MyBuildings account.
v The APP and the panel are on the same network.

Please follow the steps below:

[l On t he fAiNetwork connectionsod screen, tap fAWelcom

2 Tap fA+0.
[3] A pop-up window will appear; leave this windowopenand do noot tap #Ax

x, Settings 01:49 Mo 02-01-2023
@ Display NETWORK  WELCOMEAPP  MYBUILDINGS PORTAL
1) Sound 1

Network connections
Q. Time and date
Access management
_ User settings
y Video Surveillance
Intercom list
[] Program button
Advanced settings

(% Software update

X Settings 16:30 Mo 11-09-2023
]
Display
Pairing up via QR code
Sound
" Networl

Time an

= Access

S User set

s Video St

0 Intercor
[J Progran

gggg Advanceu seuuniys

(% Software update
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[4] Onthe APPh o me scre.b,. tap A

[5] Tap APair Deviceso.

6] Tap Al P GatewayTap'IFH(‘Jch Panel 0.
[l Tap Al P Touch Lite 70.

[Bl Tap fAiStart Scanningo.

Favorites Favorites Pair Devices

1. Open the QR code menu

SmartTouch 10

IP Gateway/TouchP == C Panel Models < vay/Touch Panel
. Video indoor station 4.3 Wifi

e ¥ —
B ¢ 'F TouchlLi -

v
D IP Touch 7 & 10 N

2. Scan QR code

rt Scanning 8
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[9l Tap A OKO tABP pgrimigséon tb lise the camera.

[10]Tap AAdd panel to MyBheiAlPPiOsg MyBarn t ali dgtso asgmant
[11]At the same time as adding the MyBuildings portal, the APP will pair the panel.

[12]On the panel screen, tick the designated check boxes to grant the rights for the APP.

[13]0n t he panel screen, tap fAOKO.

[14On APP screen, tap fAExit Settingo.

IP Gateway/Touch P

Add panel to MyBuildings portal Pairing WiFi indoor station

MyBuildings User name: jackycheng003
Friendly name / Send pairing request
IP Touch Lite 7

/ Waiting for pairing result

Add panel to MyBuildings portal +/ Congratulations, the pairing is complete!

Notice

[ Exit Setting

( Settings 15:21 Mo 11-09-2023

@ Display NETWORK WELCOME APP MYBUILDINGS PORTAL

) Sound
- @ OO (7) 688f7211-al4a-47b5-

H Jacky honor ~  abca-8%ecbd49a829
=" Network connections -

Rights
Q. Time and date

W/ Incoming Call
Access management
/ Surveillance call

_ User settings \/ Open door

v Video Surveillance \/ Turn on the light 1 2

Intercom list o/ Access history

/ Delete history
Program button

& 13
Advanced settings

(% Software update

Product manual 2TMD042300D0041 b65



Commissioning

The weather data will be displayed on the dashboard after the panel is logged into the
MyBuildings portal.

@) Note
The latitude and the longitude also need to be set to obtain the correct weather
data. For more details, see chapter 8.2.6 iTime and date settingsi o n 6@F.a g

15:26 Mo 11-09-2023

N 7

1 new event
Events
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8.2.6 Time and date settings
On the ASettingsod screen, tap ATi me and dateod

X Settings 09:37 Tu 12-09-2023

@ Display Time setting Time zone setting

Time set up Time zone

1) Sound SmartAP (UTC+08:00) s mm——..

\/ Set summertime automatically

S Network connections

@ Time and date
Time Format

24 hours
CCeSS management

Date Format

,ﬂ_\ User settings DD-MM-

First day of week

L rvei| Ci
w2 Video Surveillance Monday

0 Intercom list
Location

|7| Program button Region

? Advanced settings

(% Software update

Longitude

118.04

No. Description

Time server setting
Select the time server from the drop-down list.
i Default server = obtain the time data from the preset NTP servers.

1 . .
I SmartAP = obtain the time data from SmartAP.
i Customize = obtain the time data from the specified NPT server.
i Manual = enter the date and time manually.
2 Select the time zone from the drop-down list.
3 Select the time format from the drop-d own | i st . I't can be set t
4 Select the date format from the drop-down list.
5 Set the first day for the week. tc an be set to fASaturdayo, fAS
6 Select the region from the drop-down list.
7 Latitude
Enter the latitude value according to your location. This setting will affect the weather data.
Longitude
8 g

Enter the longitude value according to your location. This setting will affect the weather data.
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8.2.7

Changing advanced setting password

Please follow the steps below:

[1] On

[2l Tap fiSecured
B Tap #

[4 Tap AChange
[B(1 Ent er

t he

iSettingso

AAdvanced

t he

existing

[6] Enter the new password twice.

[7] Tap

iOKO.

¥ Settings

>~ Networ

Display

Sound

connections

9. Time and date

Access management

L User settings

Ly Video Surveillance

Intercom list

Program button

Advanced settings

(* Software update

> Settings

Display

Sound

> Networt

Time an

Access

S User set

+« Video St

o

Intercor

[J Progran

g(‘ég Advanceu scuunys

(* Software update

screen,
areas?o.

settingso.
pincodeo.
password

11:06 Tu 12-09-2023

SECURED AREAS

..E Advanced settings 3 |T|

OUTDOOR STATION

\/ Allow remote settings via SmartAP

11:07 Tu 12-09-2023

Advanced settings pincode

Enter OLD password:

Enter NEW password:

Enter NEW password again:

Enter old password:

Go enarax

Enter new password:

G eranen

Enter new passward again

Go enarax

tap

(original

fAAccess

management

password i

Reset Adv.Setting pincode

4 Change pincode
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8.2.8

Resetting advanced setting password

Please follow the steps below:

[AIWithin 3 minutes when the
management 0.

2l Tap ASecured areaso.

[B Tap fAdvanced settingso.

[4 Tap AReset Adv. Setting pi

[5] Tapfi Yes 0.

Display SECURED AREAS

Sound 2

Advanced settings 3
Networl

or nections
Time and date
Access management

LTS User settings
L Video Surveillance
\/ Allow remote settings via SmartAP

ntercom list
Program button

Advanced settings

(™ Software update

Settings 20:01 Su01-01-2023

@ Display
] Warning

]y Sound Reset advanced settings pincode
5 Network

i Time an

=3 Access

SL User set

0 Video St 5

{Q Intercor
(] Program
@ Advanceu scuunya

(* Software update

OUTDOOR STATION

panel

Do you want to recover the password?

ncodeo.

s powered

Reset Adv.Setting pincode

Change pincode

ig pincode
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8.2.9

[2] Tap

Configuring unlock password

1. Enabling the unlock password

Please follow the steps below:

the ASettingso screen, tap

[5] T a M@0 f

[7] Ta[@o f

X Settings

Display

Sound

- Network connections

S Time and date

Access management

28 User settings
Ly Video Surveillance

0 Intercom list

Program button

Advanced settings

(™ Software update

X Settings

Display

Sound

=~ Network connections

S Time and date

Access management

AL User settings

L Video Surveillance

ntercom list

Program button

% Advanced settings

% Software update

AOBtdboono.
[3] Tick the check box to enable the function (disabled by default).
[4] Enter the unlock password (3...8 digits).

[6] Re-enter the unlock password (3...8 digits).

SECURED AREAS OUTDOOR STATION 2

3 «/ Use pincode for outdoor station

Enter new pincode:

14:59 Tu 12-0
SECURED AREAS OUTDOOR STATION

«/ Use pincode for outdoor station

Repeat new pincode:

fiAccess

management
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2. Changing the unlock password

Please follow the steps below:

[1] OntheAiSetti ngs0 screen, tap fAAccess management 0.
[2 Tap AOQutdoor Stationo.

[B Tap AChange pincodeo.

[4] Enter the existing unlock password.

[B] Tap fAOKO.

Settings 14:59 Tu 12-09-2023

> Display SECURED AREAS  OUTDOOR STATION 2

e / Use pincode for outdoor station
" Network connections
) Time and date
=® Access management Change pincode
by User settings
Video Surveillance

0, Intercom list

(] Program button

14:59 Tu 1,

i Change pincode

Enter existing pincode

Q.. Timean

Access
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[6] Enter the new unlock password.
[7] Tap fAOKO.

[8] Repeat the unlock password.
99 Tap AOKO.

14:59 Tu

Change pincode

Enter new pincode

15:00 Tu12-0

3. Resetting the unlock password

The unlock password will be clearedwh en t he fiResetting user settings:{
For more details, see chapter 8.2.14 fResetting user settingsi o n 7B.ag e
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8.2.10 Language setting

Please follow the steps below:

[1] OntheAn Set ti ngsod screen, tap AUser settingso.
[2l Tap fiLanguageo.

[3] Select the language from the drop-down list.

X Settings 20:30 Su 01-01-2023

Display LANGUAGE DOOR COMMUNICATION RESET USER SETTINGS CARD MANAC

Sound 2

Language

~ Networl
Language
English
9. Time and date
English

Access management
Deutsch

User settings 1 Italiana

Video Surveillance Espafiol

ntercom list Francais
Program button
Advanced settings

e

* Software update
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8.2.11 Automatic snapshots setting

Please follow the steps below:
[1l] On the fiSettingsod screen, tap AUser settingso.
2l Tap ADoor Communicationo.
[3] Tick the check box to enable the function.

The panel will take 3 snapshots automatically in the 3rd, 5th, 7th second during an incoming call
when this function is enabled.

¥ Settings 20:32 Su 01-01-2023

Display LANGUAGE DOOR COMMUNICATION RESET USER SETTINGS CARD MANAC

Sound . 2
\/ Automatic snapshots

Network connections
o/ Missed call notification

9. Time and date
. Link call with Private IP Actuator

User settings

S _

Video Surveillance

Intercom list

(] Program button

Advanced settings

(* Software update
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8.2.12 Missed call setting

Please follow the steps below:
[1l] On the fiSettingsod screen, tap AUser settingso.
2l Tap ADoor Communicationo.
[3] Tick the check box to enable the function.

When the function is enabled, g will be displayed on the status bar to indicate the missed
calls.

X Settings 20:32 Su 01-01-2023

Display LANGUAGE DOOR COMMUNICATION RESET USER SETTINGS CARD MANAC

Sound 2

\/ Automatic snapshots

~ Network connections

3 / Missed call notification

Time and date
- Link call with Private IP Actuator

(L User settings

B _

& Video Surveillance

Intercom list

Program button

Advanced settings

(% Software update

Product manual 2TMD042300D0041 b75



Commissioning

8.2.13 Linking call setting

People with hearing impairments cannot hear the ringing tone of an incoming call. It is
recommended to link the call with a light connected to an IP actuator. The designated light will
turn on during an incoming call when this setting is enabled.

Please follow the steps below:
[l] On the fiSettingso screen, tap fAUser settingso.
2l Tap ADoor Communicationo.
[3] Tick the check box to enable the function.

[4] Sel ect HAAuxithiscasa.y Locko in

Settings 20: u 01-01-2023

@ Display LANGUAGE DOOR COMMUNICATION RESET USER SETTINGS CARD MANAC

Sound 2

,J Automatic snapshots

Netw io 7 7 7
o/ Missed call notification

Time and date
\/ Link call with Private IP Actuator

=5 Access management

Select Private |P Actuator
Private IP Actuator-01-Auxiliary Lock ¥ 4

) User settings 1

L Video Surveillance

Intercom list

Program button

Advanced settings

% Software update
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[5(] On t he designated | PA screen

[6(] On t he fiRelay |l ocko sect
[7] Enter the relay time (1....300 seconds).
B Cl ick ASaveo.

HOME @ & sos @ B DOOR ENTRY SYSTEM

=5 Private IPA 008-0402-01

=)
ceo®

G0 OC+ LOOKs LOXX- GNO 05 ENT
ey

|

IP Actuator/5 #7FT#
Rating/BIR RE , i 24VDC, 350mA
ABB-Welcome IP

Sats  Reset

oM Zceskt
S

Settings

on

of
set

Smart AP, cl

c k

iRel ay modeo

Unlock setting >
Local firmware update >
Online firmware update b
List of trusted devices >

DOOR ENTRY SYSTEM

HoME @ & sos @ B

=5 Private IPA 008-0402-01

|
|
|
|
|

ua
Y ee9e0ee®

00 OC+ LOCKs LOCK- GND 05 EXT
Ly

IP Actuator/ 5
ing/BERE ;l 24VDC,350mA

Swtus  Reset

FEOMae Zceest

y2
Settings

§g:ﬂil!

Lock-GNE

DC output(NC) v
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8.2.14 Resetting user settings

Please follow the steps below:
[1l] On the fiSettingsod screen, tap AUser settingso.
2l Tap fReset user settingso
[B Tap AReset user settingso.
[4] Onthepop-up warning window, t

X Settings 20:33 Su 01-0

Display LANGUAGE DOOR COMMUNICATION RESET USER SETTINGS CARD MANAC

Sound 2

Reset user settings:
= Network connections

[l Resetusersettings 3

9., Time and date
Access management
! User settings 1
Ly Video Surveillance
ntercom list
(J Program button
Advanced settings
(™ Software update
1

ARD MANAC
A Reset user settings

Be careful

The following data will be lost:

- Display settings
« Sound settings
Wifi settings
All history data, like pictures,recordings etc.

Are you sure?
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The following settings will be restored to the default settings:

v Display settings
Y Sound settings

v Unlock password
Y History records

The following settings will remain unchanged:
v WiFi settings

v APP settings

v MyBuildings settings

Longitude and Latitude settings
Advanced setting password

< %<

Language setting

Link call with private IP actuator
Card management

Private IPC setting

Public IPC setting

Y Program button setting

<N S <

Product manual 2TMD042300D0041
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8.2.15

Configuring Outdoor Station cameras

Precondition

Y This panel and the designated Outdoor Stations should be in the same building.

1. Add Outdoor Station cameras

Please follow the steps below:

[l] On the fiSettingso screen, tap fivideo Surveillanc
[2l Tap AOutdoor Station cameraso.

[3]Tap@r~r‘).
[4] Tap the designated Outdoor Station on the list.
[5] Tap AAdd selectedd or tap AAdd all o to add the ¢

X Settings 22:15 Tu12-09-2023

&) Sound

IP PRIVATE CAMERAS IP PUBLIC CAMERAS Outdoor Station CAMERAS 2

= Network connections
&5 Timeand date

Access management
AL User settings

- .
Video Surveillance “ﬁ

0 Intercom list
No camera

() Program button Get started by adding a new camera.
C[Ojﬂ Advanced settings
Software update

) About

Add Outdoor Station Cameras

3 Outdoor Station cameras found. Select one:

4 I

F Outdoor Station2

[ GateStation 1

5

Add selected Add ALL Cancel
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2. Removing an Outdoor Station camera

Please follow the steps below:

[l] On the fiSettinysdevscSaenegilapnceo.
2l Tap AOutdoor Station camer aso.

[3] Swipe the designate Outdoor Station to the left.

[4]Tapﬂ“f> to remove it

% Settings 10:31 Fr15-09-2023

Display

Sound 3
Gate Staggion ! 4
Networ ctio - 4 <

Time and date
Access management

4 User settings

Video Surveillance 1

Intercom list

(] Program button

Advanced settings

Vs

~* Software update
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8.2.16 Configuring private cameras

Precondition
Y The designated private cameras and the panel should be on the same network.
Y The panel supports IP cameras with the Onvif protocol (Profile S).

Topology

Master Subsidiary  Subsidiary

I [ | [

§

. S
h Private camera

Router

[

Outdoor Station
—— CAT.5/IPbusline
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1. Adding private cameras

Please follow the steps below:

[l] On the fiSettingseosSueseerjllapcio.
[2] Tap pliveéPt e camer aso.

[3] Tapﬁoc‘).

[ Tap AAutomatic searcho.

Settings 14:22 Th14-0

]y Sound
IP PRIVATE CAMERAS IP PUBLIC CAMERAS Outdoor Station CAMERAS

o Networ ctio 2

L% in ate
o Time and date
Access management

(ﬂ_‘ User settings

Video Surveillance 1 “‘(/j

ntercom list

No ¢
— Automatic search 4
(1) Program button Get started by i
Entry Manually

Advanced settings

r:":',\ Software update 3 e
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[5] Tap the designated camera.
[ Tap AAdd sel ectedo.
[7] Enter the account and password for the camera.

[B Tap AConnect Camer ao.

14:27 Th14-0

Add Private Cameras

4 Private cameras found. Select one:

192.168.2.188 (

Connect IP camera
192.168.2.151(

User name
Test

Password

ERAEEEEARE

8

Connect Camera
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99 Tap ACancel 6 to close the windowddinanew ap AAdd ne
camera.

[10]Tap the relevant camera.
[11]Surveillance will be initiated in a small window for 120 seconds.

[12]Tap@r”r‘) to take a snapshot

[13]The snapshot will be displayed on the screen. This snapshot will be the cover when the
camera is added to the dashboard.

[14]Enter the alias name for the camera.

Success
192.168.2.151 ( ) Connected

IP camera successfully connected

"192.168.2.151 ( ) " has been successfully
connected and added to the system.

To add additional cameras to the system please select “Add new IP
Camera”.

To terminate the process please select “Cancel” or close the window.

9

Add new IP Camera Cancel

X Settings 14:34 Th 14-09-2023

> Display IP PRIVATE CAMERAS IP PUBLIC CAMERAS Outdoor Station CAMERAS 1 3

Sound

B
12

QJ

" Network connections
) Time and date

Access management

L User settings m

. . \/ Default Outdoor Station Camera
+ Video Surveillance
Name
J, Intercom list Outdoor Station 1

/| Visual doorbell
Program button
) Show on dashboard

503 Advanced settings
¢ g IP address: 192.168.2.151
168.2.151:554/Streaming/

~* Software update
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[15]Tick the check box to set the camera for the default Outdoor Station. You need to set
AOut door St at i o nmplementiag tlassetting FEof noore eletails, see
chapter 8.2.15 Configuring Outdoor Station camerasii o n 8p.a g e

[16]Select the designated Outdoor Station from the drop-down list.
[17]Ti ck the check box to enable the fAVisual door bel

neTap@m to add the camer@ ot owitihe bdea sdhibsopal rady.e di on t |

successful. T onto remove the camera from the dashboe

X Settings 14:34 Th 14-09-2023

@ Display IP PRIVATE CAMERAS IP PUBLIC CAMERAS Qutdoor Station CAMERAS

£]) Sound
R
= Network connections i
&5 Timeand date
Access management

AL User settings

1 5 \/ Default Outdoor Station Camera

Name

Intercom list Outdoor Station 1
Visual doorbell
(] Program button 1 7 v

e 1 8 ) Show on dashboard
Advanced settings oo an e

168.2.151:554 /Streaming/
017

Video Surveillance

(™ Software update
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2. Removing private cameras

Please follow the steps below:

o

[l On the fiSettinysdevscSaenegilapnce
2l Tap Al P private camer aso.
[3] Swipe the designate camera to the left.

[4]Tapﬂ“f> to remove it

X Settings 10:41 Fr15-09-2023
Display IP PRIVATE CAMERAS IP PUBLIC CAMERAS Outdoor Station CAMERAS
Sound
Networ ctio = 1 'A 4
Time and date
Access management

4 User settings

Video Surveillance 1

Intercom list

Program button

Advanced settings

Vs

~* Software update
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8.2.17 Configuring public cameras

Precondition

Y The designated public cameras have obtained the signatures from SmartAP.
Y The designated panel and SmartAP should be on the same network.
Y The panel supports IP cameras with the Onvif protocol (Profile S).

Topology

Panel Panel
B IO
PoE switch

Panel Panel
) o o s [ s
PoE switch

Panel Panel
) o e s [ s
PoE switch

Panel Panel
. o ] e ] o o
PoE switch

I I |7 - Public camera
SmartAP

o I I s
PoE switch

Outdoor Station
—— CAT.5/IPbusline
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1. Adding public cameras

Please follow the steps below:

[l] On the fiSettingseosSueseerjllapcio.
2 Tap Al P public cameraso.

[8] Ta pefr‘) .
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